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PREFACE 


This report covers work accomplished during the ten-month period from 
December 1979 through October 1980. 

Volume 1, Fir.din.jti and £ona t presents summary findings and 

recommendations based on an analysis of 208 civil wire strike accidents in 
the ten-year period 1970 to 1979. Volume 11 contains a description and 
analysis of each accident. 

The work outlined was performed under contract NAS2-10505, NASA - Ames 
Research Center, Moffett Field, California 94035. The technical monitor was 
Mr. William Snyder of the NASA - Ames Research Center. 

This project was conducted at the HumRRO office, Carmel, California, 
under the supervision of Mr. William C. Osborn, Director, Military Training 
Research Division. Principal investigator was Capt. Clyde H. Tuomola, USN 
(Ret). Major contributors were Col. M:;rk F. Brennan, USA (Ret) and Dr. 
Elaine N. Taylor. 


INTRODUCTION 


This volume contains a description and analysis of each of the 208 
civil helicopter wire strike accidents reported to the National Transpor- 
tation Safety Board for the ten-year period 1970-1979. The accident analysis 
briefs are based on pilot reports, FAA investigation reports, and such acci- 
dent photographs as were made available. Briefs are grouped by year and, 
within year, by NTSB accident report number. 
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AUKIUUl.Tl'KK 
AERIAL AI’RI.U’ATION 


7 / 20/7 0 Wr. Buffalo, WY Hughes 2b *>B No Injurie s Sub stantial - $ 2,800 
N TSB Accident Clung : 

Pilot Errors Failed to see and avoid objects or obstructions 

Illd- Accident ; A commercial pilot 11715 Lours) struck a barbed wire wltich was 
stretched across a coulee about J5 feet above ground. The pilot was on a spray- 
ing mission. The pilot's flight time on the day of the accident had been 7.8 
hours. The pilot was unaware of the wire until the wire strike. 

At the time of the accident, 2017, the weather was clear with visibility of 
25 miles. The sun was low and casting shadows across the line of flight, creat- 
ing poor lighting conditions. 

The main rotor of the aircraft struck the wire. The pilot was able to land 
without further damage. There were no injuries. 

Conclusion ; The pilot's failure to see and avoid the wire caused the accident. 

Recommend at ions ; A pilot's warning device identifying wire location when within 
hazardous distance would have been beneficial in wire avoidance. 

An estimated forward speed of 60 knots would have provided sufficient kinetic 
energy for external wire cutters to be effective had they been installed. 

Pilot's Recommendation : "Fly higher." 
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air transport a t ion 

.. . .,ton i lnlurv Substantial. - $UMWO 

j. U72 8/8/70 BU Rock, VA Hughes 2698 

ST SB Accident Cause : 

mot Error: Divorced attention from operation ot nlrcro 

Factor: Celllelon tilth bird 

Th. Accident: A prlv.ce pilot (1030 hone) .truth power wire, about 200 feet 

above ground . The pilot ... on . loci flight fro. one airport re anothc 

The total time of flight ... 5 .Inute.. The pilot acted . bird coUlded with 

his windshield While in flight, and while he was leaning forward to nspec 

tie damage to the bubble, he inadvertantly allowed the aircraft to descend. The 

pilot was aware of the wires. 

The weather ... clear with .... hare at the time of the accident. 1930. 
Visibility was 6 miles. It was dusk. 

The initial impact of the wires was with one rotor blade. 
shaft impacted with other wires. During automation to a an n . 

Made, hit a tree and the aircraft craahed. There ... no f.re. 
serious lv injured. 

Cone lus ion ; The pilot's diversion from operation of the aircraft to inspect 

damage from a bird collision caused the wire strike. 

, f \ a ‘ warning device identifying wire location when within 

Recommendations: A p warning uc 

hazardous distance would have been beneficial In .ire avoidance. 

The Pilot ... aware of the wire. In thl. cane, therefore Identification of 
wire location was not a factor. 

Forward .need of the alrcraf r of ,,onr„«l»tel, bO knot, provided sufficient 
kinetic energy for wire cotter effectiveness had the, been Installed. 
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AIR TRANSPORTATION 
Pow er-P ipe 11 ne 

3-U33 3/27/70 Port Huron. Mich . Bell 470 2 Seriou s Substantial - $17,000 

* NTSB Accident Cause : 

Pilot Error: Failed to see and avoid objects or obstructions 

Factor: High obstructions 

The Accident : A commercial pilot (S23 hours) struck and broke an unsvn 

V household service line, about 35 feet above ground, while on a nowerllne 

patrol mission. Aircraft then went up into the powerline being patrolled 
and crashed. 

At the time of the accident, 1430, the weather was clear with visibility 
of 15 miles. Total time of flight was 1 hour, 45 minutes. The sun was high 
and not considered a factor. 

I 

i 

The bubble of the aircraft made initial contact with the household 
service wire, which separated after impact. The helicopter pitched upward, 
rotor blades caught and separated main power cable. The cable wound around 
the mast and the aircraft crashed. Both pilot and observer were seriously 
injured. | 

Conclusion : Pilot's failure to see and avoid household service powerline 

and aircraft subsequent entanglement with a second power cable caused the 
accident. 

Recomaendations : A pilot warning device identifying wire location when within 

I 

hazardous distance would have been beneficial in wire avoidance. 

1 

Identification of household service lines along flight path would have 
aided and oossibly prevented initial wire strike. 

Forward speed of aircraft, approximately 60 knots, would have provided j 

sufficient kinetic energy for effective use of wire cutters had they been ^ 

installed. 


« 


AGRICULTURE 
AERIAL APPLICATION 


3-2238 5/25/70 Nr. Terra Cela, NC Bell 47C4 No Injuries Destroyed - $45.500 

NTSB Accident Cause : 

Pilot error: 1. Diverted attention from operation of aircraft 

2. Misjudged clearance 

factor: High obstructions 

The Accident : A commercial pilot (2645 hours) struck several wires at the 

end of a swath run. Pilot was on a defoliation mission. Total time of flight 

was 15 minutes. The pilot had knowledge of these and other wires in the area. 

Pilot momentarily looked away from his flight path to check spray just before 
striking wires. 

At the time of the accident, 0635, the weather was clear with visibility 
of 5 miles. The sun was low in the east but not a factor as pilot was flying 
an east-west swath run. 

Pilot had made several swath runs before striking wires. After striking 

wires with the main rotor blades, the aircraft landed, slowly rolled over on 

its right side and caught fire. The pilot was uninjured. 

Conclusion : The pilot's momentary diversion of attention from the operation 

of the aircraft and mlsjudgment of clearance caused the accident. 

Recommendations : A pilot warning device identifying wire , cation when within 

hazardous distance would have been beneficial in wire avoidance. 

Identification of wire location was not a factor in this instance, as 
the pilot knew the location of wires. 

Forward speed of approximately 40 to 60 knots would have provided sufficient 
kinetic energy for wire cutter effectiveness, had they been installed. 


AGRICULTURE 
AERIAL APPLICA TION 

3-2261 5/ 30/70 Nr. Fallon. NV Bell 47C3B 1 Miner Injury Su bstantial - $20 ,500 

NTSB Accident Cause ; 

Piloc Error: Failed to see and avoid objects or obstructions 

Factor: High obstruction 

The Accident : A high time commercial pilot (8800 hours) struck power and telephone 

lines about 15 feet above ground while making a swath run over an alfalfa field. 
Total time of the flight was 5 minutes. The pilot was not aware of the wires 
until impact. The wires were strung parallel to a line of trees at the end of 
the field. 

The weather was clear at the time of the accident, 1300, with visibility of 
15 miles. The sun was at its zenith and not considered a factor. 

Initial contact of wires was with the cabin bubble. The aircraft came to 
rest in an irrigation ditch with substantial damage. The pilot received minor 
injuries. The aircraft was carrying toxic chemicals. 

Conclusion : The pilot's failure to see the wires at the end of the field 

caused the accident. 

Recommendations : A pilot warning device identifying wire location when within 

hazardous distance would have been beneficial in wire avoidance. 

Identification of wire location in relation to know ground objects 
prior to flight would have aided the pilot in avoidance. 

Forward speed of about 60 knots provided sufficient kinetic energy for 
effective use of wire cutters, had they been installed. 


AIR TRANSPORTATION 
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— — ~~ m feL tgrlna, unto Hughes 369HS 1 Serious, 3 Minor octroyed 

NT3B Accident Cauan ; 

Pilot Error: 1. Inadequate preflight preparation and/or planning 

l. Failed to see and avoid objects or obstructions 
Factors: High obstructions 


H_5.60.0Qa 


Th e Accident ! A high time commercial pilot (19,775 hours) struck s telephone cable 
approximately 30 feet above ground. The pilot was In a liftoff from a shopping 

center parking area. Total time of the flight was 1 minute. The pilot was aware 
of wires surrounding the area. 

The accident occurred at night, 2145, In a flood-lighted area. The weather 
was clear with visibility of 15 miles. The wind was 0-5 knot, from NNE. 

The tall rotor of the aircraft Impacted with the telephone cable, causing 
the aircraft to crash to the ground. The pilot was seriously injured! 3 passen- 
gers received minor injuries. The aircraft was destroyed. 

C o n clusion : The pilot's failure to see and avoid the telephone cable on liftoff 

caused the accident. 

Re commendation . The benefit of a pilot’s warning device is questionable as the 
pilot knew of the wires. 

Likewise, identification of wires Is not a factor since the pilot had driven 
out and inspected the site the day before the flight. He also did a walk-around 
inspection of the area and the craft prior to the takeoff preceding the accident. 

Speed of the aircraft at takeoff/hover would not have been sufficient for 
effective use of wire cutters. 
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AGRICULTURE 


AERIAL APPLICATION 

3-2 423 6/4/70 Nr. David CUy, NK Roll 471)1 No Injuries Substantial - $11.0 00 

NTSB Accident Cause ; 

Pilot Error; Misjudged clearance 
Factor: High obstructions 

The Accident : A Wish time commercial pilot (3531 hours) struck a power line 

approximately 15 feet above ground after a turnaround from a swath run. The 
total time of flight was 5 minutes. The pilot stated he misjudged his distance 
to wires at the end of the field and struck the top wire of a two-wire line. 

The weather was clear at the time of the accident, 0900, with visibility 
of 15 miles. The sun was high and not considered a factor. 

The main rotor of the aircraft engaged the wire, which broke on impact. 

The aircraft landed under control approximately 150 yards from the point of 
impact. The pilot was not injured. 

Conclusion : The pilot misjudged the distance to the wires at the end of a 

field on his turnaround before starting a swath run. 

Recommendations : A pilot warning device identifying wire location may have 

been beneficial. However, it would have been of questionable value as the 
pilot knew the location of the wires. 

Identification of wire location was not a factor in this case. 

Forward speed of 30-45 knots provided sufficient kinetic energy for 
effective use of wire cutters had they been installed. 


AIR TRANSP ORTATION 


3.2884 7/3/70 Nr. gelllngh guJA. NjLidl!E-l£-. 

NTSR i.ccident Cause : 

~^oT Nrror: Failed to aaa and avoid objects or obstructions 

Factors : High obstructions 

Sunglare 

Tha Accident! A commercial piiot (247 Uoura) with 24 hours dual and 10 hours solo 
Vn^r^t, struck several power lines about 40 feat abov.^uu^ ^ ^ 

practicing hovering, takeoffs and landings from a P a * tur «^ ±1 the wire 9t rike 

night was 15 minutes. The pilot was not aware of the wires until 

At the time of the accident, 1330, the weather was clear with visibility of 

40 miles. The pilot was lifting off into the sun, which was a facto 

inability to see the wires. 

Tha main rotor blades contacted the wires first, and then the top oi „ < 

j i jr no further dat” g .' •? the aircraft, 
cabin. The pilot autoroteted to a hard landing, further g 

There were no injuries. 

conclusion ! The Pilot's failure to see and avoid the wires cansed the accident. 
Recommendations: A pilot warning device identifying wire location when wrth.n 

hazardous dis^nce would have been beneficial in wire avoidance. 

Identification of wrre location in relation to hno™ ground objects prior 
to flight would have aided the pilot in avoidance. 

Liftoff speed of approximately 30 knots or less may not have provided 

i d ro cutter effectiveness had they been 
sufficient kinetic energy for external wire 

installed. 


AIR TElANSPORTAT ION 


3-2924 7/11/70 Manpln, OR Hiller IIH12A No Injuries Substantial - $37.000 

NTSB Accident Cause ; 

Pilot Error: Failed to see and avoid objects or obstructions 

Factors: Hidden obstructions 

Evasive maneuver to avoid collision 

The Accident : A private pilot (345 hours) struck a power line approximately 20 

feet aVove ground, while making a landing approach to a cleared area. The pilot 
was on a student croas-crountry flight. Total time of the flight was 50 minutes. 
The pilct became aware of the power line just before the wire strike. 

The weather was clear at the time of the accident, 1650, with unlimited 
visibility. The sun was relatively high and not a factor. The pilot reported 
a large tree at the side of the landing site hid the pole supporting the wire. 

The main rotor blaaes impacted initially with the wire. The pilot hit the 
ground attempting to miss the wire. The hard landing further damaged the air- 
craft. The pilot was uninjured. 

Conclusion : The pilot's failure to see and avoid the power wire caused the 

accident. 

Recommends t ions : A pilot's warning device identifying wire location when within 

hazardous distance would have been beneficial in wire avoidance. 

Identification of wire location in relation to known ground objects prior 
to flight would have aided the pilot in avoidance. 

The aircraft's forward speed of above 30 knots on a landing approach provided 
sufficient kinetic energy for wire cutter effectiveness had they been installed. 


AGRICULTURE 

aerial application 


U21U0 ijue gH Creek f AV Bell 47( , 

SSB Aeciden, ' iUHia2 

Mi«c: ('round Signalman 

Factors High obstructions 

__U Aiiidenf-: a high time commercial pilot (5900 I 

approximately 15 feet above the ground „ ' a P ° wer “«• 

spraying operation; the swath run ^ ~ * ‘ ■** 

time of ti lKht was 5 minutes. The ground fl X “ 8r ° Und flaCnon ' T «al 
Wore thore „ a » a The * «« to the wrong field, 

“ttlke. !>ll0t " 0S — « •» the Wire location until the 

- ™ ~ rrr —• - - .... 

.« c.. ... ,La " ““ C1 -.— 

r- ~ — -irr - r ,:r;r 

inclusion; The error of th* fin 

oontninod wiren. enueed the accident" °‘ arkln ‘ i Wr0 " R f, * W - «Uch 
jccommenda tio ns : \ ... , 

hazardous uistance would have^eLtlne^cLTr^r ^ l0Cati ° n W '‘ en Wlthln 

Wire abidance. 

to flight was not a factoT L^th ^f 1 ^ t0 knOWn « round objects prior 

Forward .peed ef 6 „ ^ ^ 

t 60 knots Provided Muff 4 , j 

° f “ ir “ outt or« had they been inetalled. ^ '<* offectlve 

—Uof-'jL Joconune nda t i on ; "D(»,. l ,nn„ 

present . " “ e Hprayln « fields at night if wires are 


PUBLIC SERVICE 
Police Patrol 


3-1299 8/5/70 Red ford. VA Hiller FH1100 


Substantial - $2.000 


NTSB Accident Cauae : 

Pilot Error: 1. Inadequate preflight preparation and/or planning 

2. Misjudged clearance 

The Accident : A state police pilot (1210 hours) took off from a confined area 

and struck a power wire. The pilot had landed in a parking lot with obstructions 
on three sides, in connection with a survey of a motor vehicle accident site. 
Total time of flight was one minute. The pilot was aware of the wires and was 
attempting to avoid them on liftoff. 

At the lime of the accident, 1200, the ceiling was 25,000, with scattered 
clouds at 3500, and visibility of 20 miles. The sun was not a factor. 

The aircraft main rotor blade Initially impacted with the wire. The air- 
craft made a hard landing, damaging the tail boom and tail rotor. 

Conclusion : The pilot's inadequate preflight planning in landing and lack ft 

pilot skill in taking off from the confined area caused the accident. 

Recommendation : A pilot's warning device, had it been installed, would have 

been of questionable value as the pilot was aware of the wires. 

Liftoff speed of under 30 knots would not have made wire cutters effective. 


AGRICULTURE 
AERIAL APPLICATION 


3-4534 9/9/70 Wenatchee. VIA Beil 4702 ,- 1 . n J tir ^ . 


fruhstant 1 al ■ $i*<>,0U0 


NTSB Accident Cauae : 

PJlot Error: Failed to see and avoid objects or obstructions 

Factors: High obstructions 

Sunglare 

The Accident : A commercial pilot (444 hours) struck telephone and power lines 

about 30 feet above ground while in a pull up from a swath run. The pilot was 
spraying an orchard. Total time of the flight was 15 minutes. The pilot was 
aware of the location of the wires prior to the wire strike. 

At the time of the accident, 1715, the weather was clear with visibility ot 
15 miles. The pilot was flying into the setting sun and sunglare on pull up 
wqs factor in this accident# 

The aircraft initially engaged the wires with a skid. The aircraft went 
out of control and crashed. The pilot sustained minor injuries. 

Co nclusion : The pilot’s failure to see and avoid the wire while nulling up from 

a swath run into the sun caused the accident. 

HafrtmmAndfltions ; A pilot warning device identifying wire location -hen within 
hazardous distance would have been beneficial in wire avoidance. 

Identification was not a factor, since the pilot knew the location of the 
wires. 

A forward speed of 60 knots provided sufficient kinetic energy for external 
wire cutter effectiveness had they been installed. 
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AGRICULTURE 




AERIAL APPLICATION 

}^I12JJ SL Nr. Dundee. FL Sikorsky S-55 No Injuries Substantial - $10.000 
NTSB Accident Cause ; 

Pilot Error: Inadequate preflight preparation or planning 

Factors: Sunglare 

High obstructions 

The Accident: A high time commercial pilot (3441 hours) entangled the right nose 

gear with power lines about 20 feet above ground. The pilot was engaged in 
spraying grapefruit trees and had just completed a pull - up into the morning sun. 
Total time of the flight until engagement was 7 minutes. The pilot was unaware 
of the wires until entanglement. 

The weather at the time of the accident, 1007, was clear with visibility 
of iO miles. The pilot stated his vision was temporarily lost as he turned east 
into the morning sun. 

The pilot tried to disengage or break the power lines but failed. He hov- 
ered for approximately one hour until the engine quit because of fuel starva- 
tion. The pilot autorotated into grove from about 10 feet and the aircraft 
sustained substantial damage. The pilot was not injured. 

Conclusion: The pilot's failure to see and avoid the wires as the result of sun- 

glare caused the accident. 

Recommenda tions : A pilot warning device identifying wire location when within 

hazardous distance would have been beneficial in wire avoidance. 

Identification of wire location in relation to known ground objects prior 
to flight uould have aided the pilot in wire avoidance. 

A forward speed of 30 knots or more on pull-up from a swath run should have 
provided sufficient kinetic energy for effective use of wire cutters had they 
been Installed. 



AIR TRANSPORTATION 


3-0619 2/23/71 Touche t, WA Bell 47G3 No Injuries Substantial - $34.QQQ 

NTSB Accident Cause : 

Pilot Error: Failed to see and avoid objects or obstructions 

Factor: Unmarked obstructions at airnort 

The Accident : A commercial pilot (920 hours) struck a power line about 30 

feet above ground while making an approach to a private airstrip. Pilot was 
landing to obtain directions. Total time of the flight was 30 minutes. The 
pilot had no knowledge of the wires before contact. 

The weather ceiling was 3000' at the time of the accident, 0800, with 
haze. Visibility was 10 miles. The weather was not considered a factor. 

The tail rotor initially contacted the wire. The helicopter did a 180° 
turn and landed hard, further damaging the tail rotor and shaft. The pilot 
was not Injured. 

Conclusion : The pilot's failure to see and avoid a wire during an approach 

landing caused the accident. The wire was unmarked. 

Recommendations: A pilot warning device identifying wire location when within 

hazardous distance would have been beneficial in wire avoidance. 

Identification of wire location in relation to known ground objects prior 
to flight would have aided the pilot in avoidance. 

Landing approach speed under 30 knots would not have created sufficient 
kinetic energy for effective use of wire cutters had they been installed. 

Pilot's Recommendation : Remove power line from the Touche t airport. Or, at 

least, being a private strip, there should be an X on the runway to indicate 
the field is closed for public use. 


AIR TRANSPORTATION 


UJdJl Hush*^ 3ja.„o r In1 „ t „ Sub3ta „ tlal . , M 

NTSB Accident Causa ; 

Pilot Error: 1. Exercised poor Judgment. 

Failed to abort takeoff. 

3. Failed to maintain adequate rotor RPM 
Factors High obstructions 

8 ir:i^:r err’ sttuck ^ 

- — - • ™ ti: ::irrr r s to dav 

“ deveioped pow<r io8a “■ - pao t j aPPaac ::::; j* 

wires surrounding the landing area. 

r,::r :rr;: -“i - - r.rrri- 

22?sj“«rrrr ” - «... 

Recommendations : None 


AIR TRANSPORTATION 


3-0935 6/21/71 New Orleans. LA Bell 47C4A One Fatal Destroyed - $62,000 

NTSB Accident Cause : A high time commercial pilot (3253 hours) struck two power 

wires approximately 250 feet above ground while on a final approach to a heli- 
port at New Orleans. The pilot was on his first flight for an oil company, 
and was ferrying the aircraft to the heliport in readiness for an early morning 
flight the following day. Total time of the flight was 1 hour, 48 minutes. 

At the time of the accident, 2040, the weather was clear with visibility of 
10 miles. The night was dark. 

The aircraft impacted with power wires strung across the Mississippi River. 
Towers are 425 feet high and each tower has a flashing red light. The cables 
sag to 250 to 200 feet above the river. The aircraft crashed and burned. Sal- 
vage parts from the river had cable wrapped around the rotor head. The pilot 
was killed in the crash. 

Conclusion : The pilot's failure to see and avoid the power wires caused the 

crash. 

Recommendations : A pilot warning device identifying wire location when within 

hazardous distance would have been beneficial in wire avoidance. 

Identification of wire location in relation to known ground objects prior 
to flight would have aided the pilot in avoidance. 

Forward speed of aircraft at 60 knots provided sufficient kinetic energy 
for effectiveness of wire cutters had they been installed, however possible 
initial rotor head wire impact could have precluded their effective use. 


AIR TRANSPORTATION 


3-1177 3/25/71 LaFolletta. TN Hughes 269A I Minor. D estroyed - $15 , 00 0 


NT SB Accident Cause: 


Pilot Error: 1. 

2 . 

3. 


Inadequate preflight preparation and/or planning 
Continued VFR flight Into adverse weather conditions 
Failed to see and avoid objects or obstructions 


Factors: low celling, fog, snow 

High obstructions 


The Accident : A private physician pilot (300 hours) struck power wires about 

20 ft. above ground on liftoff during adverse weather. The pilot was returning 
to LaFollette airport where he had taken off earlier. He had run into fog and 
snow, turned back, and landed in a field when conditions got worse. On liftoff 
from the field, he became entangled in wires. Total time of the flight was 


25 minutes. 

At the time of the accident, 1715, the ceiling was indefinite, 200 feet, 
obscured. Visibility was 3/4 mile with light snow, smoke and haze. 

The tail rotor initially came in contact with the power lines on liftoff. 

It spun out of control and became entangled in an inverted position in telephone 
wires on the other side of a road fron the power lines. The pilot had minor 

injuries. 

Conclusion: The pilot’s attempt to take off from a field during IFR conditions 

and striking wires during liftoff caused the accident. 

A pilot warning device identifying wire location when within 
hazardous distance would have been beneficial in wire avoidance. 

Identification of wire location in relation to known ground objects prior 
to flight would have aided the pilot in avoidance. 

Liftoff speed of aircraft would not have created sufficient kinetic energy 
for effective use of wire cutters had they been installed. 


* 
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AIR TRANSPORTATION 


3-1338 7/21/71 Fairbanks. AK Be ll 206A 3 Fatal Destroyed - $131,000 

NTSB Accident Cause s 

Pilot Error: 1. Inadequate preflight preparation and/or planning 

2. Failed Co see and avoid objects or obstructions 

Factor: High obstructions 

The Accident : An experienced commercial pilot (3272 hours) struck two high 

tension power lines approximately 40 feet above ground after taking off from 
a landing area adjacent to a road. The pilot was carrying personnel and equip- 
ment on a soil sampling program of the Alyeska Pipeline project. The pilot 
had landed at the area near the road for about 30-45 seconds for a passenger 
to pick up some equipment. Total time of the flight was 10 minutes. It is 
not known if the pilot was aware of the power wires before the wire strike. 

At the time of the accident, 2210, the skycover was scattered at 6,000 
feet with visibility of 15 miles. It was dusk. A witness stated that because 
of haze, clouds and deep dusk, it was hard to see the wires. 

The fuselage and main rotor initially impacted with the wires. The photo 
shows power cable strand marks on the upper main rotor mast. The aircraft 
crashed to the ground after impact, killing two passengers. The pilot was 
thrown clear and was found dead. The aircraft caught fire and burned. 

Conclusion : The pilot's apparent failure to check liftoff area for wires and 

subsequent failure to see and avoid them, caused the accident. 

Recommendations : A pilot's warning device identifying wire location when within 

hazardous distance would have been beneficial in wire avoidance. 

Identification of wire location in relation to known ground objects prior 
to flight would have aided the pilot in avoidance. 

Forward speed of the aircraft of over 30 knots had sufficient kinetic energy 
for wire cutters to be effective had they been installed; however, their value 
is questionable if the main rotor blades were involved in initial impact. 


AGRICULTURE 
awpt AT. APPLICATION 


.... D r ii A 7 r. One Minor Substantial " $9 t 000 
3-2085 6/15/71 Franklin, _MN B ell . ^ u HB 

co oeo and avoid objects or obstructions 

M** a commercial Uni IT 

mately 10-15 M above S round while on s, y S ^ „ the 
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^“1 weather was clear wlch visibility of 15 wiles at Che Cine of Che acci- 
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. u wi o nf the helicopter and wrapped around 

^^TaiTcfaft was“put into antorotation and tipped over on 

:r; dinginr:: - — ^ ^ 

a a ,, n y the wire caused the accident e 
conclusion . The pilot' e failure to eee end avoid 

— a j ^A a nt■^€v inn wire location when within 

Rprommendatlone: A pilot warning J 

hazardous dietance would have been beneficial In wire 

Identification of wire location in relation to Known ground ob.ecte prior 
to flight would have aided the pilot in wire avoidance. 

g forward apeed of 60 Knots provided .efficient the ue. of 

nf external wire cutters, — as one “ 

wire cutters in this accident would be of questlo 

. Mnn- "Closer observation to obstructions in field. 

Pilot's Recommendation. Clos 


AGRICULTURE 
AERIAL APPLICATION 


3-2166 5/29/71 Wllsonvllle. OR Hughes 269A No Injuries Substantial - $24,000 

N TSB Accident Cause : 

Pilot Error; 1. Diverted attention from operation of aircraft 

2. Failed to see and avoid objects or obstructions 

Factor: High obstructions 

The Accident : A certified agricultural pilot (394 hours) struck a power line 

approximately 30 feet above ground. The pilot was on a pull up from a swath 
run while spraying shrubbery. Total time of the flight was 45 minutes. The 
pilot was aware of the wire prior to entanglement. 

The ceiling was 4000 feet with visibility of 15 miles at the time of the 
accident, 1920. The sun was not a factor. 

The pilot looked back at his right to see if spray was coming out of 
spray booms. At that moment, a main rotor blade hit and severed a power wire. 

The helicopter went out of control and landed in a lake. The pilot was not 
injured . 

Conclusion : The pilot's diversion of attention from operation of the aircraft 

and failure to see and avoid the wire caused the accident. 

Recommendations : A pilot warning device identifying wire location when within 

hazardous distance would have been beneficial in wire avoidance. 

An identification of wire location would not have aided the pilot In 
this case. 

Forward speed of 50 knots should have provided sufficient kinetic energy 
for wire cutter ef f ectivemsss had they been installed. 


PUBLIC SERVICE 
Police Patrol 


3-23 40 7/3/71 Rosadale. MD Bell 2Q6A No Ini ur lea Substantial - $7Q,0QQ 

NTSB Accident Cause ; 

Pilot Error: Failed to see and avoid objects or obstructions 

The Accident : A state police officer commercial pilot (480 hours) struck a 

5/16 inch cable approximately 35 feet above ground while making a landing. 

The aircraft was on a medical evacuation mission. The pilot had a search- 
light on and was descending when he struck an unobserved cable. 

The night was bright and the sky was clear at the time of the accident, 
2213. Visibility was unlimited. The pilot had ground police car check for 
wires prior to landing and none were observed. The pilot turned on the search- 
light, saw wires and cleared them. 

The tail rotor impacted with the unobserved cable. The helicopter made a 
hard landing which caused the main rotor to strike the ground. Damage to the 
aircraft was substantial. The pilot and passenger were uninjured. 

Conclusion : The pilot’s failure to see and avoid the cable during landing 

caused the accident. 

Recommendations : A pilot warning device identifying wire location when within 

hazardous distance would have been beneficial in wire avoidance. 

Identification of wire location in relation to known ground objects prior 
to flight would have aided the pilot in avoidance. 

The speed of the aircraft of under 30 knots would not have provided suf- 
ficient kinetic energy for wire cutter effectiveness had they been installed. 


AIR TRANSPORTATION 


3-2554 7/15/71 Grand Canyon, AZ Hughes 369HS No Injuries Substantial - $30,000 

NTSB Accident Cause : 

Pilot Error: 1- Failed to see and avoid objects or obstructions 

2. Failed to follow approved procedures, directives, etc. 

Factors: High obstructions 

The Accident : A commercial pilot (2021 hours) struck telephone wires approximately 

180 feet above the river in the Grand Canyon. The pilot was with 3 passengers on 
a sight seeing flight. Total time of the flight wa3 11 minutes. The pilot was 
not aware of the wires until after impact. 

The weather was clear at the time of the accident, 1402, with visibility 
of 20 miles. The wind was variable at 4 knots. The sun was high and not a 
factor. 

Two rotor blades of the aircraft impacted with the wires. The pilot did 
not lose control and made a safe landing at Phantom Ranch in the bottom of the 
canyon. 

Conclusion . The pilot's failure to see and avoid the wires caused the accident. 

Recommendations : A pilot warning device identifying wire location when within 

hazardous distance would have been beneficial in wire avoidance. 

Identification of wire location in relation to known ground objects prior 
to flight would have aided the pilot in avoidance. 

Forward speed of aircraft at 90 knots provided sufficient kinetic energy 
for wire cutter effectiveness had they been installed. 


AIR TRANSPOR TATION 

■ — r 

3.2967 8/11/71 Springfield. HD JUiinOfim 3 Minor I- J url ee S nh.eantlnl - 

NTSB Acci dent Cause: 

Pilot Error: Inadequate prefllght preparation and/or planning 

Factors: Water in fuel 

High obstructions 

Accident: A commercial pilot 0120 hour.) struck . pouer line pole approgi- 

nately 18 feet above ground. The pilot wee on takeoff for a sightseeing P 
nith too passengers. The pilot had noticed engine did not develop full powe 

on the previous flight. 

The weather was clear with visibility of 15 miles at the time of the acci- 
dent, 1930. The sun had set and was not a factor. 

Tne helicopter began to loa. power cn liftoff. The pilot did not have enough 
altitude to clear utility wires and a perked car. so had no other choice 
2 the utility pole In his path. The pole was struck by the main - blades. 

The aircraft crashed on the right side. The pilot and 2 passengers su 

minor injuries. 

Conclusion: The pilot's failure to check the loss of power 1 “ e “® lne noticei1 

earlier and have It corrected prior to flight, caused the accident. 


Recommends t ions : None 


AIR TRANSPORTATION 



3-2989 8/13/71 Selma. OR Bell 47C.3B 1 Minor Injury Substantial - $3.000 


NTSB Accident Cause ; 

Pilot Error: Failed to see and avoid objects or obstructions 

Factors: High obstructions 

The Accident : A commercial pilot (1519 hours) struck a 1/2 inch steel cable 

approximately 75 feet above ground. The pilot was on a photo mapping mission 
with two pa: engers. Total time of the flight was 40 minutes. The pilot had 
no knowledge of the cable at the time of the wire strike. 

The weather was clear with visibility unlimited, at the time of the acci- 
dent, 1030. The sun was high but not considered a factor. 

The bubble of the aircraft struck the cable, which broke on impact. The 
aircraft descended under control into a river. The pilot suffered minor injur' 
ies - passengers were unhurt. 

Conclusion : Pilot's failure to see and avoid the wire cable caused the acci- 

dent. 

Re c ommendations : A pilot warning device identifying wire location when within 

hazardous distance would have been beneficial in wire avoidance. 


Identification of wire location in relation to known ground objects prior 
to flight would have aided the pilot in wire avoidance. * 

Forward speed of 45 knots created sufficient kinetic energy for effective 
use of wire cutters had they been installed. 



AGRICULTURE 
AERIAL APPLICATION 


3-299 2 8/12/71 Union Bridge. MD Bell 47D-1 No Injuries Destroyed - $20.000 

NTSB Accident Cause s 

Eliot Error: Failed to see and avoid objects or obstructions 

Factor: High obstructions 

The Accident : An experienced commercial pilot (2474 hours) struck a power line 

about 40 feet above ground, just after starting a swath run. The pilot was aware 
of two sets of wires, one set being higher than the other. On his approach, the 
higher set apparently blended into a cornfield and the pilot failed to see the 
wires. Total time of the flight was 24 minutes. The pilot was on a spraying 
mission. 

The weather was clear at the time of the accident, 1230. Visibility was 
10 miles. The sun was high and not a factor. 

The wire impacted with the aircraft skid. The wire did not break initially, 
causing the aircraft to crash to the ground. The pilot was uninjured. 

Conclusion : The pilot's failure to see and avoid the wire caused the crash. 

Recommendations : The benefit of a pilot's warning device is questionable as 

the pilot knew he was approaching wires. 

Idnetlfication of wires is not a factor in this case. 

Estimated forward speed of the aircraft of about 40 knots would have provided 
sufficient kinetic energy for effective use of wire cutters had they been xnstalled. 

Pilot's Recommendation : "Proper markers attached to wires in fields utilizing 

aerial application." 


AGRICULTURE 


| AERIAL APPLICATION 

> 

3-3246 9/14/71 Grandview. TX Hiller UH12C No Injuries Substantial - $2,000 

NTSB Accident Cause : 

t Pilot Error: Misjudged clearance 

Factor: High obstructions 

i 

The Accident: A high time commercial pilot (4262 hours) struck a power line 

! about 20 feet above ground. The pilot was on a swath run. Total time of the 

t flight was 15 minutes. The pilot had knowledge of the wire before entanglement. 

L The weather was clear with 15 miles visibility at the time of the accident, 

1430. The sun was high and not considered a contributing factor. 

The wire hooked on a skid of the aircraft and then entangled the main 
rotor, causing it to sever the tail boom. 

Conclusion : The pilot misjudged his clearance of the power line while spraying 

a field. 

Recommendations: A pilot warning device identifying wire location when within 

hazardous distance would have been beneficial in wire avoidance. 

Identification of wire location *as not an issue in this case. 



Forward speed of approximately 60 knots would have provided sufficient 
kinetic energy for effective use of wire cutters had they been installed. 




AIR tRANSPQRTATION 
Power-Pipeline 

3^ M ain Idaho_SE£laS2j_ffl 1ST. 

NT SR Accident Cause ? 

Pilot Error : ^iled to too and avoid objects or obstructions 

Factors: Crew coordination - poor 

High obstructions 

. eldent . A hls „ tit* air transport pilot (7,561 hours) struck 3 telephone 
Tha Accident . A h 8 • passangar were on a powerline patrol, 

ulras 64 feat abova ground. Tha pilot and p ng failed 

Th. total tin of flight was 1 hour, 5 minutes. The pilot P 

to see the telephone lines. 

. at the time of the accident, 0905. Visibility was 
The weather was clear at the time oi 

unlimited. The sun was relatively high and not a factor. 

. . j 3 of i telephone wires, lost altitude and 

The helicopter impacted with 3 o P .. Th engine 

struck a powar lina, a traa. and finally hit tha ground ta 1 first. Tha angina 
section of the aircraft caught fire, which was extinguishe y 
passenger was seriously injured; pilot sustained minor injuries. 

Conclusion : The pilot’s and passenger’s failure to see and avoid the wires 

caused the accident . 

Recogngudatlons ■ A pilot warning davlca identifying wlra location whan within 
hazardous di^nca would hava bsan banaflcial in wira avoldanca. 

Idantlfloation of wira location in relation to known ground objects prior 
to flight would have aided the pilot in avoidance. 

The aircraft’s forward speed of 45 Knots provided sufficient Kinetic energy 
for wire cutter effectiveness had they been installed. 
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PUBLIC SERVICE 
Police Patrol 


3-3347 12/11/71 Las Vegan, NV Hughes 269C 2 Minor Injuries Substantial - £ 35, 0 00 

NTSB Accident Cause : 

Pilot Error: 1. Failed to see and avoid objects or obstructions 

2. Disregard of good operating practice 

3. Pilot fatigue 

Factors: High obstructions 

The Accident : A police officer commercial pilot (1991 hours) struck a telephone 

cable about 30 feet above ground, after flying under a power line. The pilot 
and passenger were searching a drainage ditch at night, looking for a missing 
child. Total flight time was 4.9 hours. The pilot had no knowledge of the cable 

until entanglement. 

At the time of the accident, 0409, there were scattered clouds at 8500 feet 
with visibility at 15 miles. The night was dark. Aircraft was using searchlights. 

The cable broke upon impact with the main rotor blades. The aircraft crashed 

into a ditch. 

Pilot had atayad on duty for aaarch avan though hia shift was ovar at 0200. 

Ha statad that ha was tired and did what ha would not normally do - fly under 

a power line. 

Conclusion : Pilot's failure to see and avoid the telephone cable caused the 

accident. He was fatigued at the time. 

-.nations : A pilot warning device identifying wire location when within 

hazardous distance would have teen beneficial in wire avoidance. 

Identification of wire location In relation to known ground objects orior 
to flight would have aided the pilot in avoidance. 

Near hover speed of aircraft would not have provided sufficient kinetic 
for effective use of wire cutters. 


energy 


i 


PUBLIC SERVICE 
Police Patrol 

a=*12S mSOl jlel lwood, IL Bell 47C2A1 2 Fatal Destroyed . 

N TSB Accident Cause ! 

Rotorcraft: Miscellaneous units and assemblies, tall booms/pylons/cones 
Mlsc. Acts, Conditions: Fatigue fracture 

Factor: High obstructions 

— AC ‘ 1Jenl; : A “™«cial pilot (1898 hour.) .truck wire, and a telephone 
pole about 30 feet above ground while attempting a landing in a built-up area. 
The tail rotor drive shaft yoke failed in flight and the pilot »a. unable to 
control the aircraft. The aircraft crashed, caught fire and was destroyed. 

The pilot and police officer p...enger, who were on a traffic control mission, 
were killed In the accident. 

At the time of the accident, 1628, the ceiling was 5000 feet, with visi- 
bility of 12 mile.. The wind was 22 knots with gust, to 30, which could have 

been a factor a. the pilot tried to land an uncontrollable aircraft without 
hitting wires/poles. 

Witness., reported the aircraft having trouble a. high a. 300 feet, los- 
ing altitude and rotating clockwise. Witness., also described the tail rotor 
rotating so .lowly that each blade was distinguishable. The main rotor blade 
pacted with the wires and poles Just before the crash. 

Cpncluslon , The failure of the tail rotor drive shaft yoke during flight caused 
the aircraft to be uncontrollable in descent. The main rotor blade hit the 
pole and wires on the way down, causing the aircraft to crash and burn. 

Rec ommendation s, Wone. The aircraft was uncontrollable at the time of the 
wire strike. 


H W1 
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MISCELLANEOUS 

CONSTRUCTION 


3-QQ11 3/2/72 Glenwood Springs r CO Bell 47J-2 2 Serious Destroyed - $76,500 

NTSB Accident Cause : 

Pilot Error: Failed to see and avoid objects or obstructions 

Factors; Obstructions to vision 

High obstructions 

The Accident : An experienced commercial pilot (2522 hours) struck 2 steel tele- 

phone wires approximately 45 feet above ground. Wires were located 50 feet 
below a ridge in mountainous country. Pilot and passenger were on a telephone 
line inspection. Total flight time was 1 hour. Pilot had no knowledge of 
wire until entanglement. 

At the time of the accident , 0930, light snow was falling, ceiling was 
2000 feet, and visibility was 2 miles. Pilot reported flying over a bridge 
Just prior to the wire strike and the telephone wires blended into haze and 
background. 

The aircraft became entangled with steel wires on impact, crashed to the 
ground, and caught fire. Pilot and passenger were seriously injured. 300 yards 
of steel telephone wire was attached to the wreckage. 

Conclusion : Pilot's failure to see and avoid wire under conditions of low 

visibility caused the accident. 

Recommendations : A pilot warning device identifying wire location when within 

hazardous distance would have been beneficial in wire avoidance. 

Identification of wire location with known ground objects prior to flight 
would have aided the pilot in wire avoidance. 

Forward speed of approximately 60 knots should have provided sufficient 
kinetic energy for effective use of wire cutters. However, effectiveness against 
#109 steel wire over 2000 lbs/sq. in. tensile strength makes use of wire cutters 
questionable in this accident. 
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AIR TRANSFORATION 


3--QQ58 2/21/72 Winters, CA Hughes 269B No Injuries Substantial - $1500 

NTSB Accident Cause : 

Pilot Error: 1. Failed to see and avoid objects or obstructions 

2. Unwarranted low flying 

Factors: High obstructions 

The Accident : A private pilot (98 hours) struck a powerline at approximately 

100 feet above a lake. Pilot was sightseeing with two passengers In a canyon 
above a lake. Total time of flight was 1 hour. Pilot had no knowledge of 
wire before entanglement. 

The weather was scattered clouds at 5000 ft with 20 miles visibility. At 
the time of the accident, 1500, the sun was high and not considered a factor. 

A main rotor blade struck the wire and was pulled back out of phase. 

After autorotation and landing (aircraft had float equipment) pilot was able 
to phase rotor blades and return to departure point. 

Conclusion : The pilot's failure to see and avoid the wire caused the accident. 

Recommendations : A pilot warning device identifying wire location when within 

hazardous distance would have been beneficial in wire avoidance. 

Identification of wire location with known ground objects prior to flight 
would have aided the pilot in wire avoidance. 

Forward speed of 60 knots provided sufficient kinetic energy for effective 
use of wire cutters had they been installed. 

Pilot Recommendation : "Never fly below the ridge altitude in canyon areas. 

Also recommend power company markers be attached to obvious hazards to flying. 
Napa County Sheriff advised this exact same wire span caused 2 fatalities in 
a light plane accident previously. Obvious hazards are well marked except for 
long span power lines." 


AIR TRANSPQRTAT ION 


3-0205 1/8/72 Polo. IL Bell 206 No Injuries Substantial - $5.000 

NTSB Accident Cause : 

Pilot Error: 1. Improper operation flight controls 

2. Improper compensation for wind conditions 

Factors: Unfavorable wind conditions 

High obstructions 

The Accident : A high time private pilot (3168 hours) struck a power pole 

while hover taxiing from a landing. Pilot applied too much collective pitch 
to offset strong crosswind and became airborne. Pilot hovered underneath 
wires and hit a pole off left rear before getting helicopter turned into wind. 
Total time of flight was 1 hr., 15 minutes. 

Weather was clear, 20 miles visibility with 40 knot winds at time of 
accident, 1230. The sun was high and not a factor. 

The main rotor blades hit the pole. There were no injuries to pilot and 
passenger. 

Conclusion : Pilot's improper operation of flight controls and improper com- 

pensation for wind conditions on taxi after landing caused the accident. 

Recommendations : None 


AIR TRANSPORTATION 


3-Q411 4/24/72 Coeburn, VA Sikorsky H19G l Fatal Destroyed - $205.^00 

NTSB Accident Cause : 

Pilot error: Failed to see and avoid objects or obstructions 

Factors: High obstructions 

inadequate preflight preparation and/or planning 

The Accident : An experienced commercial pilot (2300 hours) struck 3 power lines 

approximately 150 feet high, strung across a mountainous valley. The pilot was 
moving the aircraft to a new location in preparation for strip mine seeding 
operations for the following day. The time of flight was 8 minutes. The owner 
of the aircraft stated he had repeatedly warned the pilot not to fly into a 
hollow without checking for wires. 

The weather was clear at the time of the accident, 1908, with unlimited 
visibility. It was twilight. 

The aircraft collided with 3 unmarked high voltage power lines at the point 
where the lines sag below the ridge lines on either side and where they blend 
in with the landscape background. The aircraft exploded, crashed and burned. 

The pilot was killed. 

Conclusion : The pilot's failure to see and avoid the wires caused the accident. 

Recommendations : A pilot warning device identifying wire location when within 

hazardous distance would have been beneficial in wire avoidance. 

Identification of wire location in relation to known ground objects prior 
to flight would have aided the pilot in avoidance. 

A forward apeed of the aircraft of around 60 knots would have provided 
sufficient kinetic energy for wire cutter effectiveness, had they been installed. 


agriculture 

AERIAL APPLICATION 


3.-0732 V5/72 W y npna, OK BaU47C No_Jnj urles Substan tial - $10.qqq 
MTSB Accident Cause ; 

Pilot Error: Failed to see and avoid objects or obstructions 

Factor: High obstructions 

The Accident : A high cine commercial pilot (19,000 lire) struck several power lines 

approximately 20 feet above ground on a final approach to a landing area. 

The pilot was moving aircraft from one field to another to start a spraying 

operation. Time of flight was one minute. The passenger was showing the 

Pilot the fields he was to dust. The passenger did not see the wire before the 
strike. 

The weather was clear at the time of the accident, 1045, with visibility 
of 15 miles. The sun was relatively high and not considered a factor. 

The aircraft crashed on final approach to the landing area and suffered 
substantial damage. The pilot and passenger were not injured. 

C onclusion : The pilot’s failure to see and avoid the wire while on landing 

approach caused the accident. 

Rec ommendations : A pilot warning device identifying wire location when within 

hazardous distance would have been beneficial in wire avoidance. 

_ Identificati °n °f wire l'cation in relation to known ground objects prior 
Co flight would have aided the pilot in avoidance. 

The forward speed of the aircraft of over 30 knots provided sufficient 
kinetic energy for wire cutter effectiveness had they been installed. 


AGRICULTURE 
AERIAL APPLICATION 


3-0847 8/5/72 Floyd , VA Bell 47G2A Two Fatal D estroyed - $30,000 

NTSB Accident Cause : 

Pilot Error: Failed to see and avoid objects or obstructions 

The Accident : A high time comer cial pilot (6,589 hours) struck two power 

wires approximately 80 feet above ground. The aircraft was spraying the right- 
of-way on a lower power line. Higher power wires, 90“ from the flight path, 
ran from the top of one ridge to the top of another ridge on either side of 
the flight path. Tots? time of the flight was 7 minutes. A map found in 
the wreckage clearly indicated the upper power line crossing flight path. 

The weather was overcast at 4500 feet at the time of the accident, 0738, 
with visibility of 5 miles. The sun was not shining. 

The main rotor of the aircraft impacted with and broke two wires of 
the higher power line. The tall section became entangled with the lower power 
lines causing the helicopter to crash nose first into the ground. The pilot 
and passenger were killed. There was no fire. 

Conclusion : The pilot's failure to see and avoid the wires caused the accident. 

Recommendations : A pilot warning device identifying wire location when within 

hazardous distance would have been beneficial in wire avoidance. 

Identification of wire location is not an issue here, as the pilot had 
a map marked with the wire locations. 

Forward speed of the aircraft of 60 knots provided sufficient kinetic 
energy for wire cutter effectiveness had they been installed, however initial 
main rotor wire impact would preclude effective use of wire cutters. 


MISCELLANEOUS 


Off. shore Oil Support 

3-0871 11/10/72 Nr . Dulae . LA Dell 47G-4A No Injuries Substantial - $41,000 

NTSB Accident Cause : 

Pilot Errors 1. Inadequate preflight preparation and/or planning. 

2. Improperly loaded alrcraf t-weight-and/or C.G. 

The Accident : An experienced commercial pilot (2478 hrs) struck a cable suspended 

from a crane on liftoff from an offuhore platform. Pilot was engaged in trans- 
port ig cargo to a nearby platform. Flight had just started when the accident 
happened. 

At the time of the accident, 1004, the visibility was 10 miles with high 
scattered clouds. The sun was high and not considered a factor. 

An external load of 150 lbs was placed in the left pontoon carriage. Maxi- 
mum unsymetrical Class A external load is 50 lbs. As pilot brought aircraft 
to a hover, he was unable to maintain control. Aircraft struck a suspended 
personnel basket cable with main rotor blades and crashed. 

Conclusion ; Pilot failure to check loading of aircraft caused it to go out of 
control on liftoff, strike a cable and crash. 


Recommendations: None 


AGRICULTURE 
AERIAL APPLICATION 


3 . la!a 5/29/72 drovnda. KV I- K-600 Nojnjarlca Su bstantial - W . ^ 00. 
NTSB Accident Cause ; 

Pilot Error: Failed to sea and avoid objects or obstruction,, 

* I _1 J «/ 

Factors: 


Inadequate preflight preparation and/or planning 
High obstructions 


Tha Accident ! A Ul 8 h tine commercial pilot, 6700 hours, struck several power 
wires about 20 feet above the ground. The pilot was on a swath run, spraying 
ditches next to an alfalfa field. Total flight tin. was 30 minutes. 

The weather was clear with visibility unlimited at the time of the accident, 
0630. The sun was low but not considered a factor. 

The power wires broke upon impact with the helicopter. The aircraft rotor 
system and cabin were damaged. The pilot was not Injured. 

Conclusion : The pilot's failure to see and avoid the power Hue. caused the 

accident. 

Recommendations: A pl lot warning device Identifying wire location when within 

harardous distance would have been beneficial In wire avoidance. 

Identification of wire location in relation to known ground objects prior 
to flight would have aided the pilot in avoidance. 

The forward speed of approximately A0 knots provided sufficient kinetic energy 
for effective use of wire cutters had they been installed. 


AGRICULTURE 
AERIAL APPL I CAT I ON 


3^1914 6/4/72 Warden. WA Bell 47G-2 No Injuries Substantial - $3.000 

NT SB Accident Cause : 

Pilot Error: Failed to see and avoid objects or obstructions 

Tjie Accident: A commercial pilot (803 hours) struck a guy wire while spraying 

parallel to a telephone pole line. Pilot was flying about 15 feet above 
ground and was not aware of an extra long, 90 foot, guy wire. Total time of 
flight was 5 minutes. 

At the time of the accident, 0830, the ceiling was 3000 feet, 5-10 miles 
visibility with haze. Early morning light conditions made It difficult to 
see guy wire. 

The main rotor blades struck the guy wire, and the helicopter sustained 
substantial damage on landing. 

Conclusion: The pilot's failure to see and avoid the guy wire caused the 

accident. 

Recommendations : A pilot warning device identifying wire location when within 

hazardous distance would have been beneficial in wire avoidance. 

Identification of wire location in relation to known ground objects prior 
to flight would have aided the pilot in avoidance. 

Forward speed of approximately 50 knots provided sufficient kinetic energy 
for effective use of wire cutters had they been installed. 


AGRICULTURE 


AERIAL APPLICATION 


3-2243 7/6/ 72 Molsen, WA Bell 47G3B2 No Injuries Substantial - $2,200 

NTSB Accident Cause ; 

Pilot Error: Failed to see and avoid objects of obstructions 

Factor: High obstructions 

The Accident : An experienced commercial pilot (2530 hours) struck two power 

lines about 15 feet above ground. The pilot was on a crop spraying mission 
and had just started a swath run. Total time of the flight was 45 minutes. 

The pilot was not aware of the wires until striking them. 

The weather was clear at the time of the accident, 2130, with visibility 
of 25 miles. It was twilight; pilot reporting visibility was poor due to 
decreasing light. 

The nose and main rotor of the aircraft impacted with the wires, which 
broke. The pilot immediately landed the aircraft without further damage. The 
pilot was uninjured. 

Conclusion : Due to decreasing visibility at twilight, the pilot failed to see 

the wires, which caused the accident. 

Recommendations : A pilot warning device identifying wire location when within 

hazardous distance would have been beneficial in wire avoidance. 

Identification of wire location in relation to known ground objects prior 
to flight would have aided the pilot in avoidance. 

Forward speed of aircraft in starting a swath run, estimated at 45 knots 
or over, would have sufficient kinetic energy for wire cutter effectiveness 
had they been installed. 

Pilot’s Recommendation : (The accident could have been avoided) "by spraying 

during good light only. By checking out field to be sprayed for obstacles such 
as wires, trees, etc., before spraying is initiated." 


AGRICULTURE 
AERIAL APPLICATION 

3-2282 6/9/ 72 Stockton. CA Bell 47G2 No Inju ries Substantial ~ $28,500 

NTSB Accident Cause : 

Pilot Error: 1. Failed to see and avoid objects or obstructions 

2. Operated carelessly 

The Accident : A commercial pilot (2275 hours) struck 2 telephone wires approxi- 

mately 20 feet above ground. The pilot was making a pull up from a swath run 
in spraying a field. Total time of flight was 15 minutes. The pilot knew the 
location of the wires but stated he forgot about them being there. 

The weather was clear with visibility of 20 miles. At the time of the 
accident, 0935, the sun was high and not considered a factor. 

One wire went above the aircraft bubble and was broken. The other wire 
went beneath the aircraft and became entangled with the tail rotor blades and 
drive/mount assembly. Aircraft flew about 200 feet and struck the ground, 
sustaining substantial damage. 

Conclusion : Pilot failed to see and avoid wires, although their location was 

previously known. 

Recommendations : A pilot warning device identifying wire location when within 

hazardous distance would have been beneficial in wire avoidance. 

Identification of wire location in relation to known ground objects prior 
to flight would have aided the pilot in avoidance. 

Forward speed of 40 knots provided sufficient kinetic energy for wire cut- 
ter effectiveness had they been installed. 


AIR TRANSPORTATION 
Power/Pipeline Patro l 


3-2638 10/2/72 Cambridge, Ohio Bell 47C4 No Injuries Subatantlal - $37,000 

NTSB Accident Cause 

Pilot Error: 1. Diverted attention from operation of aircraft 

2. Failed to see and avoid objects or obstructions 

Factors: Unwarranted low flying 

The Accident : A commercial pilot (1578 hours) struck a power line approximately 

40-50 feet above ground. The pilot end passenger were on a power line patrol. 
Total time of the flight was 2 hours, 45 minutes. The pilot looked down at a 
map, at which time the wire strike occurred. The passenger saw the wire but 
too late to warn the pilot. 

The weather was clear at the time of the accident, 1450, and the visibility 
was 20 miles. The sun was high and not considered a factor in the accident. 

Initial impact was with the bubble and skid. The helicopter took up the 
slack in the power line and then snapped it. The line whiplashed and damaged 
the tail rotor. The pilot landed in median on 1-77 highway. There were no 
injuries. 

Conclusion : The pilot's momentary diversion from operation of the aircraft 

and resultant failure to see and avoid the power line caused the accident. 

Recommendations ; A pilot warning device identifying wire location when within 
hazardous distance would have been beneficial in wire avoidance. 

Identification of wire location in relation to known ground objects prior 
to flight would have aided the pilot in avoidance. 

Forward speed of 60 knots provided sufficient kinetic energy for external 
wire cutter effectiveness had they been installed. 


AGRICULTURE 
AERIAL APPLICATION 

— 2Z?j/72 Murdock, IL Bell 47G-2 One Minor Injury Substantial - $28,500 

NTS3 Accident Cause : 

Pilot Error: Failed to see and avoid objects or obstructions 

Factors: High obstructions 

The Accident : A commercial pilot (1594 hours) struck a power pole approximately 
10-20 feet above ground with the tip of a main rotor blade. Pilot was on a swath 
run in a corn pollination operation. Total flight time was 5 minutes. 

The weather was clear and visibility was 15 miles. At the time of the 
accident, 1400, the sun was high and not considered a factor. 

£9 nc .lusion: Pilot misjudged distance to highline pole and struck it with his 

main rotor blade. 

Recommendations: None. Pilot was aware of all poles in field prior to making 


his swath runs. 


agriculture 

Aerial Application 


3^035 8 06/72 0 x°ar4, CA Ball «7p.S «o Injuries Destroyed - »« , M 

UTS3 Accident Cause ; 

Pilot Error: Failed to see and avoid objects or obstructions 

Factors: Poor judgment 

High obstruction 


The Accident ; An experienced commercial pilot (4300 hours) struck two power 

wire. .pproxi*stel y 40 feet shove S round. The pilot wee .akin* e reconneisance 

Of a lemon orchard prior to spraying with toxic chemicals. Total time of the 

flight was 5 minutes. The pilot was unaware of the wires at the time of the 

strike. The power line poles were 300 feet apart and extended 40 feet above 
the orchard trees. 


The weather was deer at the time of the accident, 0540. Visibility was 
miles. It was dawn, but lack of light was not reported as a factor. 

The tail rotor impacted with the wires, which were 90' to the line of 
flight. The helicopter could not be controlled and crashed. The aircraft 
was destroyed; the pilot was not injured. The pilot was exposed to toxic chem- 
icals and immediately received a shower. He was examined by a pathologist and 
Che results were negative. 

Co nclusion : The pilot’s failure to see and avoid the wires caused the aircraft 

tail rotor to strike the power wires, 

M commendations : A pilot’s warning device identifying wire location when within 

hazardous distance would have been beneficial in wire avoidance. 

Identification of wire location in relation to known ground objects when 
to flight would have aided the pilot in avoidance. 

Forward spaed of the aircraft of 60 knots would have provided sufficient 
kinetic energy for wire cutter effectiveness had they been installed. 


AGRICULTURE 
AERIAL APPLICATION 


3/3079 7/7/72 Twiap. WA Bell 47G2 No Ini ur lea Substantial - $8.000 

NTSB Accident Cause : 

Pilot Error: Failed to see and avoid objects or obstructions 

Factors: Sunglare 

High obstructions 

The Accident : A commercial agricultural pilot (1359 hours) struck 3 power wires 

100-120 feet above ground at the end of a swath run. The pilot was on a spraying 
mission. Total time of the flight was 20 minutes. The pilot was aware of 
the wires at the end of the swath run. 

The weather was clear at the time of the accident, 2015, with visibility 
of 10 miles. The sun was low and the pilot stated he was going to stop spraying 
after this run because of the sun In his eyes. 

The bubble Impacted with the wires and snapped them. The pilot landed 
the aircraft with a hard landing. The pilot was not injured. 

Conclusion : The pilot's failure to see and avoid the wires because of the sun- 

glare caused the accident. 

Recommendations : A pilot warning device identifying wire location when within 

hazardous distance would have been beneficial in wire avoidance. 

Identification of wire location is not a factor in this accident, as the 
pilot knew the location of the wires. 

Forward speed of aircraft of approximately 60 knots provided sufficient 
kinetic energy for wire cutter effectiveness had they been installed. 


AGRICULTURE 


AERIAL APPLICATION 


3-3634 9/6/72 Elberton, GA Hughes 269A One Serious Injury Destroyed r ,$37,000 

NTSB Accident Cause : 

Pilot Error: Failed to see and avoid objects or obstructions 

Factors: High obstruction 

The Accident ; A student pilot (hours unknown) struck a telephone wire approximately 
20 to 25 feet above ground while on a swath run during a spraying operation. Total 
flight time is unknown. The pilot saw the wire, realized he could not fly over 
it, and attempted to fly under it and crashed. Pilot did not hold Agricultural 
Aircraft Operator Certificate. 

The weather was clear with VFR conditions. At the time of the accident, 

1530, the sun was high and not considered a factor as pilot was on a south to 
north run. 

The wire struck the main rotor blades of the helicopter causing the crash. 

Conclusion : The pilot failed to see the wires in time to avoid hitting them. 

b o^rHnmondations : A pilot warning device identifying wire location when within 

hazardous distance would have been beneficial in wire avoidance. 

Identification of wire location in relation to known grourJ objects prior 
to fight would have aided the pilot in wire avoida\ice. 

Forward speed of approximately 40 knots would *’■'*. a provided sufficient 
kiretic energy for effective use of wire cutte-s had they been installed. 


AIR TRANSPORTATION 


3. -3767 Stonewa ll, TX Bell 2Q6A 2 Minor Ini ur lea Destroyed - $131.000 

NTSB Accident Cause ; 

Pilot Error: Miojudged Altitude 

Factors: High obstructions 

Low ceiling 
Fog 

A high time commercial pilot (10,250 hrs), while maneuvering to 
align on taxiway lights, struck a power line approximately 20 to 30 feet above 
ground -and crashed about one mile southeast Johnson City airport. Pilot was 
engaged in a night VFR flight from Austin to airstrip on Lyndon B. Johnson 
ranch. Total flight time was 25 minutes. The pilot had no knowledge of wires 
until entanglement. 

At the time of the accident, 2110, the night was dark, ceiling at 900 feet, 
scattered at 200, with fog and haze. 

The power line broke on impact with the aircraft. The helicopter continued 
forward, hit trees and crashed. 

Conclusion: Pilot misjudged hi c ltitude while making a final approach, under 

low visibility conditions. 

Recommendations ; A pilot warning device identifying wire location when within 
hazardous distance would have been beneficial in wire avoidance. 

Identification of wire location in relation to known ground objects prior 
to flight would have aided the pilot in avoidance. 

Forward speed of estimated 40 knots, provided sufficient kinetic energy 
for effective use of wire cutters had they been installed. 


AIR TRANSPORTATION 


3-3838 12/25/72 Bishop, CA Bell 47G 3B1 No Injuries Minor - $2,QQQ 

NTSB Accident: Cause : 

Pilot Error: Failed to see and avoid obstructions 

Factors; High terrain 

The Aceldent : A high time commercial pilot (6700 hours) struck an abandoned 

radio antenna cable 150 to 200 ft. above the ground. The pilot was engaged 
in a sightseeing tour of mountain country. Total time of flight was 20 minutes. 
The pilot had no knowledge of wire until entanglement. 

The weather was clear with 50 miles visibility. At the time of the 
accident, 1220, the sun was near zenith and not considered a contributing 
factor. 

The wire broke upon initial impact with the cockpit, and no further damage 
to the helicopter occurred. 

Conclusion ; The pilot's failure to see and avoid the wires caused the crash. 

Recommendations : A pilot warning device identifying wire location when within 

hazardous distance would have been beneficial in wire avoidance. 

Identification of wire location in relation to known ground objects prior 
to flight would have aided the pilot in avoidance. 

Forward speed of approximately 60 knots provided sufficient kinetic energy 
for effective use of external wire cutters had they been installed. 
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AGRICULTURE 
Aerial Application 


3 ~ Q16 ? - A4i2£73 Mary sville. CA Bell 47ni Mr, t 4 , 

j__£I ue xx */U.l No, Injuries Destroyed - Sin , no n 

NTSB Accident Cause : 

Factors^ r ° ri d “ " ^ ° T 

3 - srs^ssr fr “ ™ - — 

^^^ZVZTT" ~ l ° 1 PUOt <876 ° *»•> — three 
puor s ;i P iL“ ov ;:;:r:; h11 ; midway ° n a suath - 

midnight to th. m 7 1 thS Ul8ht ” aa 4 •»*« from 

night to the time of the accident. The pilot wee fi niching the field 

however, he did not indicate he hnew of the preeence of the wires. ' 

15 mil C '‘'"TV 1 ” 3 ° f tha aCCldMt ' U0 °- th<i “ ky W “ Pi“r with visibility of 
15 miles. The sun was high and not reported as a factor. 

Initial impact with the wires was with the canopy. The aircraft lost 
forward motion and fell upright into the trees below The ai f 
and the pilot was uninjured The Mr * ’ aircra *t was destroyed 

- pilot was not effete^ ^ ^ 

The Pilot., failure to see and avoid the wires caused the accident 

— :r :=~ - r- - - 

Identification of wire location in relation tr, t, 
to fUtrKr . . , relation to known ground objects prior 

to flight would have aided the pilot in avoidance. 

Forward speed of the aircraft of over 30 knots provided sufficient kinetic 
energy for wire cutter effectiveness had they been Installed. 


AGRICULTURE 
Aerial Application 


3-0413 3/1/73 live Oak, CA HUlel ™ . - 12E IJerloua De atro Y ed - jS/ ^DOO 
NTSB Accident Cause : 

pnot Error: Filled to see and avoid object a or obatructlona 

Tb. Accident: A very experienced commercial pilot (10.000 hours) attack 3 

ponerTliwa"" approximately 25 feet above ground while on a cleanup swath run. 
CpUot was spraying an orchard and atatad he completely forgot abo^ut the 
wlrea. flew under them, striking wires with the rotor mast. o a 
Che flight was 6 minutes. The pilot had flown one hour chat ay up 

time of the accident. 

nQ21 the ceiling was 1000 feet, cloudy, with 
At the time of the accident, 0921, the cem 8 

visibility of 10 miles. There waa light rain which reduced visibility. 

After striking the wires with the rotor mast, the helicopter pitched up 
sharply, fell back on the tail boom and bounced onto a road. The aircraft “* 
destroyed and the pilot seriously Injured. The aircraft waa -»*•» - ”” 
chemicals at the time. The report states the pflctadhaide- 
mater * al for a considerable period prior to the accident and toxicity 

considered a factor. 

Conclusion : The pilot's failure to see and avoid wires caused the accident. 

Recommendations: A pilot'/ warning device Identifying wire location when within 

^nTd^T^nc. would have been beneficial In wire avoidance. 

Identification of wire location in relation to known ground objects prior 
to flight would lave aided the pilot in avoidance. 

yerward speed of the aircraft at 40 knots had sufficient kinetic energy 
ter wire cutter effectiveness had they been Installed. 


AGRICULTURE 
Aerial Application 

3-0436 3/18/73 Stockton, CA Bell 47G2 No Injuries Su bstantia l - $18,000 

NT SB Accident Cause : 

Pilot Error: 1. Diverted attention from operation of the aircraft 

2. Failed to see and avoid objects or obstructions 

The Accident: An experienced commercial pilot (2,438 hours) struck a telephone 

wire approximately 8 to 15 feet above ground while on a swath run. The pilot 
was spraying an alfalfa field. Total time of the flight was 4 hours and 50 
minutes. The pilot was unaware of the wire, having stated he had not seen it 
on his initial reconnaisance of the field. The pilot stated that Just before 
the wire strike his attention was diverted to the left spray boom as it cleared 
a tree near the wire. 

The sky was clear at the time of the accident, 1610, with visibility of 
15 miles. The sun was still relatively high and not reported as a factor. 

Wire impact was midway between the main rotor hub and main transmission. 

The aircraft crashed in a nose down attitude. The pilot was uninjured. The 
aircraft was carrying liquid toxic chemicals. An interconnecting hose between 
two insecticide tf-.ks was broken upon impact but the pilot was not exposed to 
poisoning. 

Conclusion : The pilot’s momentary diversion to observe spray boom clearance 

resulted in his failure to see and avoid a telephone wire. 

Recommendations : A pilot’s warning device identifying wire location when within 

hazardous distance would have been beneficial in wire avoidance. 

Identification of wire location in relation to known ground objects prior 
to flight would have aided the pilot in avoidance. 

Forward speed of the aircraft over 30 knots had sufficient kinetic energy 
for wire cutter effectiveness had they been installed. 

Pilot’s Recommendation: "Better inspection of wire locations on alfalfa field. 


AIR TRANSPORTATION 


1 Minor Injury 

3-0503 3/19/73 Glrdwood. AK Hiller FH1100 4 No Injuries Substantial “__$35,_Q_OQ 

NT SB Accident Cause : 

Pilot Error: Failed to see and avoid objects or obstructions 

Factor: High obstructions 

The Accident: An experienced commercial pilot (3878 hours) struck two long span 

power wires approximately 200 feet in the air. Total time of the flight was 1 
minute. The pilot had flown 2 hours in the last 24. The pilot was carrying 
four passengers from a ski resort parking area to the top of a mountain for 
skiing. The pilot saw wires just before the impact. The power lines were not 
marked for visual identification. 

At the time of the accident, 1615, the sky cover was scattered at 5,000 ft. 
with visibility of 60 miles. The aircraft was flying to the southwest and the 
position of the sun could have been a factor in the pilot's inability to see 
the wires, although no statement was made to that effect in the report. 

Initial impact was with the bubble. The pilot kept the aircraft under 
control, landed, and discharged the passengers. One passenger received minor 
injuries. The pilot returned the aircraft to Aleyska Resort, a distance of 
11 miles, after inspecting the aircraft. The pilot was unaware the main rotor 
blades had been damaged. 

Conclusion : The pilot's failure to see the long span wires in time to avoid a 

wire strike caused the accident. 

Recommendations : A pilot's warning device identifying wire location when within 

hazardous distance would have been beneficial in wire avoidance. 

Identification of wire location in relation to known ground objects prior 
to flight would have aided the pilot in avoidance. 

Forward speed of the aircraft of over 100 knots had sufficient kinetic 
energy for wire cutters to be effective had they been installed. 

Pilot's Recommendation : "Had the wires been marked in some way, I am certain 

that I would have seen them sooner and been able to avoid them. They are very 
high in the air and difficult to see against the dark trees in the pass." 


AIR TRANSPORTATION 


3-Q85Q 5/1/73 Nr. Uvalde. TX Hughes 269A 1 Fatal. 1 Serious Destroyed-$37 >000 

NTSB Accident Cause : 

Pilot Error; Failed to see and avoid objects or obstructions 

Factors: Misjudged altitude 

High obstructions 

The Accident : An experienced commercial pilot (4743 hours) with a student pilot 

aboard (44 hours) struck two long span telephone wires across the Nueces River, 
approximately 25 feet above ground while on a aerial survey of livestock. Total 
time of the flight is estimated at 2 1/2 hours. The seriously injured student 
pilot was unable to be interviewed and there is no indication either member of 
the crew was aware of the wire strike - 

At the time of the accident, 1010, the ceiling was 300 feet broken with 
1000 foot overcast. There was a light drizzle and haze restricting visibility. 

The skids, fuselage, rotor blades, and tail boom/pylon assembly impacted 
with the wires. The aircraft crashed to the ground. The pilot died in the 
crash and the student pilot was seriously injured. There was no fire. 

Conclusion : The pilot's failure to see and avoid wires caused the accident. 

Recommends tions : A pilot’s warning device identifying wire location when within 

hazardous distance would have been beneficial in wire avoidance. 

Identification of wire location in relation to known ground objects prior 
to flight would have aided the pilot in avoidance. 

Forward speed of the aircraft, estimated above 60 knots, had sufficient 
kinetic energy for wire cutters to be effective had they been installed. 


AIR TRANSPORTATION 
Power Line Patrol 


3-0973 4/25/73 Humboldt, TN Bell 47G-4 1 Serious, 1 Minor Destroyed - $55,400 

NTSB Accident Cause : 

1. Power plant failure for undetermined reasons 

2. Pilot misjudged clearance 

Factor: High obstructions 

The Accident : A very experienced commercial pilot (6550 hours) was on power 

line patrol when the engine failed rithout any indication. The pilot had arrived 
over a power substation to pick up a new set of wires. He had turned to the 
left when the engine failed, and in descending, struck one of two sets of power 
lines approximately 75 feet above ground. The pilot was aware of wire location 
prior to the wire strike. Total time of the flight was 20 minutes. 

At the time of the accident, 0955, the ceiling was broken at 2500 feet 
with visibility of 12 miles. The sun was not a factor. 

The main rotor impacted initially with the wire and the pilot lost control 
of the aircraft. The aircraft crashed to the ground and was destroyed. There 
was no fire. The passenger was seriously injured and the pilot received minor 
injuries. The cause of the power plant failure was undetermined. 

Conclusion : Engine failure in flight and the pilot's inability to clear wires 

while descending caused the accident. 

F.ecommenda tions : A pilot warning device identifying wire location would not have 

been beneficial as the pilot was aware of wires and their location. 

Forward speed of the aircraft of approximately 40 to 50 knots had sufficient 
kinetic energy for wire cutters to be effective had they been installed. 


PUBLIC SERVICE 
Search and Rescue 


3-1066 4/26/73 Portage De Sioux. MO Bell 47J One Minor Substantial - $40,000 

NT SB Accident Cause ; 

Pilot Error: 1. Diverted attention from operation of aircraft 

2. Failed to see and avoid objects or obstructions 

Factors: High obstructions 

The Accident : A high time commercial pilot (13,000 hours) struck a power line 

while attempting to land in a small helipad on which two other helicopters had 
landed. The pilot was assisting in evacuating people from an area surrounded by 
water. In landing, the pilot was following two other helicopters. The pilot 
struck a line approximately 20 feet above ground while attempting to land to 
the right of the second helicopter. The pilot did not see the power wires. 

Total time of the flight was 30 minutes. 

At the time of the accident, 1910, it was a dark night with the ceiling at 
4000 feet. Visibility was 10 miles. Wind velocity was 15 knots with gusts to 
25 knots. 

Initial impact of wires was with rotor blades as the pilot maneuvered 
sideways to avoid being too close to the helicopters on the ground. Control was 
lost, the aii. craft crashed and received substantial damage. The pilot suffered 
minor injuries. 

Conclusion : The pilot failed to see wires as he attempted to land in a confined 

area in which two other helicopters had landed. 

Recommendations : A pilot warning device identifying wire location when within 

hazardous distance would have been beneficial in wire avoidance. 

Identification of wire location in relation to known ground objects prior 
to flight would have aided the pilot in avoidance. 

Landing speed of under 30 knots would not have created sufficient kinetic 
energy for wire cutter effectiveness had they been installed. 

Pilot's Comments : "Heliport was to have been FAA approved as indicated by Union 

Electric personnel. Pad wa 3 not inspected by F AA personnel and was represented as 
a pad to accommodate 4 to 5 copters. There was room for two copters only and within 
50 feet of distance through a gate there was a safe approvable area to operate. Ar«?a 
not properly lit. Obstructions not lit. Improper clearance to pad." 


AIR TRANSPORTATION 
Aerial Survey 


mill Kgttleaan Glty A _CA Bell 47G-2 No Injuries Substantial - S28 T nnn 
NTSB Accident Cause : 

Pilot Error: Failed to see and avoid objects or obstructions 

Factor: High obstructions 

T he Accident : A commercial pilot (2050 hours) struck two long span power wires 

approximately 30-40 feet above ground while on a geological survey flight. 

The pilot and passenger were attempting to find a geological seismic cable and 
were flying 20-30 mph at 30-40 feet above ground level. The pilot, flying 
the contour of the land, descended into a canyon and hit power lines which were 
below the horizon and blended into background. The pilot hit midway on a 900 

foot wire span. He was not aware of the wires prior to the wire strike. Total 
time of the flight was 15 minutes. 

The weather was clear at the time of the accident, 1000, with visibility of 
10 miles. The sun was high and not a factor. The pilot stated the position 

of his helicopter at midpoint of the wire span prevented him from seeing the 
power poles. 

The part of the aircraft initially impacting with the wires was not reported. 
The pilot maintained partial control after the wire strike, landed hard on the 
side of a hill, bounced, and crashed on the left side. The pilot and passenger 
were not injured. The aircraft sustained substantial damage. 

Co nclusion : The pilot’s failure to see and avoid a long span set of power wires 

caused the accident. 

Re commendations : A pilot warning device identifying wire location when within 

hazardous distance would have been beneficial in wire avoidance. 

Identification of wire location in relation to known ground objects prior 
to flight would have aided the pilot in avoidance. 

Forward speed of the aircraft of 30 knots or under woi'ld make effectiveness 
of wire cutters questionable had they been installed. 


AIR TRANSPORTATION 


3-1157 5/27/73 Honolulu. HI Bell 206A 1 Minor Injury Substantial - $50,000 

NTSB Accident Cause : 

Pilot Error: Failed to see and avoid objects or obstructions 

Factor: High obstructions 

The Accident : A very experienced commercial pilot (20,000 hours) struck a long 

span power line lightning arrest cable about 20Q feet above ground across a 
valley. The pilot had off-loaded passengers at a rock quarry. Total time of 
the flight was 1 minute. The pilot had been warned by a Hawaiian Electric Co. 
employee to be careful of the power lines in the valley. The pilot stated he 
was aware of the cable but thought he was 40-50 feet above it. 

At the time of the accident, 1515, sky cover was scattered at 5000 feet 
with visibility of 75 miles. The aircraft was flying east and sun was not a 
factor. 

Initial wire impact was with the right skid. The pilot attempted to keep 
the aircraft level as the airspeed dissipated and the cable drew taut. The 
helicopter eventually settled into trees and brush, sustaining substantial 
damage. 

Conclusion : The pilot's failure to see and avoid a long span wire across a 

valley caused the accident. 

Recommendations : A pilot's warning device identifying wire location when within 

hazardous distance would have been beneficial in wire avoidance. 

Identification of wire location in relation to known ground objects might 
have aided, however the pilot knew the location of the wire and thought he was 
above it. 

Forward speed of 70-80 mph provided sufficient kinetic energy for wire cut- 
ters to be effective had they been Installed. 

Pilot's Recomr qndation: "Having electric wires marked across valleys." 


AIR TRANSPORTATION 


i mo i 1 Serious 

1^2 17 22/ 73 Miami Beach,, FL .Beli ze j^Minor, I None Substantial - Sn . nnn 
NTSB Accident Cause : 

Pilot Error: 1. Inadequate preflight preparation and/or planning. 

2. Misjudged distance, speed, altitude or clearance. 

J. Failed to maintain adequate rotor RPM. 

4. Improper operation of flight controls. 

Factors: High obstructions 

T he Accident : A commercial pilot (1214 hours) on an initial climb out after 

takeoff, experienced a settling condition. The pilot turned the aircraft to 
avoid wiras. The main rotor blade hit a light pole, resulting in a crash landing 
onto a street. The pilot was carrying two passengers, one injured seriously and 
the other receiving minor injuries. The pilot was uninjured. 

At the time of the accident, 1130, the weather was clear with scattered clouds 
at 1200 ft. Visibility was 10 miles. The wind was from the southeast at 20-25 mph. 

The pilot was carrying close to the maximum load of the aircraft. 

Co nclusion : The pilot was aware of all wires and obstacles in the take-off area. 

The failure to maintain lift when operating at near gross carrying weight caused 
the aircraft to strike a pole while settling. 

R ecommendations ; Unification of wire location might have aided the operators 

of this sightseeing service to select s more suitable heliport for their sight- 
seeing operations. 


PUBLIC SERVICE 
Police Patrol 


3-1218 5/28/73 Ga ry , IN Hu ghes 269A Two Minor Substan tial - $24.600 

NT SB Accident Cause : 

Pilot Error: Improper in-flight decisions or planning 

Terrain: High obstructions 

The Accident: An experienced commercial pilot (2930 hours) struck two power 

wires approximately 20 feet above ground while autorotating to a landing. The 
pilot had exhausted his fuel while returning from a police mission. Total 
time of the flight was 15 minutes. 

At the time of the accident, 2015, it was dusk, with 6 miles visibility. 

The ceiling was 1000 feet. The weather was not a factor. 

The pilot knew he was low on fuel but he checked the gauge before the flight 
and had enough for his mission. Returning from the mission, his engine quit and 
the pilot autorotated to a landing in a street intersection. The main rotor 
blades clipped (but did not break) the wires. The aircraft landed hard with 
substantial damage. The pilot and passenger sustained minor injuries. 

Conclusion : The pilot's miscalculation of fuel caused fuel exhaustion in flight 

and subsequent emergency autoration which struck wires on the way down. 

Recommendation: None 


AGRICULTURE 
Aerial AppljcQt^S. 


rntmJm mJaJsisa 

3-1625 PJM11 S™— 

“ b3ec “ “ ob9tr " ctl “ nS 

Factor: lll8l> ° batructl °" S lot (6585 hours) struck s power 

The Accident: A very experienced “““ atartlng a swath run. 

^T^atel, X. to 1° lest ful4 and was on his Initial 

The Pilot had completed spraying corn on « » The total time of fU S »t 

swath run of another field when he toun d reconnalsance of the first 

- 15 ^rr- ^- wir. strike oecurred. The pilot was not 
field but not of the u 

aware of the exact location of the wire • ^ ^ vlalblllc , of 

The sky was dear at the time '** J c sported as a factor. 

3 mile.- — was haae. - ^ £h . pwK line. There 

The windscreen and a main ro „ „ nlnja red. The aircraft 

r. ~jz r: nr rsr - - - — • — - - 
ZZZ T.1- » •“ - ” 

U0C , B warning device Identifying wire location when within 
^acommendatlonst P beneficial In wire avoidance, 

hazardous distance would t0 known ground objects prior 

Identification of wire location ^ 

to flight would have aided t e P ^ ^ knota „ oul d have provided sufficient 

Forward speed of the h ad they been Installed, 

kinetic energy for wire ^ b een made from opposite 

... .... kecommendad on: •'Entry to swath run ^ ^ t „ pinpoint the 

end of the field, over trees, “ 8 not have prevented the wire strike. 

exact location of the wires. This y 


AGRICULTURE 
AERIAL APPLICATION 


3"I834 5/26/73 Harring t on, WA Bell Tomcat 1 Serloua Substantial - $ 11. 000 

NTSB Accident Cause ; 

Pilot Error: Failed to aee and avoid objects or obstructions 

Factors; High obstructions 

The Accident : A high time commercial pilot (9000 hours) struck a power line 
approximately 20 feet above ground , while letting down to start a swath run. 

Pilot was on a spraying mission over a wheatfield. Total time ol the flight 
was 10 minutes. The pilot had just flown over a powerline and was unaware of 
a diagonal power line in his flight path. 

A: the time of the accident, 0840, the weather was clear with visibility 
of 1j miles. The pilot's flight path from SW to NE precluded the sun from 
being a factor in this accident. 

The wire struck the windshield, causing substantial damage to the cockpit 
and serious injury to the pilot. The wire became entangled with the rotor mast. 
The pilot maintained control of the aircraft and landed 600 feet from the point 
of wirestrike. 

Conclusion : The pilot's failure to see and avoid the wire caused the accident. 

Recommendations : A pilot warning device identifying wire location when within 

hazardous distance would have been beneficial in wire avoidance. 

Identification of wire location in relation to known ground objects prior 
to flight would have aided the pilot in wire avoidance. 

Forward speed of approximately 60 knots would have provided sufficient kinetic 
energy for effective use of wire cutters had they been installed. 


PUBLIC SERVICE 
Police Patrol 


.2=1811 MMJ1 Wa shington, DC Bell 47C4A 1 Serious. l Minor Substantial - son nnn 
NTSB Accident Cause ; 

1. Power plant • engine structure - master and connecting rods 
Fatigue fracture 

3. Miscellaneous - High obstructions 

^ Aeeld<mC : A conne rclnl pilot (741 bourn) struck 3 power linen approximately 

40 feet above ground, while autorotatlng the aircraft after a power failure. The 
pilot wan on a call for assistance mission trom a ground police car. Total time 

of the flight was 36 minutes. The pilot apparently was not aware of the wire 
location before the strike. 

At the time of the accident, 2206, the night was dark with visibility of 
12 miles. Weather was not a factor. 

The pilot lost power suddenly and attempted to autorotate to a landing at 
an intersection in Washington, DC. The aircraft tail rotor struck the power 
lines and landed hard, with substantial damage. The passenger was seriously 
injured and the pilot received minor injuries. There was no fire. Subsequent 
investigation showed Number 6 cylinder connecting rod cap bolt failed. 

C onclu s i on; Engine failure in flight caused the pilot to autorotate to a land- 
ing, with the aircraft striking power wires on the way down. 

Recommendation: None 



agriculture 

Aerial Application 


,. M , 3/9/73 Mack Rock. Al. BeU-‘-ffi OnaMlnor Substa ntial - S3, M(I 

M TSB Accident Cause : 

Pilot Error-. Failed to see and avoid objects or obntructlona 
Factors High obstruction 

n-i lot (6834 hours) struck two power lines 
The Accident: A high time commercial pilot (Oojh no 

The — . on a oull up from a swath run. The pilot was spray- 

about 20 feet above ground on a pull up rrom 

lag weeds la pasture land. The power line angled across the pas ure. 
pel had la trees and the pilot did not see either pole or wire.. 

Time of the flight was 45 minutes. 

„ « jj.a» nfi'is was clear with visibility 

The weather at the time of the accident, 06^5, was 

o£ 15 miles. The sun was low but was not reported as a factor. 

The bubble initially impacted with the wires. The fain rotor blades end 
tall rotor were damaged. The pilot received minor injuries. 

Conclusion; The pilot's failure to see and avoid a wire on pull up from a swath 
run caused the accident. 

, .4 nilot's warning device identifying wire location when within 

Rpcommendations: A pilot s warning u 

hazardous distance would have been beneficial In wire avoidance. 

Identification of wire location In relation to known ground objects prior 
to flight would have aided the pilot In avoidance. 

Forward speed of 60 knots would have provided sufficient kinetic energy for 
rite cutter effectiveness had they been installed. 


AORICUIJURK 


3-2002 7/13/73 Dublin, TX Hiller UH-12A No Injuries Subs t ant iaJL.1 JjjjtjMI 

NTS H Accident Cause : 

Pilot Error: 1. Misjudged clearance 

2. Misjudged speed and altitude 

The Accident : An experienced commercial pilot (2010 hours) struck 2 wires 

approximately 20 feet above ground on liftoff from a trailer. The pilot had 
moved the helicopter by trailer to an area where he was to prepare for aerial 
application. Total time of flight was 1 minute or less. The pilot stated he 
made a thorough preflight and area survey and felt there was sufficient clear- 
ance over the wires. 

The sky was clear at the time of the accident, 1330, with visibility of 
15 miles. The sun was high and not a factor. The wind was calm. 

After starting helicopter and completing run up while the aircraft was 
still on the trailer, the pilot lifted the helicopter off and started to climb 
out. The pilot misjudged the distance to the wires and hooked the skids on 
the wires. The pilot managed to break the wires but landed hard and further 
damaged the aircraft. The pilot was uninjured. The aircraft was not carrying 

chemicals. 

Conclusion : Pilot's mis judgment f clearance to the wires caused the accident. 

Recommendat ions : None 

Pilot's Recommendation : "On calm day allow more room to get over wires. Check 

area better." 


ACRICULTURK 
Aerial Application 


3-2151 7/30/73 Nr. Shreveport, LA Ball 4705A No Injuries Substantial - $61,000 

NTS3 Accident Cause : 

Pilot Error: Failed to see and avoid objects or obstructions 

Factor: High obstructions 

The Accident : A high time commercial pilot (20,931 hours) struck two telephone 

wires and a steel support cable approximately 20 feet above ground while getting 
into position for a swath run. The pilot was spraying brush in a bayou. The 
pilot was carrying non-toxic spray and was on his fifth load. The tc«*al time 
of flight was 1.2 hours. The pilot was looking for the set of wires he knew to 
be in the area. He stated the wires were shaded by trees and difficult to see. 

At the time of the accident, 0822, visibility was unrestricted, clouds 
scattered at 6000 feet. The sun was relatively high and not a factor. 

Initial impact was with the left landing skid. The pilot applied full 
power, snapped the telephone wires but failed to break the steel support cable. 

The aircraft crashed to the ground sustaining further damage. The pilot was 
uninjured . 

Conclusion : The pilot's failure to see and avoid the wires caused the crash. 

Recommenda t ions : A pilot's warning device identifying wire location when within 

hazardous distance would have been beneficial in wire avoidance. 

Identification of wire location in relation to known ground objects prior to 
flglth would have aided the pilot in avoidance. 

Forward speed of aircraft at 20 knots had sufficient kinetic energy to snap 
the telephone wires, however at that speed, wire cutter effectiveness against the 
heavier steel cable would be questionable, had they been installed. 


AGRICULTURE 
AERIAI. APPLICATION 


3-2186 8/4/73 Berlin, MD Bell 470-5 l Minor Inj ury Substan t ial - $16 . 0 P O- 

NT SB Accident Cause : 

Pilot Error: Failed to see and avoid objects or obstructions 

Factor: High obstructions 

The Accident : A high time commercial pilot, 3060 hours, struck 2 power wires 
approximately 40 feet above ground while starting a swath run. The pilot was 
on a spraying mission, and was not aware of the wires at the time of strike. 

Total time of the flight was 5 minutes. The pilot made a high reconnaissance 
of the field and was descending for a swath run when the wire strike occurred. 

The weather was clear at the time of the accident, 1215, with visibility 
of 15 miles. The sun was at its zenith and not a factor. 

The aircraft bubble impacted with the wires. The bubble broke, the air- 
craft made a hard landing and rolled over on its right side. The pilot received 
minor injuries. He received no toxic effects from some spillage of toxic chemi- 
cals. 

Conclusion : The pilot's failure to see and avoid the power wires caused the 

crash. 

Recommendations : A pilot's warning device identifying wire location when within 

hazardous distance would have been beneficial in wire avoidance. 

Identification of wire location in relation to known ground objects prior 
to flight would hove aided the pilot in avoidance. 

A forward speed of 40-50 knots would have provided sufficient kinetic energy 
for wire cutter effectiveness, had they been installed. 

Pilot's Recommendation : "Aerial recons of fields he supplemented by detailed 

ground recons prior to moving aircraft to field." 
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AIR TRANSPORTATION 


3-2720 8/25/73 San Andreas, CA Bell 206B 2 Fatal. 2 Serious Destroyed - $140.000 

NTSB Accident Cause ? 

Pilot: Error: Failed to see objects or obstructions 

Factor: Inadequate preflight preparation and/or planning 

High obstructions 

The Accident : An experienced commercial pilot (6400 hours) struck a telephone 

line after takeoff from the site of a grass fire. The pilot had three Forest 
Service personnel as passengers. The pilot had landed the aircraft at the 
site of the fire, stayed in the aircraft until passengers reboarded, and then 
took off between two trees. The wire strike took place approximately 75 feet 
above ground after the aircraft had traveled 300 feet. Apparently the pilot 
was unaware of the location of the wire. 

The weather was clear at the time of the accident, 1130, with visibility 
unlimited. The sun was high and not a factor. A sketch and photo show poles 
supporting the wire partially hidden by trees from the point where the pilot 
started his takeoff. 

Initial impact was with the aircraft canopy. A witness stated rotors 
were still turning when the aircraft landed hard, bounced and came to rest. 

The aircraft was destroyed. There was no fire. The pilot and one passenger 
were killed. Two other passengers received serious injury. 

Conclusion : The pilot's failure to see and avoid the wire on takeoff caused 

the accident. Had the pilot made a recon of the area to determine location of 
wire and pole, the accident might have been prevented. 

Recommendations : A pilot warning device identifying wire location when within 

hazardous distance would have been beneficial in wire avoidance. 

Identification of wire location with known ground objects prior to flight 
would have aided the pilot in avoidance. 

Forward speed of over 30 knots had sufficient kinetic energy for wire cutters 
to be effective had they been installed. 

Owner's Rec ommend ation: "Require all companies Installing lines make efforts to 

mark tne lines to make them visible, not try to conceal them for ecology. These 
kinds of lines are a hazard to the flying public, and create safety problems." 


AGRICULTURE 
AERIAL APPLICATION 


~ 97C-2A Ifo Injury Substantial - S In m 

NTSB Accident Cause ! 

Pilot Error: Misjudged clearance 

Factor: High obstructions 


Th e Accident ? A commercial pUot (936 hours) struck s static wire on a power 

line while making a right turn after a swath run. The pilot was spraying the 

powerline right of way about 10 feet above the static lines, which were 150 

feet above ground. The pilot was aware of the wires. Time of the flight was 
3 minutes. 


At the time of the accident, 0753, the weather was clear with visibilitv 

of 10 miles. The sun was low but not a factor as the pilot was flying south 
and turning to the west. 

The tail rotor impacted with the static wire during the right turn. The 

A hard landing 
The pilot was 

turn caused the 

Recommends t ions : None 


aircraft autorotated through the main power lines, breaking two. 

damaged the aircraft further. A fire was quickly extinguished, 
uninjured. 

Co nclusion : The pilot's mis judgment of clearance while making a 

accident. 


AGRICULTURE 
AERIAL APPLICATION 


i’ 3 * 03 7 / 3 0/73 Nr. Pulaski. VA Bell 47G-2A No Injuries Substantial - $25,000 

NTSB Accident Cause ; 

Power Plant: Failure for undetermined reasons 

Misc: Evasive maneuver to avoid collision 

Factor: High obstructions 

The Accident : A commercial pilot (675 hours) struck a power line about 70 feet 

above ground while surveying a power line right-of-way. The pilot was on a 
spraying mission for the power line. Total time of the flight was 20 minutes. 

The pilot had knowledge of the wires, but the engine lost power in flight and 
the pilot was unable to avoid the wire strike. 

The weather was clear at the time of the accident, 1050, with visibility 
of 4 miles. Weather was not considered a factor in the accident. 

The pilot was making a low survey (10 feet above the line) over a three 
phase main line, executed a right turn, flew out 100 feet and turned to come 
back over a top line, when the engine backfired and momentarily lost Dower. 

The helicopter struck a power line and crashed into a hillside. The pilot 
was going downwind. The engine and fuel system were checked. There was no 
apparent reason for the engine failure. 

Conclusion : The pilot was unable to avoid the wire strike due to engine fail- 

ure while on a power line survey. The wire strike was incidental and not a cause 
factor in this accident. 

Recommendations : Even with momentary power loss, a forward speed of over 30 

knots would have sufficient kinetic energy for effective use of wire cutters 
had they been Installed. 


AGRICULTURE 


AERIAL APPLICATION 

3.3750 10715/73 Hr. Mar. ink. ID Bell 47G-3B Be Injuries Destroyed - $28,0 00 
NT SB Accident Cause : 

Pilot Error: Failed to see and avoid objects or obstructions 

Factors: Inadequate preflight preparation and/or planning 

High obstructions 

The Accident: A commercial pilot (1440 hrs) struck 3 power cobles about 20 

£eet above the ground. The pilot waa engaged in making a swath run in an orchard 
spraying operation. Total time of flight was 1 hour. Pilot was not aware of 
wire location until entanglement. 

The weather was clear with visibility of 40 miles. At the time of the acci- 
dent, 1300, the sun was at its zenith and not considered a factor. 

The bubble of the aircraft struck the power cables at a forward speed of 
approximately 40 knots. The pilot attempted to climb, but the aircraft des- 
cended in a shallow turn and crashed to the ground. 

Concl The pilot's failure to see and avoid the wires caused the accident. 

Recommendations : A pilot warning device identifying wire location when within 

hatardous distance would have been beneficial in wire avoidance. 

Identification of wire location in relation to known ground objects prior 
to flight would have aided the pilot in avoidance. 

Forward speed of 40 knots provided sufficient kinetic energy for wire cut- 
ter effectiveness had they been installed. 


AIR TRANSPORTATION 


3-3829 8/8/73 Inchelium. WA Bell 47J-2A 1 Serious Destroyed - $27.000 

NTS3 Accident Cause ; 

Pilot Error: Failed to see and avoid objects and obstructions 

Factors: Inadequate preflight preparation and/or planning 

High obstructions 

The Accident : A commercial pilot (1920 hours) struck a power wire approximately 

30 feet above ground, while on a landing approach to a cleared area. The pilot 
was picking up a radio before proceeding further on a fire control mission. 

Total time of the flight was 1 hour, 5 minutes. The pilot had used the area 
previously, but not within the last 2 years. 

At the time of the accident, 2025, the weather was clear with visibility 
of 20 miles. It was dusk, with the pilot landing into the shadows of the sun 
on a heading of 240°. Tall trees surrounded the landing area. 

The main rotor blades impacted with the wires, causing the aircraft to 
crash to the ground. The helicopter caught fire and was destroyed. The pilot 
was seriously injured. 

Conclusion : The pilot's failure to see and avoid the wire on an approach land- 

ing caused the crash. 

Recommendations : A pilot warning device continuously identifying wire location 

when within hazardous distance would have been beneficial in wire avoidance. 

Identification of wire location in relation to known ground objects prior 
to flight would have aided the pilot in wire avoidance. 

Forward speed on landing of 30 knots or under would not have provided 
sufficient kinetic energy for effective use of wire cutters had they been 
installed. 





PUBLIC SERVICE 
Search and Rescue 


yL^ll h. Wapato, WA Bell 47G-4A One Fatal Destroyed by fire - $45,000 


NTSB Accident Cauae ; 

Pilot Error: 1. Failed to see and avoid objects or obstructions 

2. Unwarranted low flying. 

Factor: High Obstructions 

Ikt Accident: An experienced commercial pilot (2360 hours) struck three power 

lines while on in-flight descent after crossing a ridge. The height of the wires 
above ground was not reported. The pilot mission was evacuating flood victims. 
Knowledge of wire 3trike by pilot is unknown. 

At the time of the accident, 0833, the weather was clear with visibility 
unlimited. The sun was low but since flight direction was to the southwest, it 
is not considered a factor. 

The pilot was observed on a in-flight descent by another pilot. On strik- 
ing the power lines, the aircraft burst into flame, crashed and was destroyed. 

The pilot received fatal injuries. The impact with 3 lines, steel core wrapped 
with aluminum wire, was initially with the aircraft bubble. The photo with the 
report shows a power line tower in the distance, indicating the wires were long 
span, approximately 150-200 feet above ground. 

Conclusion: The pilot's failure to see and avoid the power cables caused the 


Recommendations : A pilot's warning device identifying wire location when within 

hazardous distance would have been beneficial in wire avoidance. 

Identification of wire location in relation to known ground objects would 
have aided the pilot in avoidance. 

Forward speed of aircraft of approximately 60 knots created sufficient kinetic 
energy for effective use of wire cutters had they been installed. 



AIR TRANSPORTATION 


3-0397 1/21/74 Deadlier ae. AK Bell 206B 3 Minor Substantial - $106,000 

NTSB Accident Cause : 

Pilot Error: Selected unsuitable terrain 

Factors: High obstructions 

Inadequate preflight preparation or planning 

The Accident : A commercial pilot (2319 hours) struck a long span heavy steel 

antenna wire approximately 40-60 feet above ground while descending to land at 
a construction camp. The pilot was carrying two passengers. The pilot stated 
he did not see the wire because of existing light conditions. The wire was 
unmarked and supporting poles, unlighted, were 1400 feet apart. Total time cf 
the flight was 40 minutes. 

At the time of the accident, 1545, the night was bright, sky cover was 
scattered at 10,000 feet, with visibility of 10 miles. 

Impact was with the main rotor mast. The wire wrapped around the mast 
rendering the aircraft unccntro liable. The pilot and passengers sustained 
minor injuries when the aircraft crashed to the ground. 

Conclusion : The pilot's failure to see and avoid a long span antenna wire 

supported by unlighted poles caused the accident. 

Recommendations: A pilot's warning device identifying wire location when 

within hazardous distance would havn been beneficial in wire avoidance. 

Identification of wire location in relation to known ground objects 
prior to flight would have aided the pilot in avoidance. 

Forward speed of aircraft at approximately 30 knots while in an approach 
to landing might have had sufficient kinetic energy for wire cutters to be 
effective had they been installed. 

Pilot's Recommendation : (1) "All wires, cables, etc., that could be a hazard 
to aircraft should be marked: Balls, streamers, etc. (2) Poles supporting these 

hazards should be lighted during hours of darkness. (3) When such a wire obstruction 
is not in use for an extended length of time, it should be removed. This antenna 
was not in use nor had it been for a considerable time." 



AIR TRANSPORTATION 


3-0573 4/6/74 Marlon. Ohi o Ena trow F28A No Ini nr lea Subatantlal - $ 37,500 

NTSB Accident Cause: 

Pilot Error: Failed to see and avoid obstructions 

Factor: High obstructions 

The Accident : A private licensed pilot (680 hrs) struck two power lines 

about 20 feet above ground during the final phase of a landing approach at 
a school area. The pilot was carrying a passenger - they were surveying a 
job site for future work. Total time of flight was 30 minutes. The pilot 
had no knowledge of wire until entanglement. 

The weather was clear with 30 miles visibility. At the time of the 
accident, 1800, the sun was low but not considered a factor. 

The wires struck the main rotor mast forcing the bubble up and the 
tail rotor into the ground, resulting in substantial damage to the aircraft. 

Conclusion : The pilot's failure to see and avoid the wires caused the crash. 

The pilot failed to conduct a low altitude reconnaisance before making his 
approach landing. 

Recommendations : A pilot warning device indentifying wire location when with- 

in harzardous distance would have been beneficial in wire avoidance. 

Identification of wire location in relation to known ground objects prior 
to flight would have aided the pilot in avoidance. 

Forward speed of 30 knots or less during landing would not have provided 
sufficient kinetic energy for effective use of external wire cutters. 


AIR TRANSPORTATION 


3-0718 3/30/74 Gouldbuak. TX Hiller UH-12A No Injuries Substantial - $46.000 

NTSB Accident Cause : 

1. Power plant failure for undetermined reasons 

2. Unwarranted low flying 

Factors: Exercised poor Judgment 

Disregarded good operating practice 
High obstructions 

The Accident ; An experienced commercial pilot (8400 hours) started to climb 
over wires and trees, lost power, struck two power wires approximately 25 feet 
above ground and crashed into trees. Total time of flight was 1 hour, 45 min- 
utes. The pilot stated the failure was sudden and he did not have time to 
lower pitch control and accomplish autorotation. The pilot was carrying two 
passengers on a hunting trip. There were no injuries. 

At the time of the accident, 1015, the weather was clear with visibility 
of 15 miles. The sun was relatively high. Weather was not a factor. 

Initial impcct was with the upper transmission, breaking the power lines. 

The aircraft struck a tree, rolled on its right side with the blades striking 
the ground. The aircraft was substantially damaged. The engine driven fuel 
pump drive was broken. The report stated that it could not be determined if 
the "biscuit" broke before or after impact. The pilot was uninjured. 

Conclusion : Engine failure as the pilot attempted to climb over wires and 

trees caused the aircraft to settle and strike the wire. 

Recommendations : A pilot's warning device identifying wire location when 

within hazardous distance would have been beneficial, giving the pilot advance 
warning of wires in his flight path. 

Identification of wire location might have aided in wire avoidance. 

Forward speed estimated at over 30 knots at the time had sufficient 
kinetic energy for wire cutters to be effective had they been installed. 


AIR TRANSPORTATION 


3-0839 3/24/74 Superior, WI Ens trout F-28A I Fatal, 2 Serious Subs tantial-$53, 000 

NTS3 Accident Cause : 

Pilot Error: Failed to see and avoid objects or obstructions 

Factors: Unwarranted low flying 

High obstructions 

The Accident : A commercial pilot (740 hours) struck two long span power cables 

approximately 59 to 75 feet above an ice-covered bay. The pilot and two passen- 
gers were making an aerial survey of real estate. Total time of the flight was 
2 hours. There is no Indication that the pilot was aware of the cables. Photos 
show that supporting poles on land were not visible to the pilot. 

At the time of the accident, 1630, sky cover was thin broken clouds at 
23,000, with visibility of 10 miles. The flight w«.s to the east and sun was 
not a factor. 

Physical evidence showed that the helicopter flew up into the cables. One 
cable was forced between the cabin bubble and landing skid tube. A second cable 
impacted with the tail rotor guard. The main rotor blades then struck a second 
cable and the aircraft crashed to the ground. The pilot was killed and two pas- 
sengers were seriously injured. Repair of the airplane was not economically feasible 

Conclusion : The pilot's failure to see and avoid long span power wires caused 

the crash. Supporting poles on either side were not visible to the pilot. 

Recommendations : A pilot's warning device identifying wire location when 

within hazardous distance would have been beneficial in wire avoidance. 

Identification of wire location in relation to known ground objects prior 
to flight would have aided the pilot in avoidance. 

Forward speed of the aircraft of 85 mph had sufficient kinetic energy for 
wire cutters to be effective had they been installed. 

Owners* Recommendation : "The power lines should be brushed out and cleared around 

poles so they would be visible. The line should be marked with bright markinc 
balls. The pewer lines are almost impossible to see." 

"A few years ago, the same power line was hit by a rloat plane on a landing 
approach in the same area and crashed. Fortunately, no lives were lost in this 
mishap ." 


AIK TRANSPORTATION 


3-1436 6/22/74 Nr. Douglas. WY Hughes 26 9A 2 , Mino r Substa ntial , $24,0 0 0 

NTSB Accident Cause : 

Pilot Error! Failed to see and avoid objects or obstructions 

Factors: Selected unsuitable terrain 

High obstructions 

The Accident : An experienced private pilot (8120 honre) struck s telephone 

wire approximately 20 feet above ground while landing at a ranch house. The 
pilot was carrying a passenger to the ranch. Total time of flight was 10 
minutes. The pilot was apparently aware that there was a telephone wire to 
the ranch house but failed to keep it In sight when landing. 

At the time of the accident, 1025, the sky was clear with visibility ot 
60 miles. The sun was relatively high and not a factor. 

The left skid of the helicopter impacted with the wire, causing the air- 
craft to crash to the ground. There was substantial damage to the helicopter 
and minor injuries to the pilot and passenger. 

Conclusion : The pilot’s failure to keep the telephone wire in sight when 

selecting a landing area caused the wire strike. 

R ecommendations : A pilot’s warning device identifying wire location when within 

hazardous distance would have been beneficial in wire avoidance. 

Forward speed of aircraft at approximately 30 knots while landing had suf- 
ficient kinetic energy for wire cotters to be effective had they been installed. 

Pilot's Recommendation: "Could put marking balls or high visibility tape on 


ATR TRANSPORTATION 

7/ 4/ 74 Delores, CO Hiller UH12I.4 1 Minor Substantial ~ $24,000 

NTSB Accident Cause : 

Pilot Error: Improper Inflight decisions or planning 

Poorly planned approach - sunelare 

The Accident: A commercial pilot (1876 hours) struck power lines about 20 feet 
above ground while making a final approach to landing. The pilot was picking 
up a forest manager to investigate a forest fire. Total time of the flight 
was 15 minutes. Although the pilot had circled landing area looking for 
wires, he did not see the power lines until too late to avoid them. The poles 
supporting the power lines were hidden by trees. 

At the time of the accident, 0640, the weather was clear with visibility 
of 15 miles. The sun was low, which was a factor as the pilot's approach 
was into the rising sun. Wind velocity was 5 knots. 

The main rotor and fuselage engaged the power lines, which broke on impact. 
The aircraft crashed to the ground with substantial damage. The pilot received 
minor injury. 

Conclusion : The pilot's failure to plan approach and landing so that rising 

sun would not affect his visibility caused him to strike the wire. 

Rec ommenda t i ons : A pilot warning device identifying wire location when within 

hazardous distance would have been beneficial in wire avoidance. 

Identification of wire location in relation to ground objects prior to 
flight would have aided the pilot in avoidance. 

A Landing speed of approximately 30 knots may not have sufficient kinetic 
energy for effective use of wire cutters had they been installed. 


AIR TRA NSPORTATION 

pa Ball 47G No Injury Subatantlal^jOJ^iSSQ 
3-2140 _ a/13/74 Socraraanto^CA Bell_ 

NTSQ Accident Cause; 

„„„ MU » 

„» ^ .— UM „ 

Jhe Accident: An experie electrical transmission 

rotor craft (31.3 hours). atrucK a single strand ^ ^ ^ ^ pUot 

wire strung across a field approx landing8 at an outlying field. Total 

was engaged in flying back from ^ had n0 ktl0 „i e dge of the wires until 

time of flight was 30 minutes. Th P 

entanglement. time of t he acci- 

The weather was clear with 30 miles v ® reduced visibility due 

dent, 2030, the pilot was flying under conditions 
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J A pilot warning -lea IdantifPing - " “ lthl ” 

^STann. won, -a been tsneficlal in wire avoidance 

Identification of wire location in reiation t. Known ground oh)ect 
onior to flight would have aided the pilot in avoidance. 

f 50 knots provided sufficient kinetic energy to cu 
The forward speed ^ ^ benefici al, but initial 

the wire. An external wire cutter * device questionable. 

ma in rotor wire engagement mak.s positive use 
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PUBLIC SERVICE 
Police Patrol 


3-2269 6/4/74 Crockett, CA Hughes 269C 2 Fatal Destroyed - $50,000 

NTSB Accident Cause : 

Pilot Error: Failed to see objects or obstructions 

Factors: Inadequate preflight preparation or planning 

High obstructions 

The Accident : An experienced commercial pilot (3347) hours) struck a long span 

power cable that crosses Carquinez Straits at an altitude of approximately 350 
feet. The pilot and a passenger were on a routine police patrol. Cables that 
cross the straits are supported by steel towers spaced 4,427 feet apart. Ver- 
tical spacing of cables is 10 feet apart. The photo shows cables above and 
below the cable which was hit, indicating the pilot did not see them until 
too late to avoid the wire strike. Total time of the flight was 10 minutes. 

At the time of the accident, 1246, the sky was clear with visibility 
unlimited. The sun was high and not a factor. 

Investigation revealed the main rotor shaft housing and the tail boom 
Initially impacted with the wires. Witnesses stated an explosion occurred .it 
the time of the wire strike. The aircraft crashed into the water and was 
destroyed. The pilot and passenger, both police officers, were killed. 

Conclusion : The pilot'" failure to see and avoid the long span power cables 

caused the accident. 

Recommendation s: A pilot's warning device identifying wire location when within 

hazardous distance would have been beneficial in wire avoidance. 

Identification of wire location in relation to known ground objects prior 
to flight would have aided the pilot in wire avoidance. 

Although the aircraft speed was estimated at 80 knots, it is doubtful that 
there was sufficient kinetic energy for wire cutters to be effective against 
large long span power cables. 

Police Re comme nd ation : "If PtJ&E ware required to mark power lines, this acci- 


lont may have* been avoided." 


AGRICULTURE 


A erial Application 

3-2350 8/6/74 Centerville. WI Bell 47D1 N o Injuries Substantial •• $11.000 

NTSB Accident Causes : 

Pilot Error: Failed to see and avoid objects or obstructions 

Factors: Inadequate pre-flight preparation and/or planning 

High obstructions 

The Accident : An experienced commercial pilot (3691 hours) struck a power line 

approximately 60 feet above the ground while starting a swath run. The pilot was 
spraying a corn field. Total time of the flight was 10 minutes. The pilot was 
aware of power line through the field but on his reconnaisance did not see the 
feeder power line which he struck. There were trees in the vicinity of the 
feeder line. 

At the time of the accident , 1710, there were scattered clouds at 5,000 
feet with visibility of 10 miles. There was haze. The sun was relatively high 
and not a factor as the pilot was headed east at the time of the wire strike. 

The impact with the power line was with the tall rotor. The pilot went 
into autorotation and landed hard. The aircraft was carrying non-uoxic fert- 
ilizer. The pilot was not injured. 

Conclusion ; The pilot’s failure to see and avoid the feeder line in the field 
caused the accident. 

Recommendations : A pilot's warning device identifying wire location when within 

hazardous distance would have been beneficial in wire avoidance. 

Identification of wire location in relation to known ground objects prior 
to flight would have aided the pilot in avoidance. 

Forward speed of the aircraft at 30 knots had sufficient kinetic energy 
for wire cutter effectiveness had they been installed. 




AIR TRANSPORTATION 


3-2414 8/5/74 mlbur Soring, CA MUffl n.o.4trov,.d - $168,O 0IL 

N TSB Accident Cause : 

Pilot Errors Failed to see and avoid objects or obstructions 
Factors: Terrain - High obstructions 

Th. Accidenc: An experienced commercial pilot (2891 Uoure) etruek two telephene 

vires about 30 feet above ground, while landing at a pickup point In the bottom 
of a canyon. The pilot was engaged In picking up firemen In a fire suppression 
operation. Total flight time was 10 minutes. Pilot had no knowledge of wire 
location until it was too late to avoid them. 

Visibility was 15 miles with high scattered clouds. At the time of the 
accident, 1240, the sun was at its senlth and was not considered a factor In 

the crash. 

The carriage structure of the aircraft became entangled with the wires. 

The helicopter fell to the ground on its right side. 

Conclusion : The pilot's failure to see and avoid the wires, which were partially 

obscured by brush and trees, caused the crash. 

Recommendations : A pilot warning device identifying wire location when within 

hazardous distance would have been beneficial In wire avoidance. 

Identification of wlte location In relation to known ground objects prior 
to flight would have aided the pilot in avoidance. 

Forward speed while landing of under 30 knots, would not have provided 
sufficient kinetic energy for effective esc of external wire cutters had they 

been installed. 


agriculture 


AERIAL APPLICAT ION 


3-2462 7/16/74 I-oxahatchee. FI. B 3 IIJ 7 1 Minot naatrcyaj - 820 , 000 


OTSB Accident: Cause : 

Pilot Error: 1. 

2 . 


Diverted attention from operation of aircraft 
Failed to see and avoid objects or obstructions 


Factors: High obstructions 

Obstructions to vision 


The Accident : A high time commercial pilot (7277 hours) struck two power wires 

approximately 25 feet above ground. The pilot was spraying an orange grove in 
early morning darkness, and overflew his turnaround point while adjusting flood- 
lights. The total time of the flight was 10 minutes. The pilot saw the wires 
before the strike, started to turn, but could not avoid them. 

At the time of the accident, 0520, the sky was clear with visibility of 
10 miles. The night was dark with haze. 

The main rotor blade impacted with the two powerlinea causing the aircraft 
to go out of control and crash. The aircraft was destroyed, and the pilot sus- 

tained minor injuries. 

The pilot's diversion from operation of the aircraft, which caused 
him to overfly his turnaround point caused him to fly into the wires and crash. 

Recommendations: A pilot warning device identifying wire location when within 

hazardous distance would have been beneficial in wire avoidance. 

Identification of wire location in relation to known ground objects prior 
to flight would have aided the pilot in avoidance. 

In this accident, the pilot started a turnaround to avoid the wires. The 
rotor blades struck the wires, which did not break, making the effectiveness of 
wire cutters questionable. 


m le e's Recommendation : "I believe one of the main factors that caused this 

was mv trying to do too much too soon. With my helicopter experience, 
t Of course had no problem with the handling of the aircraft, but I was new to 
spraying orange groves and should have waited a little longer before starting 

apravlng groves at .light." 


AGRICULTURE 
AERIAL APPLICATION 

3-2505 8/21/74 Nr. Orangeville, PA Bell 47G No Injuries Substantial - $11,000 

NTSB Accident Cause : 

Pilot Errors Misjudged clearance 
Factors: Terrain - High obstructions 

The Accident s A high time commercial pilot (4363 hours) struck a power line 
about 20 feet above the ground, when starting a swath run while crop spraying. 
Total flight time was 30 minutes. The pilot had knowledge of wires in 
the field being sprayed. 

At the time of the accident, 0800 hours, visibility was 5 miles with haze. 

The sun was low but not considered a factor as pilot was flying in a northerly 
direction. 

The wire broke the bubble, and then became entangled with the tail rotor. 

The pilot autorotated the helicopter to landing. 

Conclusion s Pilot misjudged clearance of wires in starting swath run. 

Recommendations : A pilot warning device identifying wire location when within 

hazardous distance would have been beneficial In wire avoidance. 

Identification of wires is not an issue in this instance as the pilot 
knew location of wires above the field. 

Forward speed of approximately 30 knots in starting a swath run after*h 
turn would provide a questionable amount of kinetic energy for effective use 
of wire cutters had they been installed. 


AGRICULTURE 
Aerial Application 


3-2804 4/24/74 Kekaha. HI Huahea 269A 1 Fatal Destroyed - $37,000 

NTSB Accident Causes : 

Pilot Errors Failed to see and avoid objects or obstructions 
Factors High obstructions 

The Accident s A very experienced commercial pilot (8050 hours) struck three long 
span power wires approximately 100 feet above ground while on an in-flight turn- 
around after a swath run. The pilot was spraying ditches. The pilot had i lown 
1.5 hours that morning prior to the accident. The pilot was aware of the wires 
and had noted their location from the ground. The pilot had been in five acci- 
dents involving helicopters s one pilot error, one of undetermined causa, and three 
from mechanical failures. 

At the time of the accident, 0905, the weather was clear with unlimited 
visibility. The sun was to the pilot's right and rear and not a factor. 

The aircraft skid impacted with the wires, breaking two of them. A third 
wrapped around the skid causing the aircraft to crash and catch fire. The air- 
craft was destroyed and the pilot's injuries were fatal. The aircraft was carry- 
ing non-toxic herbicide. An autopsy was performed with results that the fatal 
crash was not directly related to pesticide exposure. 

Conclusion : The pilot's failure to see and avoid wires on turnaround caused the 

accident. 

Recommendations : A pilot's warning device identifying wire location when within 

hazardous distance would have been beneficial in wire avoidance. 

Identification of wires was not a factor as the pilot knew of wire location. 

Although the aircraft was in a turnaround with a speed of under 30 knots, 
two of the three wires snapped, indicating sufficient kinetic energy for effective 
use of wire cutters, had they been installed. 


AGRICULTURE 
Aerial Application 


3-3571 3/30/74 Alga. GA Hughes 269B 1 Minor Injury Destroyed - $37,500 

NTSB Accident Cause : 

Pilot Error: Misjudged clearance 

Factors: Windshield dirty - restricted vision 

High obstructions 

The Accident : A commercial pilot (1700 hours) struck a low wire on finishing 

the spraying of a bean field. Total time of the flight was 30 minutes. The 
pilot stated he knew the location of the wire but he let aircraft get ahead of 
him. He stated the windshield had some spray on it which limited his visibil- 
ity. 

At the time of the accident, 1600, the sky cover was scattered at 2000 
feet with visibility of 10 miles. The sun was relatively high and not a 
factor. 

Details of the aircraft wire strike were not reported. The aircraft was 
destroyed and the pilot received minor injuries. The aircraft was carrying 
non-toxic chemicals. 

Conclusion : The pilot’s misjudgraent of clearance to a known wire caused the 

accident . 

Recommendations : A pilot's warning device identifying wire location when within 

hazardous distance would have been beneficial in wire avoidance. 

Forward speed of the aircraft at approximately 40 knots had sufficient 
kinetic energy for wire cutter effectiveness had they been installed. 

Pilot's Recommendation : "Installation ol a wire cutter would have prevented 

this accident. I feel that all Ag Aircraft should be required to have a wire 


cutter. 


I 


1975 



AIR TRANSPORTATION 


I Serious 

JM>2Qfi 1/13/75 Ft. Lauderdale, FL Enstroro F28A 1 No Injury Substantial. - $1)7.000 
NTSB Ac cident Uauae : 

Pilot Errors Improper compensation for wind conditions 

ITie Accident: A commercial pilot (855 hours) struck a utility pole after the 

pilot lost airspeed and altitude on takeoff. The pilot was taking off from a 
construction yard with a passenger. The helicopter made a normal liftoff to 
the east from a three-toot hover, and at approximately 100 feet of altitude 
the airspeed dropped from between 40-50 mph to below 10 mph. Altitude began 
to be lost, a right pedal turn was initiated, and the main rotor speed dropped 
out of the green. The aircraft struck the ground in a tail low attitude and 
at the same time the main rotor struck a utility pole. 

At the time of the accident, 1330, sky cover was scattered at 2500 ft. 

The wind was from the south at 15 knots, gusting to 25 knots. A ground witness 
stated the wind shifted to 270° with a gust of high velocity. 

Conclusion: The pilot’s failure to compensate for wind conditions caused the 

accident. 


Recommendations: None 


AGRICULTURE 
/' -rial Application 

1^581 3/19/75 Nr-. Preacott, WA Bell 2b6ii No Injuries Substantial - S40,nnn 

NTSB Accident Cause s 

Pilot Error; Failed to see and avoid objects or obstructions 
Factor: High obstructions 

The Accident : A commercial pilot (2381 hours) struck a TV cable approximately 

20 feet above ground on a pull up trora a swath run. The pilot was spraying weeds 
parallel to a TV cable and hooked the cable with the right spray boom as he 

pulled up. Total time of the flight was 5 minutes. The pilot was aware of the 
location of the TV cable. 


At the time of the accident, 0930, the veiling was 1500 feet with visibility 
of 5 miles. The sun was not a factor. 

After the spray boom hooked the cable, the cnble then contacted the tail 
rotor. The aircraft turned 120° and made a hard landing with further da-age. 

The pilot was uninjured. The aircraft was carrying non- to. tic chemicals. 

C onclusion : The pilot’s failure to see a..d avoid the TV cable on puli up fr-«n 

a swath run caused the accident. 

R ecommend ations: A pilot's warning device idor.tifv'ng wire location when within 

hazardous distance might possibly have been beneficia’ in warning the pilot of 
the proximity of the cable. 


Identification of carle location is not a factor as "he pilot knew the loca- 
tion of the TV cable. 


Pull up speed 
kir^r it energy for 


of i lie aircraft of ^ver 30 knots would have provided 
T .j;e cutl-r of fret xveuess had th^y ..ten installed. 


sufficient 


air transportation 


2 Serious 

>1304 iMIS c.,.nlw. M Hium UUSSL- s.b.t.ntt.1 - 

NT SB Accident Cause : 

Pilot Error: Failed to see and avoid objects or obstructions 

Fac tor* : Sung Ur a 

High obstruct Ions 

Unf avorabia wind conditions 

Tha Accldant i A co-erclal pilot (2143 hours) struck a guy wire to a «lcro- 
vnve tower about 30 faat abova ground whlla on a landing approach to an oil 
company facility. Tha pilot was carrying thraa passangers to a Contlnantal 
Oil Saparator Station. Total tiaa of tha flight was 15 nlnutas. Tha pilot 
was familiar with tha guy wlra but thought tha approach was high enough to 

avoid contact. 

At tha tine of tha accident, 0730, tha waathar was claar with visibility 
unlimited. Tb -un was low and tha pilot stated it was Impossible to see the 
guy wires. The wind was from tha NNE, 15 to 20 knots - the pilot was landing 

to tha east. 

Tha main rotor Impacted with tha guy wire. The aircraft was uncontrol- 
lable, struck a car and rolled over on the ground. A ground foreman extin- 
guished a fire. Two passengers were seriously Injured; the pilot and one pas- 
senger received minor Injury. The aircraft was substantially damaged. 

Conclusion : The pilot's failure to see and avoid the guy wire while ^ a land- 

ing approach Into low sun caused the accident. 

Recommendations : A pilot’s warning device identifying wire location when within 

hazardous distance would have been beneficial in wire avoidance. 

Forward speed of less than 30 knots on landing would not have provided 
sufficient kinetic energy for wire cutter effectiveness. 


ACRl CHI. TURK. 

Aerial Applica tion 

1-13S3 6/11/7S Oakdale. NE Bell 470 1 Minor Injury Subst a ntial - $15,000 

NTSB Accident Cause ; 

Pilot Error: Failed to see and avoid objects or obstructions 

Factor: Sunglare 

T he Accident : An experienced comcrclal pilot (3926 hours) struck three power 

lines approximately 40 feet above ground, while waking a swath run. The pilot 
was spraying a corn field. He had planned a pass under power wires at the end 
of the run. Nearing the end of the run, the pilot looked up to locate wires 
and was temporarily blinded by the sun. The helicopter cliabed into the power 
lines and crashed. Time of the flight was 15 ainutes. The pilot had flown for 
6 hours from midnight to the tine of the accident. 

At the tlae of the accident, 1430, the sky cover was scattered at 3000 
feet. Visibility was 7 miles. The pilot's swath run was to the west toward 
the sun. The pilot did not have sun visor down as he was not expecting any 
bright sun. Although the weather was overcast, a hole permitted the sun to shine 
through. 

The main rotor blades and mast impacted with the wires. The aircraft crashed 
to the ground sustaining further damage. The pilot received minor injuries. 

The aircraft was carrying non- toxic chemicals. 

Conclusion : The pilot's failure to see and avoid wires while flying into the 

sun caused the accident. 

Recommendations : A pilot's warning device identifying wire location when within 

hazardous distance would have been beneficial in wire avoidance. 

Identification of wires is not a factor as the pilot knew the wire location. 

The speed of the aircraft at 60 knots had sufficient kinetic energy for 
wire cutters to he effective had they been Installed on rotor mast. However, 
wire cutter effectiveness when Impact is by main rotor blades is questionable. 


e * 

1 
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air transportation 


1 -138S h/ 1JI/75 Nr. Pago Kehles. C.A Hiller CHU'-D J Serious Rest roved - $70.0 00 
NTSB Accident Cause : 

Pilot Error: Failed to see and avoid objects or obstructions 

Factor: High obstructions 

Ttie Accident : An experienced commercial pilot t51Ab hours) struck A long span 

telephone wires approximately 1000 feet above ground over a canyon. The pilot 
and passenger were enroute to a ranch site. Total time of the flight was 1.5 
minutes. The pilot had flown 3.5 hours In the last -A. Investigation revealed 
that the pole supporting the wires on east side of the canyon was not visible. 

The other pole was In an almond orchard. Wires that were replaced were not vis- 
ible from the ground in any direction after replacement. 

At the time of the accident, 1937, the sky was clear with visibility of 
10 miles. The aircraft was flying northeast at the time of the accident and 
the sun was not a factor. 

Impact was apparently with the rotor mast. The pilot maintained control 
after the wire strike for approximately 3000 yards and came down In a walnut 
tree near -i ranch house. Collective and cyclic controls were bound up with 
the wire The aircraft was destroyed; pilot and passenger were seriously 
Injured. A fire was extinguished by a rancher. 

Conclusion : The pilot's failure to see and avoid long span wires whose sup- 

porting poles were hidden by brush or trees caused the accident. 

Recommenda t ions : A pilot's warning device identifying wire location when within 

hazardous distance would have been beneficial In wire avoidance. 

Identification of wire location in relation to known ground objects prior 
to flight would have aided the pilot in avoidance. 

Forward speed of aircraft at 80 knots had sufficient kinetic energy for wire 
cutters to be effective had they been installed. 

tVner's ReeommendajJon: "Identification markets should be placed on wires in agri- 

cultural areas. This should be a definite requirement in rugged terrain where 
irility poles are not clearly visible." 
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AGRICULTURE 
Afirtol Application 


- " - 1 - 515 2 J - W1* Pfllotwe, WA Bell 47U3BA No Injuries Destroyed - SSI.IOO 
NTSB Accident Cause ; 

Pilot Error: Failed to see and avoid objects or obstructions 

Factor: High obstruction 

The Accident : A commercial pilot (2075 hours) struck a power line approximately 

25 to 35 feet above ground while on a swath run. The pilot was spraying herbi- 
cide on a wheat field. Total tlae of the flight was 1 minute or less. The 
pilot had flown 5 hours that day up to the time of the accident. The wire was 

strung diagonally across a corner of the field for a considerable distance, with 
no poles in between. 

The sky was clear at the time of the accident, 1616, with visibility unlim- 
ited. The sun was relatively high and not a factor. 

The wire impacted with the rotor system, causing loss of control. The air- 
craft hit the ground hard, remaining upright, and caught fire. The aircraft 
was destroyed; the pilot was uninjured. Type of chemical was not reported. 

C onclusion : The pilot's failure to see and avoid a long span wire over a field 

caused the accident. 

Recommendations : A pilot's warning device identifying wire location when within 

hazardous distance would have been beneficial in wire avoidance. 

Identification of wire location in relation to known ground objects prior 
to flight would have aided the pilot in avoidance. 

Forward speed of the aircraft of 60 knots had sufficient kinetic energy for 
wire cutter effectiveness had they been installed. However, wire impact with 
the main rotor system in this case makes wire cutter effectiveness questionable. 

L VA£*f.'., s Recommendations: "A more complete reconnalsance of the field." 

"The marking on a long span of power lines." 


AilRlOJI/TURK 
Aer lal App 1 ica t ion 

3-1S34 b/b/7 5 Carrol, H. Bell 47P-1 No Injuries Destroyed - $18 ? 000 

NTSB Accident Cause ; 

Pilot Error: Failed to see and avoid objects or obstructions 

Factor: High obstructions 

The Accident : An experienced commercial pilot 15181 hours) struck two power 

lines approximately 20 f eet above ground while on a swath run. The pilot was 
spraying brush in drainage ditches. Total time of the flight was 1.2 hours. 

The pilot had flown over the power lines on a previous swath run. The pilot 
stated the wires were hard to spot because the poles were placed bO to 75 feet 
from the edge of the ditch and obscured by trees and high brush surrounding 
the poles. 

The weather was clear at the time of the accident, 0740, with visibility 
unlimited. The sun was relatively high and not a factor. 

The part of the aircraft impacting with the wires was not reported. The 
aircraft crashed to the ground with damage beyond economical repair. The pilot 
was not injured. The aircraft was carrying liquid non-toxic chemicals. 

Conclusion : The pilot's failure to see and avoid wires with supporting poles 

hidden by trees and brush caused the accident. 

Recommendations : A pilot's warning device identifying wire location when within 

hazardous distance would have been beneficial in wire avoidance. 

Identification was not a factor in this case, as the pilot knew of the loca- 
tion of the wires. 

Forward speed of bO knots had sufficient kinetic energy for wire cutter 
effectiveness, had they been installed. 




AIR TRANSPORTATION 


3-1675 7/2/75 Columbus. MS Hughes 269C 1 Minor Substantial - $10.000 

NTSB Accident Cause : 

Pilot Error: Failed to see and avoid objects or obstructions 

Factor: High obstructions 

The Accident : A commercial pilot (2311 hours) struck two power wires approxi- 

mately 20 feet above ground while approaching a field to check crops. Total 
time of the flight was 15 minutes. The pilot had flown 6.4 hours in the last 
24. The pilot did not see the wires until Impact. The sun had gone down and 
the tinted aircraft windshield created less visibility. The wires blended in 
with the trees in the background. 

At the time of the accident. 1930. the sky was clear with visibility of 
10 miles. It was dusk. 

Hire Impact was with the rotor mast. The aircraft was suspended momentar- 
ily and fell to the ground sustaining further damage. The pilot received minor 
Injuries. 

Conclusion : The pilot's failure to see and avoid the wires during a period of 

low visibility caused the accident. 

Recommendations : A pilot's warning device identifying wire location when within 

hazardous distance would have been beneficial in wire avoidance. 

Identification of wire location in relation to known ground objects prior 
to flight would have aided the pilot in avoidance. 

Forward speed of the aircraft above 30 knots would have provided sufficient 
kinetic energy for wire cutters to be effective had they been installed. 

Pilot's Recommendation : "Avoid crop inspection under low visibility conditions. 
Acddenc could have been avoided if visibility greater." 


AORICULTUKK 
Aerial Application 


1-2397 9/1/7S Byron, CA Ball 205A1 1 Minor Injury Substantial - $)rtO t l)OQ 

NTSB Accident Cause : 

Pilot Error: Failed to see and avoid objects or obstructions 

The Accident ; A commercial pilot (2100 hours) struck a power pole while reeon- 
noitering a field for areas missed during application. The pilot was spraying 
a tomato field. The pilot was hovering parallel to a power line. As he came 
90* to a power pole .'he main rotor blades struck the pole. The aircraft turned 
45° to the left and settled to the ground. 

The weather was clear at the time of the accident, 1115, with visibility 
of 15 miles. The sun was high and not a factor. 

The aircraft suffered substantial damage. The passenger was bruised; the 
pt lot was uninjured. The aircraft was carrying non-toxic chemicals. 

Conclusion : The pilot’s failure to avoid the power pole while hovering caused 

the accident. 

Recommendations : A pilot warning device identifying wire location when within 

hazardous distance might have been beneficial in wire avoidance. 

Pilot’s Reconinendatio "Emphasize over and again importance of constant 
alertness." 


air TRANSPORTATION 
Power Line r 


3^248? 3/ 22/73 Compton. KY Hughes 2fi1r v„ , 

S—S-i&iC No^lnjurles Pea t roved- S2o , non 

NTSB Accident <*--rr 

-Hot Error: 1. Failed to aee and ovoid object. or obetructlon, 

F«tor: Sonsl.ro operation of aircraft 

The Accident: A coamercial pilot \ 

above ground while on a powerline i ^ 8trUCk 3 P ° W * r Une 75 feet 

waa 1 1/2 hours. The pilot hit a AOO^rwi” 18810 "’ **** ^ ^ fllfiht 

see a pole on his left which he bell * ^ ^ ab ° Ut mldWay - He «uld 

b«t not the pole on the right, which™, hidden 'bTtrl ^ ^ h* 1 " 8 ln8PeCCed ’ 
the wire. y trees. The pilot did not see 

At the time of the accident. 1045 

of 5 miles. There was haae. The piioi stat^eY* 8 ^7 ^ Vl ’ ibillty 
time of the wire strike. Sun *** ln hls eyes at the 

- z r.:":.:.";:;™.- ~ - - — .... 

the wire entangled. There were no injuries or fire! ^ a “ ltUde Wlth 
Conclusion: The pilot , R f-n. . 

Elor. being a factor, cauaed “he' T ^ ^ S “ n ' 

- — - * Part of the ^ ’“»• 

Re conpendatlona : A pilot’, warning device Identlf.i , 

Within harardou. di.tanc. wonld have been beneficial VZ Z21T 

however, auch a chart laid ^^“the^pUo!! 1 '" 10 " ““ 

-ire cutter, to be effect LVthI’ b^i^nlT*"' kI "“ U ' ; 


AGRICULTURE 
Aerial Application 


3-2511 3/20/75 Mtuaford. NY Hughe* 269B 1 Minor Destroyed - $37.500 

NTSB Accident Cause ; 

Pilot Error: Failed to see and avoid objects or obstructions 

Factors: High obstructions 

Hidden obstructions 

The Accident : A commercial pilot (1250 hours) struck two power wires approximately 

20 feet above ground while on a swath run spraying corn. Pilot pulled the air- 
craft over a house and dipped back into the field. The helicopter struck the 
powerline which the pilot had not seen on his reconnaisance. Total time of the 
flight was 5 minutes or less. The pilot had flown 6.5 hours from midnight to the 
time of the accident. 

The sky was clear at the time of the accident, 175S, with visibility of 15 
miles. The pilot was flying to the east ar.d the sun was not a factor. The report 
states the wires and poles were partially hidden by trees on the northern border. 

The spray boom of the aircraft Initially Impacted with the wires. The air- 
craft went out of control and crashed. There was no fire. The pilot suffered 
minor injuries. The aircraft was carrying liquid toxic chemicals. The pilot was 
exposed after the crash for 1 hour or less, effects unknown. 

Conclusion : The pilot's failure to see wires partially hidden by trees during 

reconnaisance, and avoid them during flight caused the accident. 

Recommendations : A pilot warning device identifying wire location when within 

hazardous distance would have been beneficial in wire avoidance. 

Identification of wire location in relation to known ground objects prior 
to flight would have aided the pilot in wire avoidance.. 

Forward speed of aircraft of approximately 60 knots provided sufficient 
kinetic energy for wire cutter effectiveness had they been installed. 

Pilot's Recommendation : "I felt I did a satisfactory visual reconnaisance. How- 

ever, it's very hard to see wires when the polos are placed in the tree lines. 

Perhaps some type of markers could be hung on the lines where the wires are strung 
between 'hidden* poles." 

Note: Fire extinguisher mounted on left forward door post did not cause injury. 

Report recommended relocation, however, due to Its position in relation to pilot s head. 


AIR TRANSPORTATION 


3-2335 7/24/75 Hillsdale . IN Bell 206B 2 Minor Substantial - $25,000 

NTSB Accident Cause ; 

Pilot Error: Failed to aee and avoid objects or obstructions 

Factor: High obstructions 

The Accident : An experienced commercial pilot (5237 hours) struck 2 long span 

power wires approximately 35 feet above the ground while in a final approach 
to landing. The pilot was carrying a passenger to a construction site. Total 
time of the flight was 30 minutes. The pilot stated he and the passenger first 
saw the wires about 10 feet from the helicopter and slightly below them on the 
left. The pilot attempted to climb to avoid them, but was not successful. 

Poles supporting the wires were approximately 400 feet apart. 

At the time of the accident, 1020, the sky cover was scattered at 8,000 
feet with visibility of 7 miles. The sun was relatively high and not a factor. 

The tall rotor Impacted initially with the wires. The pilot autorotated 
the aircraft, which landed hard causing further damage. The pilot and passenger 
received minor injuries. 

Conclusion : The pilot’s failure to see and avoid the wires while landing at a 

road construction site caused the accident. Poles supporting the wires were 
unobstructed from view. 

Recommendations : A pilot's warning device identifying wire location when within 

hazardous distance would have been beneficial in wire avoidance. 

Identification of wire location in relation to known ground objects prior 
to flight would have aided the pilot in avoidance. 

Approach landing speed of the aircraft estimated to be around 30 knots 
would have provided sufficient kinetic energy for effective wire cutter use; 
however, pilot's attempt to stop descent and to climb would make their use 
questionable. 


AGRICULTURE 
Aatlal Application 


3^2593 6A0475 Croat Falla, MT Bell 47C-3 1 Minor Inlurv Destroyed - S2S.nnn 

NTSB Accident Cause : 

1. Power plant failure for undetermined reasons 

2. High obstructions 

Factor: pilot fatigue 

T he Accident : A commercial pilot (740 hours) struck a power line approximately 

40 feet above ground, while in recovery from a momentary power loss which caused 
aim to settle into power lines. The pilot was approaching a wheat field for 
spraying. The pilot had 12 hours flying time in the last 24 hours. 

The weather was clear at the time of the accident, 1430, with visibility 
of 50 miles. The sun was high and not a factor. 

The rotor blades impacted with the power line. The aircraft crashed to the 
ground and caught on fire. The pilot received minor injuries. The aircraft was 
carrying non>toxic chemicals. 

Co nclusion : Momentary power loss while approaching a field for spraying caused 

the aircraft to settle into the power line. 

Re commend. lions : A pilot •. warning davlc. Identifying wire location when within 
hazardous distance would have been beneficial in wire avoidance. 

Forward speed of the aircraft above 30 knots would have provided sufficient 
kinetic energy for wire cutters to be effective had they been installed, however 
in this case main rotor blades impacted with the wires and the effectiveness of 
wire cutters is questionable. 


PUBLIC SERVICE 
Police Patrol 


3-2645 7/24/75 Atlanta. CA Hughes 269C Two Serious Destroyed by fire - $56,000 

NTSB Accident Cause : 

Miac: Powerplant failure for undetermined reasons 

Pilot Error; 1. Failed to see and avoid objects or obstructions 
2. Diverted attention from operation of aircraft 

Factors: High obstructions 

The Accident: An experienced commercial pilot (2173 hours) struck trees while 

attempting to avoid a wire during an autorotation landing. The pilot was on a 
routine police patrol when the aircraft engine lost power. The total time of 
flight was 10 minutes. 

At the time of the accident, 1639, there was haze with visibility of 12 
miles. Heather was not a factor. 

The pilot lost engine power and elected to land in the front yard of a resi- 
dence. During autorotation, he saw a wire, attempted to avoid it, and the tail 
rotor struck trees. The aircraft crashed and caught fire. The pilot and passen- 
ger were seriously injured. 

Conclusion : Not a valid wire strike for this study, as the pilot struck trees 

attempting to avoid a wire during an emergency autorotation. 


Recommendation: 


None 


AIR TRANSPORTATION 


3 _ "2659 8/30/75 Collins, IA Bell 47 2 Minor Substantial ~ $11,000 

NTSB Accident Causa : 

Pilot Error: 1, Inadequate prefllghc preparation and/or planning 

2. Mismanagement of fuel 

Factors: High obstructions 

Complete power loss 

..Accident : A commercial pilot (1284 hours) struck 4 power wires 30 feet 

high and 1 telephone cable 20 feet high when the aircraft was autorotating 
to a landing after a power loss. Total time of the flight was 1 hour and 
45 minutes, the majority of which was high power hover work in drying out 
a baseball field. The pilot placed the aircraft in autorotation after th? 1 
power failed and selected a street in Collins for a landing. The p'lot cauc 
over a tree and hit the wires. 

At the time of the accident, 0955, visibility was j.0 miles. The pilot 
was flying VFR. Weather was not a factor. 

impact was with the aircraft tail pylon. All wires were broken 
as the aircraft came c’.wn. The aircraft spun counterclockwise after wire 
impact, landed hard, and rolled on its right side. Fuel sumps were empty 
except for several tablespoons of fuel. Just before power loss, the pilot 
had picked up a passenger in Collins and estimated 1/4 tank of fuel, from his 
fuel gauge. 

Conclusion: The pilot's inadequate check of fuel caused the power loss in 

flight. During autorotation to a selected landing site, the pilot came over 
a tree and was too late to avoid a wire strike. 

Recommenda tions : Forward speed of the aircraft during autorotation of around 

30 knots may have provided sufficient kinetic energy for wire cutters to be 
effective had they been installed. 


AGRICULTURE 
AERIAL APPLICATION 


3^3142 6 / 1 9/ 75 Paulding, OH Be ll 47 G2 No Injuries Substantial - S 28. son 
NTSB Accident Cause : 

Pilot Error: 1. Failed to see and avoid objects or obstructions 

2. Diverted attention from operation of aircraft 
Factor: High obstruction 

ThejV- cldent : A commercial pilot (1277 hours) struck a power wire approximately 

15 to 20 feet above ground at the end of a swath run. The pilot was on an 
agricu:tural spraying operation. The total time of flight was 3.4 hours. The 
Pilot had made a surveillance flight of the area but was unaware of the wire 
at the end of the field where the accident occurred. The pilot stated the wire 
was obscured in a background of trees and heavy foliage. 

The weather was clear at the time of the accident, 1815, with visibility of 

5 miles. There was haze. The sun was still relatively high and not considered 
a factor. 

The pilot stated he was nearing the end of the swath run and diverted his 
attention to an auto which he thought would cross his flight path. Wire impact 
was with the skid legs. The aircraft made a hard landing, damaging the tail 
rotor. The pilot was not injured. 

Co nclusion : The pilot's failure to see and avoid the wire caused the crash. 

Recommendations: A pilot warning device identifying wire location when within 

hazardous distance would have been beneficial in wire avoidance. 

Identification of the wire location in relation to known ground objects 
prior to flight would havd aided the pilot in avoidance. 

Forward speed of the aircraft of approximately 40 knots would have provided 
sufficient kinetic energy for wire cutter effectiveness had they been installed. 


PUBLIC SERVICE 
POLICE PATHOL 


UH 1 * 5/>3/75 Nr. Bakers! leld^ CA Boll 47(!3I>2 2 Serious Destroyed ~ $53|QOO 

NTSB Accident Cause : 

Pilot Error: Failed to see and avoid objects or obstructions 

Factors: High obstructions 

The Accident : An experienced commercial pilot (4350 hours) struck 4 telephone 

wires about 300 feet above ground over Kern Rtger Canyon, The pilot and passenger 
were our cm to from Bakersfield to Kernsville. Total time of the flight was 15 
minutes. The pilot apparently had no knowledge of the wires until striking them. 

The weather was clear at the time of the accident, 1215, with visibility 
of 30 miles. The sun was at its zenith and not considered a factor. 

The aircraft bubble and main rotor impacted with four 14 gauge steel wires, 
causing the aircraft to crash to the ground. The helicopter was destroyed and 
the pilot and passenger wore seriously injured. 

Cone lusion : The pilot's failure to see and avoid the wires caused the crash. 

Recommendation s : A pilot warning device identifying wire location when within 

hazardous distance would have been beneficial in wire avoidance. 

Identification of wire location in relation to known ground objects prior 
to flight would have aided the pilot In avoidance. 

Forward speed of t>0 to 80 knots provided sufficient kinetic energy for 
wire cutters to be effective had they been installed. 

Recommendation of Chief Pilot, 

IV;mty Sheriff (not i nvolve d in accident): " Continual emphasis on flight safety 

and a course of instruction on mountain flying for all new pilots, and refresher 
course for other pilots." 


AIR TRANSPORTATION 


— H/18/75 Little Rock. AR Sikorsky S-55R N o Injuries Substantial - $ 136.000 
NTSB Accident Cause ; 

Pilot Error: 1. Inadequate preflight preparation and/or planning 

2. Mismanagement of fuel 

Factors: Fuel exhaustion 

High obstructions 

The Accident: A commercial pilot (1661 hours) struck a power line about 30 feet 

above ground, while making an autorotative landing in a street. The pilot was 
conducting familiarization flights for nurses at a hospital. The total time 
of flight was 10 minutes. The pilot picked the street for landing after the 
engine quit, and probably was aware of wires. 

At the time of the accident, 2053, the weather was clear with visibility of 
7 miles. The night was bright. Weather was not a factor in the wire strike. 

The pilot had given one ten-minute familiarization flight and was on the 
second when the engine backfired and quit. The pilot autorotated into the street, 
which was the only place he saw to land. The aircraft struck the power line on 
the way down, sustaining substantial damage. The pilot and four passengers 
were uninjured. 

Conclusion: Engine failure for lack of fuel forced the pilot to land in a street 

area, where contact with a wire caused the accident. 

Recommendation: An independent low level fuel warning system is recommended for 

future design to reduce incidence of fuel exhaustion accidents of this nature. 


AIR TRANSPORTAT ION 


3-3388 10/24/75 Sard Point. ID Bell 47G3B2 No Injury Substantial - $11.000 

NTSB Accident Cause ; 

Pilot Error: Failed to see and avoid obstructions 

Factors: High Terrain 

The Accident: An experienced commercial pilot (7165 hours) struck an electrical 

transmission wire strung across a field approximately 40 feet above ground. 

The pilot was engaged in a takeoff from a meadow. Total time of flight was 
five minutes. The pilot had no knowledge of wires until entanglement. 

The weather was 8000 foot overcast with 15 miles visibility. At the time 
of the accident, 1045, the sun was obscured by the overcast and not considered 
a contributin'; factor. 

Entanglement with the wires from a takeoff speed caused loss of the tail 
rotor and subsequent loss of control, followed by a semi-controlled crash. 

Conclusion : The pilot's failure to see and avoid wires caused the crash. 

Re commends t ions : A pilot warning device identifying wire location when within 

hazardous distance would have been beneficial in w*re avoidance. 

Identification of wire location in relation to known ground objects prior 
to flight would have aided the pilot in wire avoidance. 

Takeoff airspeed of less than 20 knots would not have provided sufficient 
kinetic energy for effective use of external wire cutters had they been installed. 


AIR TRANSPORTATION 


3.3534 H/29/75 Lumber City, PA Bell 206B No Injuries Substantial - $24,500 

NTSB Accident Cause ; 

Pilot Error: 1. Diverted attention from operation of aircraft 

2. Failed to see and avoid objects or obstructions 

Terrain: High obstructions 

The Accident : A high time commercial pilot (3859 hours) struck a power line 

about 200 feet above the ground, while following the Susquehanna River. The 
pilot was engaged in surveillance of strip mining operations. The pilot had 
no knowledge of the wire until striking it. Total time of the flight was 30 

minutes . 

At the time of the accident, 1430, the ceiling was 10,000 ft. with scattered 
clouds at 3,000 ft. Visibility was 15 miles. The sun was not a factor in the 

accident . 

Upon impact, the wire broke and the windshield shattered. The main rotor 
alades were damaged and required replacement. The pilot was able to land the 
aircraft at a heliport. 

Co nclusion : The pilot’s failure to see and avoid a power line extending from 

one hill to another across a river caused the wire strike. 

Recommendations : A pilot warning device identifying the wire location when 

within hazardous distance would have been beneficial in wire avoidance. 

Identification of the wire location in relation to known ground objects 
prior to flight would have aided the pilot in avoidance. 

A forward speed of approximately 80 knots provided sufficient kinetic 
for effective use of external wire cutters had they been installed. 


energy 


AGRICULTURE 
AERIAL APPLICATION 

.8/21/75 Monticello, FL Kell 47D1 No Injuries Substantial - $17.000 
NTSH Accident: Cause : 

Pilot Error: 1. Spontaneous Improper action 

2. Failed to see and avoid objects or obstructions 

3. Misjudged speed and altitude 

Factors: Pilot fatigue 

Evasive maneuver to avoid collision 

The Accident: An experienced commercial pilot (2125 hours) struck a set of 

wires to his right about 20 feet above ground, after applying controls to avoid 
wires he thought he had seen on his left. The pilot had reacted to a reflection 
on the opposite (left) side of his bubble of the sun shining on the wires on 
his right. The pilot was on a spraying mission. Total time of the flight was 
two hours. The pilot had knowledge of wires on his right before the wire 
strike. 

At the time of the accident, 1815, the weather was clear with visibility 
unlimited. The sun was low at the pilot’s left. The statement of the pilot 
that the sun shining on the wires created an image on the left side of the bub- 
ble, implicates the sun as a possible factor in this accident. 

The aircraft boom initially struck a bottom wire. The aircraft then crashed 
with substantial damage. The pilot was uninjured. 

Conclusion: The pilot's error in attempting to avoid a reflection of wires on 

his left, and thereby striking the actual wires on his right, caused the acci- 
dent. The bubble design is suspect, also. 

Recommend at ions : A pilot warning device to indicate wire location with reference 

to the flight path would have been beneficial. 

Identification of wire locations in relation to ground objects prior to 
flight would not have aided as the pilot knew t lie location of the wires to his 
right. 

Forward speed of 30 knots might have provided sufficient kinetic energy for 
use of wire cutters had they been installed. 
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PUBLIC SERVICE 
POLICE PATROL 
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AGRICULTURE 
AERIAL APPLICATION 


3-0167 2/3/76 Oahu. HI Hiller UH-12E No injury Substantial - $53.000 

NTSB Accident Cause : 

Pilot Error: Failed to see and avoid objects or obstructions 

Factors: Terrain - High obstructions 

The Accident : A high time experienced agricultural pilot (3963 hrs/22 last 10 

days) struck six 12-gauge braided copper wires strung across a sugar cane field 
15 feet above ground. The pilot was engaged in treating a level sugar cane 
field with a weed defoliant. Total time of flight was 30 minutes. The pilot 
had no knowledge of wires until entanglement. 

The weathe.' was clear with 20 miles visibility. At the time of accident, 
0915, the sun was relatively high and not considered a contributing factor. 

Upon entanglement with the wires, at a forward speed of approximately 5 
knots, the helicopter made a forced landing. The wires entangled the main 
and tail rotors, causing major damage to the craft. 

Conclusion : The pilot's failure to adequately identify all wires in the field 

prior to commencement of work, is the primary cause of the accident. 

Recommendation : A pilot warning device continuously identifying wire location 

when within hazardous distance would have been beneficial in wire avoidance. 

Identification of wire location in relation to known ground objects prior 
to flight would have aided the pilot in avoidance. 

Forward speed of 5 knots at time of impact probably would not have pro- 
vided sufficient kinetic energy for effective use of external wire cutters had 
then been installed. 


IE IT I | n ipn i 


AGRICULTURE 
AERIAL APPLICATION 



3-0384 3/17/76 Dows. Iowa Bell 47- C-2 No Injury Destroyed - $4 , 2 ^ 8 70 

NTSB Accident Cauae : 

Pilot Error: 1. Inadequate pref light preparation and/or planning 

2. Failed to see and avoid obstructions 

Factors: High terrain 

The Accident : A high time experienced agricultural pilot (3400 hrs./3.0-last 

10 days) struck three strands of (7200 volt) electrical transmission wire crossing 
a highway at approximately 20 ft. above ground. The pilot was engaged in a grass 
seeding operation on the center divider between a parallel road system. Total 
time of flight was 10 minutes. The pilot had no knowledge . c the wires until 

entanglement. 

The weather was 1500 foot overcast with 5 miles visibility. The pilot 
reported difficulty in seeing the wires against the cloud background. At the 
time of accident, 0935, the sun was relatively high, and not considered a con- 
tributing factor. 

Upon entanglement with the wires at a forward speed of approximately 38 
knots, the pilot was forced down after 50 feet of flight. The wires struck and 
remained entangled with the main rotor. 

Conclusion : The pilot’s failure to locate wires relative to known ground objects 

and visual blending of wires with the overcast caused the crash. 

Recommendation : A pilot warning device continuously identifying wire location 

when within hazardous distance would have been beneficial in wire avoidance. 

Identification of wire location with known ground objects prior to flight 
would have aided the pilot in wire avoidance. 

Forward speed of estimated 38 knots should have provided sufficient kinetic 
energy for effective use of external wire cutters had such device been installed. 
However, main rotor engagement of the wires rather than cockpit impact makes use 
of the external wire cutters questionable. 
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AIR TRANSPORTATION 


3-0865 4/12/76 N. Miami Beach. FL Bell 47-0 3 Minor Injur ies Destroyed -$23 ,500 

NTSB Accident Cause : 

Pilot Error: 1. Inadequate preflight preparation and/or planning 

Miscellaneous Conditions: 1. Fuel exhaustion 

2. Complete engine failure 

3. Forced landing off airport 

The Accident : An experienced helicopter pilot (1887 hrs) struck the power 

lines connected to traffic lights with the main rotor of the aircraft, when 
engaged in an emergency autorotation caused by fuel starvation. The pilot 
was returning from conducting a sight-seeing tour of the Everglades when the 
engine lost power due to lack of fuel. In attempting to avoid landing on an 
automobile in the emergency aur~rotation, the pilot struck the traffic light 
lines. Total time of flight was 1 hour, 4 minutes. The pilot saw the wires, 
but was unable to avoid entanglement due to the emergency auto avoidance 
maneuver . 

The weather was scattered clouds with 15 miles visibility. Neither the 
weather, nor sun angle had any bearing on this accident. 

The helicopter struck the traffic signal cables at approximately 25 knots, 
cutting some and throwing wires clear of aircraft. 

Conclusion : The pilot's failure to monitor fuel and subsequent engine fuel 

starvation was the cause of the crash. The resulting wire strike is incidental 
and not a cause factor in this accident. 


Recommendat ions : None 


AGRICULTURE 
AERIAL APPLICATION 


3-1?. 24 5/10/76 Spokane. HA Bell 47G-3B One M inor Injury Substantial - $40,000 


NTSB Accident Cause; 


Pilot Errors 


1. Operated carelessly 

2. Failed to see and avoid objects or obstructions 


Factors: High terrain 

The Accidents An experienced agricultural pilot (2200 hours/ 20 hrs last 10 days) 
struck three power distribution lines crossing a grain field that was being 
treated with a herbicide. The wire strike occurred after one hour of flight on 
the pilot's third swath run in the same field. The pilot was aware of the wires 
located 30 feet above the field. 

The weather was scattered clouds at 6000 fee.:, 10,000 foot overcast with 
50 + m ii e8 visibility. At the time of accident, 1230, the sun was near zenith 
and not considered a factor in the accident. 

Upon entanglement with the wires at forward speed of approximately 45 knots, 
the aircraft was forced down after 80 feet of flight. The wires struck the main 
rotor mast and tail rotors. 


Conclusion s The pilot’s inattention to detail of known wires was the primary 
cause of the accident. 

Recommendation s A pilot warning device continuously identifying wire location 
when within hazardous distance would have been beneficial in wire avoidance. 

NTSB Recommendation s Institute stricter roles and safety policy for ag operations 
in wire environments . 

Forward speed of estimated 45 knots should have provided sufficient kinetic 
energy for effective arc of external wire cutters had such a device been installed. 
However, main rotor engagement of wires rather than cockpit impact makes use of 
the external wire cutters questionable. 


AGRICULTURE 
AERIAL APPLICATION 

Dallas Center, Iowa Hiller UH-12I) No Injury Destroyed - 53 2,000 

MSB Accent Cause.? 

Pilot error: Failed to see and avoid objects 

The Accident : An experienced agricultural pilot (2338 hrs/7 hrs last 10 days) 

struck one cable of electrical power lines adjacent to a field he was working, 
with the tail rotor of his craft approximately 20 feet above the ground. Total 
time of flight was 45 minutes. The pilot knew of wire location, but misjudged 
distance on pull up and turn around for next swath run. 

The weather was clear with 8 to 10 miles visibility. At the time of accident, 
0700, the sun was relatively high and not considered a contributing factor. 

Upon entanglement with the wire at less than 5 knots, the tail rotor wrapped 
around the wire with such rapidity as to cause the helicopter to crash within 25 
feet of the power line. The aircraft was destroyed in the ensuing fire. 

Conclusion : The pilot's failure to properly judge distance from the wires was 

the primary cause of the accident. 

Recommendation : A pilot warning device continuously identifying wire location 

when within hazardous distance and with increase in warning intensity with 
impending impact would have been beneficial in wire avoidance. 

Pilot’s Recommendation: "All flights along power lines should be made with the 
direction of the lines thus avoiding any pull ups into the wires." 


AIK TRANSPORTATION 


3-11 42 6/10/76 Somerset. CO Bell 470-3IU Two Fatal Destroyed - $45,000 

NTSB Accident Cause : 

Pilot Error: 1. Failed to see and avoid objects or obstructions 

2. Unwarranted low flying: 

Factors: Terrain - high obstructions 

The Accident : An experienced pilot (1087 hours) struck four 3/4 inch 42 KV 

unmarked electric power line cables crossing a river approximately 70 feet above 
the ground. The pilot with one passenger were enroute to a loading area to posi- 
tion the helicopter for a drilling equipment lift up the mountains. Pilot know- 
ledge of wire location is not known. 

The weather was clear with visibility in excess of 15 miles. At the time 
of accident, 1009, the sun was high and not considered a contributing factor. 

Upon striking the wires at an estimated forward speed of over 45 knots, 
the aircraft caught fire and immediately struck the earth, scattering debris 
over a 330 foot long swath. Both pilot and passenger died in the crash. Accident 
investigation revealed wire strikes on main rotor blades and plexiglass cockpit 
bubble. 

Conclusion : The pilot's failure to see and take timely evasive maneuvers to 

avoid the power lines caused the crash. 

Recommendation : A pilot warning device continuously identifying wire location 

when within harardous distance would have been beneficial in wire avoidance. 

NTSB Investigator Recommendation : "Power lines must be clearly marked, whenever 

the line lies in the path of flight, even though the possibility of flight over 
the route obstructed by the line is extremely remote." 

Forward speed in excess of 45 knots should have provided sufficient kinetic 
energy for effective use of external wire cutters had such device been installed. 
However, accident investigation indications of main rotor engagement plus cockpit 
impact makes use of the external wire cutter questionable. 


AIR TRANSPORTATION 


3-1495 6/26/76 Nr. Lampasas. TX Hughes 269C Minor Injury Substantial - .$13,0 00 

NTSB Accident Cause ; 

Pilot Error: Failed to see and avoid objects or obstructions 

Factors: Terain - High obstructions 

Struck power lines beside highway 

The Accident : A relatively inexperienced pilot (300 hrs) struck electric power 

lines running parallel to a highway approximately 20 feet above ground. The 
pilot was attempting a landing to come to the aid of a friend that had been 
apprehended by the Texas Highway Patrol for speeding. The police-apprehended 
friend was driving the car that was intended for return of the pilot and his 
passenger girl friend after the helicopter ferry mission. The pilot had no know- 
ledge of the wires until entanglement. 

The weather was 5000 foot overcast with 10 miles visibility. At the time 
of accident, 1735, the sun was relatively low but not considered a contributing 
factor. 

At time of entanglement with the power lines, the helicopter was in a hover 
about 6 feet from the ground and the pilot nulled up into the wires. One of the 
main rotor blades was ripped off and the aircraft came to rest on its skids. 

The emotional envolvement of the pilot with the ground situation possibly 
caused a stress situation that taxed his ability, or capability, for prudent 
observation of obstructions to safe flight. 

Conclusion : The pilot’s envolvement with an external emotional situation over- 
taxed his limited flight ability to exercise due caution and care for avoidance 
of obstructions and thereby caused the crash. 

Recommendation: Limited time pilots devote full attention to aircraft flight 

and avoid any external distractions that would unduly tax safety of flight. 

Effective use of a pilot wive warning device in this accident is question- 
able since the pilot was in a partial hover and raised the aircraft into the 
wires. 

External wire cutters would not have been effective in this accident. 


AGRICULTURE 
AERIAL APPl.ICAT LON 


3-15SI 6/ 17/7.6 Ravcnder f AE Roll 4 7 B One seriou s Substantial - $15,000 

NTSB Accident Cause ; 

Pilot error r Misjudged clearance 

Factor: Miscellaneous conditions - sun glare 

The Accident: A high time experienced agricultural pilot (6900 hrs/17 hrs 10 days 

prior) struck electrical power lines during pull up from swath run at approximately 
20 feet above ground. The pilot was engaged in applying a defoliant to pasture 
underbrush. Total time of flight was one hour and 30 minutes. The pilot had 
knowledge of wire location. 

The weather was clear with unlimited visibility. At the time of accident, 
0800, the sun was at such an angle as to cause pilot blinding on pull up from 
the swath run and is considered a contributing factor in the accident. 

Entanglement with the power lines occurred on the pull up from the swath 
run at minimum speed. The main rotor and spray boom engaged the power lines. 

The wire hroke and became engaged with the tail rotor shaft, causing the aircraft 
to crash in the immediate area of the wires. The aircraft sustained substantial 
damage and the pilot received serious injury. 

conclusion: The pilot's failure to properly Judge distance to the wires on pull 

up caused the helicopter to become entangled with the power lines and caused the 
crash. 

R ecogroenJntlon : Agricultural pilots conduct swath runs parallel to power Lines 

to avoid Judgement errors on pull up for turn arounds. 

A pilot warning devices continuously identifying wire location when within 
hazardous distance might have been beneficial in wire avoidance. 

The minimal speed of wire entanglement probably would not have provided 
Hut tic tent kinetic energy for effective use of external wire cutters. Main and 
tall rotor wire engagement would have precluded effective usage of cockpit mounted 
wire cutters. 


AGRICULTURE 
AERIAL APPLICATION 


3-1716 7/10/76 Goodins, ID Hushes 300C No Injury Substantial - $25 f 000 

NTSB Accident Cause : 

Pilot errors Pulled to see and avoid objects or obstructions 

The Accident s A high time experienced agricultural pilot (3093 hrs/27 hrs 10 
days prior) struck power lines crossing a plowed field at approximately 20 feet 
above the ground. The pilot was airborne for his first pass from a chemical 
truck when he struck the power line with the left skid. The pilot had no know- 
ledge of the wire until entanglement. 

The weather was clear with 10 miles visibility. At the time of the acci- 
dent, 1030, the sun was high and not considered a contributing factor. 

Upon entanglement with the wires at a forward speed of approximately 40 
knots, the wire failed to break and forced the aircraft to the ground. 

Conclusion s The pilot's failure to see the wires in time to take evasive action 
caused the accident. 

Recommendation s A pilot warning device continuously identifying wire location 
when within hazardous distance would have been beneficial in wire avoidance. 

Pilot Recommendations s Wires in the middle of fields - (1) should have more 
poles; (2) be marked with orange ball; (3) be taken down; (4) aircraft should 
have been equiped with wire cutters. 

Forward speed of estimated 40 knots should have provided sufficient kinetic 
energy for effective use of external wire cutters had such device been installed. 
With just initial port skid wire engagement in this accident, wire cutters could 
possibly have been effective. 


AIR TRANSPORTATIO N 


i^iZM 2/26/76 Westport, WA Bell 206B No InHtriea S ubstantial - $ 100.000 
NTS3 Accident Cause : 

Pilot Error: Misjudged clearance 

Factors: Terrain - High obstructions 

I h £. A £ cldent i An experienced private pilot (2935 hra) struck power lines when 
attempting a landing on a sand beach when approximately 15 feet in the air. The 
pilot was conducting pleasure flight for friends from a sand beach. Total time 
of flight was 50 minutes. The pilot was not familiar with the area and had no 
knowledge of the wires until entanglement. 

The weather was clear with 25 miles visibility. At the time of accident, 
1600, the sun was relatively high and not considered a contributing factor. 

Wire entanglement occurred just prior to landing, with the tail rotor strik- 
ing the wires first. Tail rotor control was lost with the initial wire strike 
and autorotation from about four feet caused the aircraft to hit left side down 
causing a roll over into the main rotor and ultimate aircraft destruction. 

There were no injuries. The pilot was flying with medical limitation for glasses 
for near vision. 


Conclusion : The pilot's failure to see the wires and take proper evasive action 

was the cause of the accident. 


Re c o mmendati o n : A pilot warning device continuously identifying wire location 

when within hazardous distance would have been beneficial in wire avoidance. 


The near hover speed approaching landing probably would not have provided 
sufficient kinetic energy for effective use of external wire cutters had such 

device been installed. Initial tail rotor entanglement could not have been avoided 
with wire cutters. 


AIR TRANSPORTATION 


3-1792 3/15/76 Sheep Mountain, AK Hiller UH-12KJ Fatal Destroy ed - $79,000 

NTSB Accident Cause : 

Pilot Error: Failed to see and avoid objects or obstructions 

Factors: High Obstructions 

The Accident : A high time experienced commercial pilot (5856 hrs) struck 16 or 

more telephone lines crossing a river bed at an altitude of approximately 170 feet. 
The pilot was ferrying the aircraft at the termination of a day's work. Total 
time of flight was 2.5 hours. Pilot knowledge of wire location is not known. 

The weather was reported as 5000 broken with broken lower clouds at 500 
feet, with occasional rain. At the time of the accident, 1930, with cloud cover, 
light conditions was regarded as dusk. Lack of light and reduced visibility is 
considered a contributing factor in this accident. 

Upon entanglement with the wires at an estimated speed of 60 knots, the main 
rotor sheared off the tail boom and broke off the aircraft. The wreckage f 'll 
from the wires and traveled in the direction of flight approximately 100 feet. 

The crash caused fatal injury to the pilot and total destruction of the aircraft. 

Conclusion : The pilot's failure to see the telephone wires in the reduced visibil- 
ity and darkness in time to take evasive action, caused the crash. 

Recommendation : A pilot warning device continuously identifying wire location 

when within hazardous proximity would have been beneficial in wire avoidance. 

Own er's Recommendations : "Accident could have been prevented if telephone wires 

had been marked. There are no visible poles on either bank of the river; the wires 
are 300 ft and 100 ft above the ground on either end and have an uninterrupted 
span of more than 1/4 mile crossing the river. I feel this accident was caused 
by gross negligence of the operators of the telephone wires for not putting 
markers along the span." 

Foward speed of estimated 60 knots should have provided sufficient kinetic 
energy for effective use of external wire cutters, had such devices been installed. 
However, the cluster of over 16 wires striking the aircraft In the rotor assem- 
blies in addition to the cockpit, would probably have invalidated any beneficial 
effect of wire cutters. 


transportation 
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AGRICULTURE 
AERIAL APPLICATION 


>1866 6/10/76 Rupert, I D Hiller UH-l dK None D^royed — " , 

NTSB Accident Cause 

Pilot Error: l. Inadequate preflight preparation and/or planning 

2. failed to see and avoid objects or obstructions 


Factors: Terrain - High obstructions 

The Accident : An experienced agricultural pilot (1300 hrs/8 hrs last 10 days) 

struck a telephone wire, estimated at 3 feet, crossing a field he was starting 
to spray. The pilot was engaged in applying a toxic chemical to the grain field 
and this was his first pass. The pilot had no knowledge of the telephone wire 
until entanglement. 

The weather was clear and calm with unlimited visibility. At the time of 
the accident, 0645, the sun was low and was a contributing factor, in that the 
pilot was flying into the sun and had his visor lowered for better visibility. 

Wire entanglement occurred at a forward speed of approximately 40 knots. 

A detailed description of the ultimate crash is not known, other than the air- 
craft was damaged beyond economical repair. The pilot was not injured. 


Conclusion : The pilot's failure to see the wires and conduct evasive maneuvers 

is the cause of the accident. 


Recommendation : A pilot warning device continuously identifying wire location 

when within hazardous distance would have been beneficial in wire avoidance. 


Identification of wire location with known ground objects prior to flight 
would have aided the pilot in wire avoidance. 


Forward speed of 40 knots should have provided sufficient kinetic energy for 
effective use of external wire cutters had such devices been installed. 


AIR TRANSPORTATION 
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AGRICULTURE 
AERIAL APPLICATION 


3-2124 4/3/76 C p ro e r J j _ G A Hugh es 269A One serious, one minor S ubstantial - $16 r 0Q0 
NTS3 Accident Cause ; 

Pilot Error: Called to see and avoid objects or obstructions 

The Accident: A limited experience agricultural pilot (614 hrs) struck a power 

line crossing a field at an altitude of approximately 20 feet. The pilot was 
engaged In a spray rig test flight with a mechanic on board to visually check 
for suspected vibration problems. The helicopter had just lifted off for the 
flight when the power line was engaged. The pilot had no knowledge of the power 
line until entanglement. 

The weather was clear with 8 miles visibility. At the time of accident, 

1805, the sun was low and on the pilot's left side, causing the wires to be 
difficult, if not impossible to see. The sun elevation was a contributing fac- 
tor in this accident. 

Upon entanglement with the wires at a forward speed of about 10 knots, the 
wires engaged the helicopter skids. One wire broke instantly, but the other 
detained the machine to almost a complete stop, when it parted, causing the 
helicopter to pitch forward uncontrolled into the the ground. 

Conclusion: The pilot's failure to locate wires relative to anticipated flight 

patterns, and ultimate failure to see and avoid the wires caused the crash. 

Rr coign endat ion: A pilot warning device continuously identifying wire location 

when within hazardous distance would have been beneficial in wire avoidance. 

Identification of wire location with known ground objects prior to flight 
would have aided the pilot in wire avoidance. 

While forward speed and kinetic energy were low for wire cutting, installa- 
tion of an external wire cutter would have been beneficial in freeing the heli- 
copter from the resultant skid wire entanglement and could have prevented the 
accident. 
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AGRICULTURE 
aerial application 


— 2J1UA Lore City. OH H-nj Pr tm r‘r m, r . 

So injury, Substantial - SAn nnn 

jjTSB Accident CaiiHA ; " T ~ 

Pll0C Falled - - - -Old objects or ^erections 

Factors. Terrain - High obstructions 

— <•« -> — - - 

— - — ;r: th ; ~ - 

run. Time of flight was 5 minutes The ”‘ S “ hls tltac 

entanglement . ' P had kno »ledge of th. wire until 

The weather was clear with 10 miles visibilit-v 

1915, the sun was still relatives him a ° f the accIdetlc ’ 

y igh and not considered a contributing factor. 

appro^Tir z\z it°: r the tubbu « • — - 

-or control rods, and cut tie “T T ““ ^ 

helicopter mede a control descent into the field „ i ' ““ t0tM ^ 

Pilot was not Injured. 8 “ tenslve d ““*e. The 

Conclusion ! The pilot's fa -n ...» i 

objects and failure to see the wires iTtL^t ** ^ 8r ° Und 

the cause of this accident. ° C ° ndUCt evasive maneuvers were 

R£COmendation : A pilot warning device continuously identifying wire locati 

Wh6n Jlthl " ha ~ «“““ — -e been beneficial 

uouid““ r.r 8rou ” d ^ ~ - — 

anetL^rgTior ^ ^ ° £ 40 k "° tS guided sufficient 

—ed. : ^trr.'rrrni^rr had such devices i - 

™ ~ rr 


AIR TRANSPORTATION 


3-2247 6/27/76 Keokuk. Iowa B47J-2A No Injuries Subs t antial - $7.QQQ 

NTSB Accident Cause : 

Pilot Error: Failed to see and avoid objects or obstructions 

The Accident : A commercial pilot (1347 hrs) was engaged in providing helicopter 

sightseeing flights from a commercial store parking lot. The aircraft lifted to 
a hover, moved sideways and made a hover turn. During the turn the tail rotor 
struck a telephone cable causing the pilot to lose control. He made an emergency 
descent and hard landing with no injury to passengers or himself. The aircraft 
suffered substantial tall rotor and landing skid damage. 

The weather was clear with unlimited visibility. At the time of the acci- 
dent, 1600, the sun was high and not considered a factor in the accident. 

Wire entanglement occured in hover and information regarding continued wire 
Interference after initial impact is not known. 

Conclusion : The pilot's failure to locate wires relative to known ground objects 

caused the crash. 

Recommendation : Use of a pilot warning device continuously identifying wire loca- 

tion when within hazardous distance is questionable in this instance. 

Identification of wire location with ground objects would have aided the 
pilot in wire avoidance. 

The lack of forward speed and initial tail rotor wire engagement would have 
precluded any use of external wire cutters. 


AIR TRANSPORTATION 


3 " 23 33 5/4/76 Nr, Alsea, QR Hiller UH12E No Injury Substantial ~ $12,000 

NTSB Accident Caus e: 

Pilot Error: Failure to see and avoid objects or obstructions 

Factors: Weather - low ceiling 

Terrain - High obstructions 

The Accident : A high time experienced pilot (3832 hrs) struck three power lines 

crossing a major mountain highway at an estimated altitude of 200 feet above 
the terrain. The pilot was ferrying the aircraft to a Forestry Station for use 
in timber spray operations. Total time of flight was 15 minutes. The pilot 
had no knowledge of the wires until entanglement. 

The weather was 200 feet overcast with a visibility of 10 miles. The pilot 
was below the overcast and attempting to remain in the clear by following the 
major mountain highway. At the time of the accident, 0605, the sun was low, 
but obscured by the overcast and not considered a factor in this accident. 

Conclusion : The pilot's failure to see the power lines, which were obscured 

by the low overcast, was the cause of the accident. 

Recommendation : A pilot warning device continuously identifying wire location 

when within hazardous distance would have been beneficial in wire avoidance. 

Foward speed at the time of impact is not known and wire cutter effectiveness 
cannot be evaluated. 

Pilot's Recommendation : Mark power lines at summit crossings. 


AIR TRANSPORTATION 


3" 2412 8/12/76 BrownavlUe. TX En3trom F-28A One Minor Destroyed - $65,000 

NTSB Accident Charge : 

Pilot Error: Failed to see and avoid objects or obstructions 

Factors: Failed to maintain adequate rotor RPM 

Terrain: High obstruction 

The Accident : A high time experienced commercial pilot (9675 hrs) struck a tele- 

phone line with the main rotor, while attempting an emergency landing adjacent 
to a highway. The pilot was engaged in providing aerial observation of real 
estate properties to his two passengers. Total time of flight was about one 
minute. The pilot was aware of wires and was attempting to maneuver the aircraft 
for wire avoidance when the main rotor struck. 

The weather was clear with 15 miles visibility. At the time of the accident, 
1250 , the sun was near zenith and is not considered a contributing factor. 

Upon main rotor entanglement with the telephone wire, the blades were deflected 
down, cutting otf both tail rotor and boom. The aircraft rolled to the left and 
resulted in total destruction of the craft. 

Ccnclusion : The pilot’s envolvement with deteriorating main rotor RPM and attempted 

forced landing resulted in inadvertent telephone wire entanglement that caused the 
crash. 

Recommendation: Use of a pilot warning device continuously identifying wire 

location would not have been beneficial in wire avoidance. 

External wire cutters would not have been effective in this accident. 


AIR TRANSPORTATION 


3-2425 8/9/76 Br ewster. N.Y . Bell 47P-1 Two Fatal Destroyed - $16,500.^ 

NTSB Accident Cause : 

Pilot Error: Failed to see and avoid objects or obstructions 

Factor: High terrain 

The Accident : A low time commercial pilot (520 hrs) struck two electrical 

transmission lines crossing a highway at approximately 25 feet. The pilot was 
engaged in a pleasure flight along a major highway. Total time of flight was 
32 minutes. The pilot had no knowledge of wires until entanglement. 

The weather was partial obscuration at 1500 feet, 6 miles visibility in 
haze. Witnesses to the accident reported no difficulty in observing wires from 
the ground. 

The helicopter struck the power lines between the plastic bubble and main 
rotor with sufficient energy to swing the craft upside down and onto the high- 
way, killing both occupants and destroying the machine. Speed of impact was 

60 knots. 

Conclusion : THe pilot's failure to see and avoid wires was the cause of this 

accident. 

Recommendation : use of a pilot warning device continuously identifying wire 

location when within hazardous distance would have been beieficial in wire avoi- 
dance . 

Forward speed of estimate. 60 knots should have provided sufficient kinetic 
energy for effective use of wire cutters, had such devices been installed. 


AGRICULTURE 
AERIAL APPLICATION 

3-2829 6/9/76 Eltopla. WA Bell 47G-2 Minor Injury Destroyed - $30,000 

NTSB Accident Cauae : 

Material Failure: 1. Transmission rotor drive system 

2. Tail rotor drive shaft assembly 

Terrain: High obstructions 

The Accident : A high time experienced agricultural pilot (500Q+hrs/25 hrs last 

10 days) experienced a tail rotor assembly failure in flight that caused the air- 
craft to descend uncontrolled through 3 power lines prior to earth impact. 

The weather was clear, with 15 miles visibility. At the time of the accident, 
1230, the sun was near zenith and was not a cause factor in the accident. 

The pilot attempted to avoid the power lines on the emergency descent, but 
the aircraft failed to respond. The machine cut 3 out of 4 power lines, causing 
a fire that ultimately destroyed the craft. The pilot suffered minor injury. 

Conclusion : Mechanical failure of the tail rotor transmission caused the air- 

craft to fall uncontrolled through the power lines. Wire strike in this instance 
wa 3 not a cause factor in the accident. 

Recomm enda t ion : Hone 


AIR TRANSPORTATION 


iz3!32 10/1Z/76 Azt ec, N.M . BelI„2Q6B No_injuries Substantial - spn .nnn 

NTSB Accident Cause : 

Pilot Error: 1. Failed to see and avoid objects or obstructions 

2. Unwarranted low flying 

Factors: Terrain - High obstructions 

T h e Accident ; An experienced commercial pilot (4796 hre) struck some electrical 
power lines crossing a river at approximately 50 feet above ground. The pilot 
was engaged In a low level pleasure sightseeing flight. Total time of flight 
was 25 minutes. The pilot had no knowledge of wires until entanglement. 

The weather was started clouds at 10.000 feet, and visibility was more than 
40 miles. At the time of the accident. 1750, the sun was relatively high and not 
considered a contributing factor to the accident. 

Open Impact with the wires at a forward speed of approximately 50 knots, the 
swaahplate and main rotor control, were damaged. The pilot made a forced landing 

and caused further damage to the tail rotor on touchdown. There were no Injuries 
to the three persons in the helicopter. 

Co nclusion : The pilot's failure to see and avoid wires was the cause of the 

accident. 

Re commendatio n! Use of a pilot warning device continuously Identifying wire loca- 
tion when within hazardous distance would have been beneficial in wire avoidance. 

Identification of wire location prior to flight would have been beneficial. 

Forward speed of estimated 50 knots should have provided sufficient kinetic 
energy tor effective use of external wire cutters, had such devices been Installed. 
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AIR TRA NSPORTATION 

One serious, 

3-3137 7/12/76 New York, NY Bell 47J One minor. One no injur y Destroyed - $72,500 

NTSB Accident Cause ; 

Pilot Error: Failed to see and avoid objects or obstructions 

Factors; Aircraft came to rest in water 

The Accident : A high time commercial pilot (5550 hrs) struck the corner of a 

building under construction on takeoff from an authorized heliport in New York 
City. The pilot with two observers was to conduct a routine railroad patrol. 

Total time of flight was about two minutes. The accident is listed by the NTSB 
as a wire strike, although it appears the main rotor blades struck a steel 
girder adjacent to the heliport. 

The weather was clear with 25 miles visibility. At the time of the accident, 
1402, the sun was high and not considered a contributing factor. 

There was no wire entanglement. 

Conclusion : The pilot's failure to locate the steel girder relative to ground 

objects and rotor diameter was the cause of accident. 

Recommendation : Identification of girder location relative to ground objects 

prior to flight would have aided the pilot in obstruction avoidance. 


AGRICULTURE 
AERIAL APPLICATION 


3-3192 8/18/7 6 Zion Grove PA n n ii /.mi M * , 

* ■*’ Bel l J 7D1 No Injury Substantial - $20 T nnn 

NTSB Accident Cause i 

Pilot Error, Failed to eaa and avoid objects or obatrnctiona 


Factors: 


Terrain - High obstructions 
Conditions - Sun glara 
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PUBLIC SERVICE 
Search and Rescue 


3-3261 9/22/76 Sa n_Bernardino . CA Sikorsky S-55B 4 Fatal Destroyed - $80,000 

NTSB Accident Cause ; 

Pilot Error: 1. Failed to see and avoid obstructions 

2. Improper in-flight decisions or planning 

Factors: Weather - Low ceilings, fog 

Terrain - High obstructions 

Th g„A£ c . ident • An experienced evacuation pilot (1934 hrs) flew into 500,000 
volt electrical transmission lines which were strung across a mountain highway. 

The pilot was engaged in transferring a patient and medical attendents from a 
hospital to a medical center. Total time of flight was 25 minutes. Pilot know- 
ledge of wires is not known. 

The weather was 500 foot overcast with about one mile visibility, with low 
clouds prevalent in the area. At the time of the accident, 1959, it was totally 
dark, and the pilot was attempting to remain clear of clouds by following a major 
interstate highway over a mountain pass. 

The nelicopter passed a major highway intersection, ,flew into the 500,000 
volt power lines, whereby the main rotor was destroyed, and the craft crashed 
inverted, killing all four occupants. Fire and impact destroyed the helicopter. 

; The pilot failed to see the wires due to darkness and weather, and 
flew into them, causing the crash. 

Recomm endation : Use of a pilot warning device continuously identifying wire 

location when within hazardous distance would have been beneficial in wire avoidance 

Identification of wire location in relation to known ground objects prior 
to flight would have aided the pilot in avoidance. 

Forward speed is not known, and no assessment of external wire cutter effec- 
tiveness can be made. 


PUBLIC SERVICE 
Search and Rescue 


3^3275 1 0/31/76 Quake Lake, MT Bell 47J-2 No Injury Substantial - $71.000 
NTSB Accident Cause 

Pilot Errors 1. Inadequate preflight preparation and/or planning 
2. Failed to see and avoid obstructions 

T - fre Accident ; An experienced commercial pilot (3945 hrs) struck a power line 
on takeoff from a remote location. The pilot was engaged in a rescue mission 
for an injured hunter. Total time of flight was less than one minute. The 
pilot had no knowledge of wire location until entanglement. 

The weather was clear with unlimited visibility. At the time of the acci- 
dent, 1810, darkness had set in and was a contributing factor to the accident 
since the wires were not illuminated and location not known to the pilot. 

Upon main rotor entanglement with the wires, the pilot made an inmediate 
emergency descent into a ditch alongside the road. The pilot was not injured 
but the helicopter received substantial da ma ge. 

Conclusion : The pilot's failure to locate wires relative to known ground 

objects prior to takeoff, and wire obscurement by darkness, caused the crash. 

R ecommendation : A pilot warning device continuously identifying wire location 

when within hazardous distance would have been beneficial in wire avoidance. 

Identification of wire location with known ground objects prior to flight 
would have aided the pilot in wire avoidance. 

Takeoff hover speed would not have provided sufficient speed to make the 
use of external wire cutters practical. 

Pilot Recommendation : "More wires in this country should have illuminated 
balls on them." "Don't take anyone's word about existing conditions on obstacles. 
Walk a further distance over the takeoff path than I did," 


AIR TRANSPORTATION 


10/15/76 Nr. Beaver, UT Bell 47G Two Minor Injuries Destroyed - son 
NTSB Accident Cause : 

Pilot Error: Failed to see and avoid objects or obstructions 

Factors: Pilot - Improper level-off 

Terrain - High obstructions 
Miscellaneous - Sun glare 

The Accident: A 2830 hour airline transport rated pilot struck a cluster of 

three high voltage wires with two static shield lines, in a canyon, at an 
altitude of 200 feet above ground. The pilot was engaged in hunting coyotes, 
a vocation that is called predator control. Total time of flight was 45 minutes. 
The pilot was aware of wires in the canyon, but had no knowledge of the exact 
location of wires involved until entanglement. 

The weather was clear with unlimited visibility. At the time of the 
accident, 1045, the sun was high, but the pilot reports glare from flying up 
the canyon into the sun. Pilots statement was "The position of the sun, dark 
background of the trees and hills and our direction of flight (away from visi- 
ble pole) contributed to the accident." 

Upon entanglement with the wires, one of the tail rotor blades parted, 
shortly followed by the other, wherein the helicopter autorotated to the ground. 

In the resulting crash, the helicopter received substantial damage and the two 
man crew suffered minor injuries. 

Conclusion: The pilot's failure to see and avoid wires is the cause of the 

crash. 

Recommendation : A pilot warning device continuously identifying wire location 

when within hazardous distance would have been beneficial in wire avoidance. 

Identification of wire location on aeronautic charts might have been bene- 
ficial in wire avoidance. 

Attempted turn to avoid wires on initial sighting reduced speed so that 
helicopter kinetic energy would not have been sufficient for effective use of 
external wire cutters. Initial tail rotor wire impact further supports this 
observation. 



AIR TRANSPORTATION 


323508 11 /28/76 Nr. Glen Ivy^CA Bell 47J One Fatal Destroyed - S 72.500 
NTSB Accident Cause : 

Pilot Error: Failed to see and avoid obstructions 

Factors: Personnel ■ passenger 

Terrain - High obstructions 
Fire after Impact 

T he Accident : A commercial pilot (1715 hrs) struck three high power lines on 

a night takeoff at approximately 20 feet above the ground. The pilot was 
going to engage in a citrus orchard frost control flight. The total time of 
flight was 30 minutes. The pilot was not familiar with the area and had no 
knowledge of accident wire location. 

The weather was clear with 20 miles visibility. At the time of accident 
0500* It was totally dark. Since the pilot was not familiar with the area, 

he was to be aided by the passenger who summarily directed the pilot to take 
off into the power lines. 

Upon entanglement with the wires on transition from lift-off, the pilot 
attempted to land in the orchard, but about 10 feet above the ground the heli- 
copter rolled to the right, and crashed 60 feet beyond the wires, bursting 
into flames upon impact. In the fire, the passenger died, the pilot was 
severely burned and the aircraft was destroyed. 

Conclusion : The pilot's failure to familiarize himself with hazardous wire 

locations in the takeoff and landing area prior to night operations, and failure 
to see and avoid wires were the cause of this accident. 

Rec o m mendation : A pilot warning device continuously identifying wire location 

when within hazardous distance might have been beneficial in wire avoidance. 

Identification of wire location with known ground objects prior to flight 
would have aided the pilot in wire avoidance. 

Lift-off speed and transition speed would not have provided sufficient 
energy for effective use of external wire cutters. 


MISCELLANEOUS 

CONSTRUCTION 


hi**! 1 . V19/76 Nr. Ephrata, WA Hiller UH-12E On e Serious Destroyed - S79.QOO 

NTSB Accident Cause : 

Pilot Error: Misjudged clearance 

Diverted attention from operation of aircraft 

Factors; Personnel - Ground crewman 

Terrain - High obstructions 

Jfte Accident : An experienced commercial pilot (2200 hrs) was stringing a power 

line with the helicopter when he struck 4 static wire cables, which were sus- 
pended from steel towers in the construction area. The pilot was engaged in 
untangling the new primary power cable from obstructions on the ground. Total 

time of flight is unknown. The pilot was aware of the static cables but mis- 
judged distance. 

The weather was clear with 2 Of miles visibility. At the time of the 
accident, 1600, the pilot experienced dusk lighting and this could have been 
a contributing factor in the accident. 

Upon entanglement, at hover, the wires wrapped around the main rotor 
blade and forced the aircraft to the ground. The aircraft crashed from approx- 
imately 20 feet, and burned after impact. The pilot was rescued from the wreck 
by ground personnel working with the helicopter, and had serious injuries. 

R ecommendation : Identification of wire location with known ground objects prior 

to flight would have been beneficial in wire avoidance. 

The lack of forward speed in this accident, would have precluded any 
effective use of external wire cutters. 

Pilot s Recommendation: "By maintaining continuous radio communications between 

pilot and ground crew - with special care taken by pilot and observer on the 
ground when wires - for one reason or another - are hard to judge the distance 
f rom. " 


PUBLIC SERVICE 
Police Patrol 


3-3696 7/31/76 Westbury, NY Hughes 369 No . In j ur le a Substantial $18,00 

NTSB Accident Cause : 

Pilot Error: Misjudged clearance 

Factors: Terrain - High obstructions 

Weather - Haze 

The Accident : An experienced police officer commercial pilot (3110 hours) 

struck utility wires which were strung across a main turnpike approximately 
20 feet above ground. The pilot was engaged in attempting to make an unsche- 
duled landing to deliver a medical technician to aid victims of an automobile 
accident. Total time of the flight was ten minutes. The pilot was not aware 
of wires until entanglement. 

The weather was clear, with four miles visibility in light haze. At the 
time of the accident, 1710, the sun was relatively high and not considered a 

factor in the accident. 

Upon entanglement vith the Hires, from a hover, the pilot managed to dla- 
engage and execute a controlled forced landing. Main damage to the helicopter 
involved the main rotor and rotor head. 

Conclusion : The pilot's failure to locate and avoid wires in his landing attempt 

was the cause of this accident. 

Recommendation : A pilot warning device continuously identifying wire location 

when within hazardous distance would have been beneficial in wire avoidance. 

Identification of wire location with known ground objects prior to flight 
would have aided the pilot in avoidance of wires. 

Lack of forward speed in hover would have precluded any effective use of 


external wire cutters. 


AIR TRANSPORTATION 


3-3760 10/24/76 Laredo. TX Bell 47G-4A Three Serloua Destroyed - $55.000 

NT SB Ac c id en t Caua e ; 

Pilot Error: Failed to see and avoid obstructions 

Diverted attention from operation of aircraft 
Unwarranted low flying 

The Accident : An experienced commercial pilot (3500 hrs) struck three strands 

of heavy electrical power line 25 feet above ground. The pilot was engaged In 
a deer population survey. Total time of flight was one hour and 15 minutes. 

The pilot had no knowledge of wires until entanglement. 

The weather was clear with 5 miles visibility. At the time of the acci- 
dent. 0915. the sun was relatively high and not considered a contributing factor. 

Upon entanglement with the '-'ires at a estimated foward speed of 40 knots, 
two wires parted, but the third remained attached to the aircraft until the 
crash 150 feet from initial engagement. All three occupants were seriously 
injured and the aircraft was destroyed by fire. 

Conclusion : The pilot's failure to see and avoid wires was the cause of the 

crash. 

Recommendation : A pilot warning device continuously identifying wire location 

when within hazardous distance would have aided the pilot in wire avoidance. 

Identification of wire location with known ground objects prior to flight 
would have aided the pilot in wire avoidance. 

Forward speed of estimated 40 knots should have provided sufficient kinetic 
energy for effective use of external wire cutters, had such devices been installed. 




AGRICULTURE 
AERIAL APPLICATION 


3-051 4 3/29/77 Villa Platte. L A Ball 47G-4A One Serious Destroyed - _J4_5^000 

NT SB Accident Cause : 

Pilot Error; Inadequate pre-flight preparation and/or planning 
Factors; Hidden obstructions 

The Accident : A highly experienced agricultural pilot (11,575 hrs) struck two 

strands of electric powerline which were approximately 50 feet above a field. 

The pilot was engaged in applying herbicide to willow trees in a ditch. Total 
time of flight was approximately two minutes. The pilot had no knowledge of 
wires until entanglement. 

The weather was 800 foot overcast with 5 miles visibility. The pilot did 
not see the wires or supporting poles, as they were surrounded by trees. At 
the time of the accident, 1130, the sun was relatively high and was not considered 

a contributing factor in the accident. 

Upon entanglement with the wires at a low forward speed, the helicopter was 
pitched up and struck the ground, tail rotor first, approximately 150 feet from 
the initial wire strike. A fire started upon impact with the ground, which 
destroyed the aircraft and caused serious burn injury to the pilot. 

Conclusion ; The pilot’s failure to locate wires relative to known given objects, 
to see and avoid wires, caused the crash. 

Recommendations : A pilot warning device continuously identifying wire location 

when within hazardous distance would have been beneficial in wire avoidance. 

Identification of wire location with known ground objects prior to flight 
would have aided the pilot in wire avoidance. 

The low forward speed at the time of impact, and initial tail rotor entangle- 
ment in wires, would preclude the usefulness of external wire cutters. 

Operator Recommendation : "Industrial Helicopters recommends to all pilot that 

each individual job be surveyed by a reconnaissance flight over areas to be 
sprayed, at an altitude sufficient to clear electric lines and make observation 
and mark on maps any and all obstructions on or near proposed spray sites. These 
observations should be made prior to commencement of spraying activities." 


AGRICULTURE 
AERIAL APPLICATION 



3-Q554 3/30/77 Doxter, Missouri Bell 47D-1 No injury Substantial " $15, QUO 

NTSB Accident Cause : 

Pilot Error: Misjudged clearance 

The Accident : A high time experienced agricultural pilot (4800 hrs/25 last 10 days) 

struck high power electrical wires crossing a field approximately 20 feet above 
ground. The pilot was engaged in spraying a wheatfield. Total time of flight 
was 30 minutes. The pilot was aware of the wires, since he had made repeated 
passes under the same wires on previous .swath runs. 

The weather was clear with 10 miles visibility. At the time of the acci- 
dent, 1430, the sun was high and not considered a factor in this accident. 

At a forward speed of approximately 35 knots, the tail rotor struck the 
power lines and the aircraft made one uncontrolled rotation and then struck the 
ground, rolling on one side. The pilot had made an early pull up to avoid a 
tree on the swath run and misjudged distance from the power line. 

Conclusion : The pilot's failure to properly judge distance from the power line, 

and his premature pull up to avoid a tree, caused the crash. 

Recommendation : A pilot warning device identifying wire location, could pos- 

sibly been beneficial in wire avoidance. 

toward speed of 35 knots provided sufficient kinetic energy for effective 
use of external wire cutters, but tail rotor initial entanglement on impact 
made use of such wire cutters ineffectual. 


PUBLIC SERVICE 
Police Patrol 


3-0608 3/16/77 Nr. Honolulu. HI Hughes 269C 2 Fatal Destroyed - $66,000 

NTSB Accident Cause ; 

Pilot Error: Failed to see and avoid obstructions 

Factors: Pilot fatigue - Pilot had flown 12 hours in last 24 

Black-gray painted wires masked against foliage. 

The Accident : A high time aerial law enforcement pilot (10,149 hrs) struck 

one strand of a 7 wire electrical high tension power line, about 225 feet above 
the ground. The pilot was engaged in a routine police patrol operation and had 
just taken off from a power pumping station prior to wire engagement. Total 
time of the flight was one hour and 51 minutes. The pilot had knowledge of wire 
location in that he had flown over the wires on departure from the last landing 
site and had gone 500 yards beyond, when he reversed direction and flew back 
into the wires. 

The weather was scattered clouds with 25 miles visibility. At the time 
of the accident, 1521, the sun was high and not considered a contributing factor 

Upon initial impact with one wire at an estimated speed of 30 knots, the 
main rotor was sheared off and the aircraft crashed to the ground, fatally 
injuring both pilot and crewman. 

The Honolulu police attribute the power lines being painted black to 
"satisfy environmental group" as a cause factor. 

Conclusion : The pilot's failure to see and avoid the wires caused the crash. 

Pilot fatigue is regarded as a contributing factor in the crash. 

Recommendations : A pilot warning device identifying wire location would have 

been beneficial in wire avoidance. 

Forward speed of 30 knots could possibly have provided sufficient kinetic 
energy for effective use of wire cutters, had they been installed. However, 
main rotor engagement of the wires, rather than cockpit contact, makes use or 
external wire cutters questionable. 


AIR TRANSPORT AT ION 


3-Q62 1 4/17/77 Sour Lake, TX Bell 206B No lnl ur lea Substantial - $142.000 

NTSB Accident Cause : 

Pilot Error: Failed to see and avoid obstructions 

Factors: High terrain 

The Accident : A high time experienced commercial pilot (5826) struck two 

strands of power line which were strung across an open field. The pilot 
was engaged in making an impromptu landing in what he assumed to be a field 
clear of obstructions. Total time of flight was 30 minutes. The pilot had 
no knowledge of the wires until entanglement. 

The weather was 2000 foot overcast with 5 miles visibility in haze. 

At the time of the accident, 1645, the sun was relatively high and not con- 
sidered a factor. 

Upon entanglement, at a hover airspeed, the wires struck the main rotor 
blades, main rotor control tubes and upper cockpit. Neither pilot nor passen- 
ger were injured. 

Conclusion : The pilot's failure to see and avoid wires on the landing 

approach was the cause of this crash. 

Recommendation : A pilot warning device identifying wire location would have 

been beneficial in wire avoidance. 

Identification cf wire location with known ground objects prior to flight 
would have aided the pilot in wire avoidance. 

The near hover approach speed would not have provided sufficient kinetic 
energy on impact to make external wire cutters effective. 


ACRICULTURE 
AERIAL APPLICATION 


3-Q6Q2 5/23/77 Nr. Post, TX Hughes 269B No injury Substantial - $25,QOO 
NTSB Accident Cause ! 

Pilot Error: Inadequate preflight preparation and/or planning 

Factors: Terrain - Hidden obstructions 

The Accident : A low time agricultural pilot (609 hours) struck two telephone 
wires which were strung across a field 5 feet and 15 feet above ground. The 
pilot was engaged in seeding crops and was on a swath run. Total time of 
flight was 40 minutes. The pilot had no knowledge of wires until entanglement. 

The weather was clear, with over 10 miles visibility. At the time of 
accident, 1700, the sun was relatively high and not considered a contributing 
factor. 

Upon entanglement with the wires at a forward speed of approximately 55 
knots, the pilot was forced to land, hitting the ground at approximately 15 
knots. The wires struck the main rotor and cockpit. Loss of the tail rotor 
assembly occurred with ground Impact. The pilot was not injured. 

Conclusion : The pilot's failure to see and avoid wires was the cause of the 

crash. 

Recommendation : A pilot warning device identifying wire location would have 

been beneficial in wire avoidance. 

Identification of wire location with known ground objects prior to flight 
would have aided the pilot in wire avoidance. 

Forward speed of 55 knots should have provided sufficient kinetic energy 
lor effective use of external wire cutters, had they been installed. However, 
wire entanglement with the main rotor, could possibly have negated effective 
use of the wire cutters. 


NTSB Accident Cause: 


Pilot Error: 1. Failed to see and avoid obstructions 

2. Inadequate supervision of flight 

Factors: Unmarked wires 

The Accident : A very experienced instructor pilot (17,095 hrs) struck two elec- 

tric power lines approximately 150 feet above ground, which were strung across 
to an island. The pilot was engaged in checking out a student for a flight 
instructor's rating. Total time of flight was one hour. The pilot had no 
knowledge of the wires until entanglement. 

The weather was clear with unlimited visibility. At the time of the 
accident, 1700, the sun was relatively high and not considered a contributing 
factor. 

Upon entanglement with the wires at a forward speed of approximately 10 
knots, the tail rotor was cut off by one of the main rotor blades. The aircraft 
crashed immediately upon loss of main rotor blade and tail rotor, in shallow 
water (2 to 3 feet). Both pilots received serious injuries. 

Conclusion : The pilot's failure to see and avoid wires caused the crash. 

Recommendation : A pilot warning device continuously identifying wire location 

when within hazardous distance would have been beneficial in wire avoidance. 

Identification of wire location in relation to known ground objects prior 
to flight would have aided the pilot in avoidance. 

Forward speed of approximately 10 knots would not have provided sufficient 
kinetic energy for effective use of external wire cutters had such devices been 
installed. Initial engagement of main rotor with wires would also have rendered 
external wire cutters ineffective. 

Pi lot's recommendation : "This accident could have been avoided by having seen 

the wires. There was no evidence \isible of a power wire. The post on the main- 
land and on the island were all set in a wooded area. Their camouflage was perfect 
except for the transformer. There were no markings on any pole or wire. Any indi- 
cations of these wires, other than the base, weathered wires themselves could have 
helped avoid this accident." 


AGRICULTURE 
AERIAL AP PI. f C ATION 

3~1126 4/ 6/77 King City, CA Ball 47C.2 One Serious Destroyed ~ $ 42,870 

NTSB Accident Cause : 

Pilot Error: 1. Failed to see and avoid obstructions 

2. Inadequate preflight preparation and/or planning 

Factors: High obstructions 

The Accident : A high time experienced agricultural pilot (6,000 hrs/12 hrs last 

ten days) struck a power line which was strung across a field at approximately 20 
feet above ground. The pilot was engaged in a takeoff to proceed to the aerial 
application area. Total time of flight was less than three minutes. The pilot 
had no knowledge of the wires until entanglement. 

The weather was clear with unlimited visibility at the time of the accident, 
1230: the sun was near zenith and not considered a contributing factor. 

Upon entanglement with the wires at a forward speed of less than 20 knots, 
the helicopter was forced to the ground, where it crashed and burned. The exact 
location of initial wire impact on the helicopter is not known. 

Conclusion : The pilot's failure to see and avoid wires caused the crash. 

Recommendation : A pilot warning device identifying wire location when within 

hazardous distance would have been beneficial in wire avoidance. 

Identification of wire location in relation to known ground objects prior 
to flight would have aided the pilot in wire avoidance. 

Forward speed of approximately 20 knots could possibly have provided sufficient 
kinetic energy for effective use of wire cutters if installed. 

Pilot's recommendation : "Better recon of takeoff area. Publication of accident 

prone areas (wire traps) by local PG&E (This wire had been hit several times 
before] . " 


AGRICULTURE 


AERIAL APPLICATION 


3-1340 5/2/77 Nr. Big Lake, MN H iller UH-12E One Serious Substantial - $65,000 
NTSB Accident Cause : 

Pilot Error: Failed to see and avoid obstructions 

The Accident : An experienced agricultural pilot (3179 hrs) struck six 3/8" guy 

wires leading from the ground to a power line approximately 10 to 15 feet above 
the ground. The pilot was engaged in a swath run. Total time of flight was one 
hour. The pilot had no knowledge of the wires until entanglement. 

The weather was clear with over 10 miles visibility. At the time of the 
accident, 0700, the sun was low and was a contributing factor to the accident. 

The pilot reports "Sun was shining in eyes and trees blended in wires and didn't 
see them till I was about 40 ft. away. I knew I couldn't get over them so tried 
to go under and caught wire." 

The main rotor struck the wires initially at a forward speed of approximately 
40 knots. This entanglement forced the helicopter to the ground. The pilot 
received serious Injury and the aircraft was destroyed. 

Conclusion : The pilot's failure to see and avoid the wires, caused the crash. 

Re commenda t ion : A pilot warning device continuously identifying wire location 

when within hazardous distance would have been beneficial in wire avoidance. 

Identification of wire location in relation to known ground objects prior 
to flight would have aided the pilot in wire avoidance. 

Forward speed of 40 knots should have provided sufficient kinetic energy for 
effective use of wire cutters had they been installed. However, initial main 
rotor entanglement with the guy wires makes effective use of the external wire 
cutters questionable. 

Pilot's recommendation: "Wires marked by flags." 


AIR TRANSPORTATION 


3 .U 10 5/2/77 Wahoo. NE Bell 206B No Injury Substantial - $ 142, 000 

NTSB Accident Cauae : 

Pilot Error: Failed to see and avoid obstructions 

Factors: Terrain - High obstructions 

The Accident : A experienced commercial pilot (5813 hr.) struck a telephone 

hire which was approximately 20 ft above an automobile parking lot. The pilot 
was in a hover looking for a suitable landing location adjacent to a parking 
lot. Total time of flight was 45 minutes. The pilot had no knowledge of the 
telephone wire until entanglement. 

The weather was clear with 20 miles visibility. At the time of the acci- 
dent, 0815, the sun was low and is considered a contributing factor to the 
accident. The pilot reports "I was hovering to a corner to sit the helicopter 
down and was looking into a bright sun when I realized 1 had caught a telephone 
Wires I flinched and in so doing came off the collective, causing a hard landing 
on the rear of the skids, doing damage to skids, tailboom and vertical fin. 

Upon entanglement with the telephone line at a hover airspeed, the pilot 
Inadvertently made a hard landing. Exact location of wire Impact on the hell- 

copter is not known. 

Conclusion , The pilot's failure to see and avoid the telephone wire caused the 
crash. 

Recommendation : A pilot warning device continuously identifying wire location 

when within hazardous distance would have been beneficial. 

Identification of wire location in relation to known ground objects prior 
to flight would have aided the pilot in wire avoidance. 

Hover airspeed would not have provided sufficient kinetic energy for effec 
t tve use of external wire cutters had they been installed. 


AIR TRANSPORTATION 


3-1514 7/2/77 Chandler. AZ Hiller UH-12E pnojerlpu g. Destroyed - $103.500 

NTSB Accident Cause : 

Mechanical Malfunction: Engine Structure - Cylinder Assembly 

Material Failure 

Terrain - High obstructions 
Power Loss-Complete engine failure 

The Accident : A high time experienced commercial pilot (9000 hrs) struck a 

power line adjacent to an airport approximately 20 feet above ground. The 
pilot was attempting an emergency autorotation to a landing, following a complete 
engine failure. Total time of flight was 20 minutes. The pilot was aware of 
wire location, but was unable to avoid the hazard due to the energency descent. 

The weather was clear, with unlimited visibility. At the time of the accident 
0750, the sun was relatively high and not considered a contributing factor. 

Upon main rotor wire entanglement during the emergency autorotation, 
the aircraft became uncontrollable and crashed tail first, then rolling on 
the left side. A fire followed the crash and the aircraft was destroyed. The 
pilot received serious injury in the accident. 

Conclusion : The total engine failure caused the crash. Wire entanglement 

occurred as a result of the emergency autorotation and is not considered a 

basic cause factor. 


Conditions: 
Factors: . 


Recommendation: 


None 


AGRICULTURE 
AERIAL APPLICATION 


16 , 6Q 7/5/77. Gooding, ID Hughes 3QQC No Injury Destroyed -- $60,000 

NTSB Accident Cause ; 

Pilot Error: 1. Inadequate preflight preparation and/or planning 

2. Failed to see and avoid obstructions 

Factors: Terrain - High obstructions 

The Accident: A high time experienced agricultural pilot (3550 hrs) struck 

two telephone wires strung across a field at approximately 15 feet elevation. 
The pilot was engaged in conducting a survey of the field for wires and other 
hazards prior to spraying. Total time of flight was less than one minute. 

The pilot had no knowledge of wires until entanglement. 

The weather was clear with unlimited visibility. At the time of the 
accident, 1000, the sun was high and not considered a contributing factor. 

Upon entanglement with the wire at a forward speed of approximately 30 
knots, the aircraft became uncontrollable and crashed. The aircraft was 
destroyed. Neither pilot nor passenger received any injury. 

Conclusion: The pilot's failure to see and avoid wires caused the crash. 

Recommendation: A pilot warning device continuously identifying wire location 

when within hazardous distance would have been beneficial in wire avoidance. 

Identification of wire location in relation to ground objects prior to 
flight would have aided the pilot in wire avoidance. 

Forwarded speed of 30 knots should have provided sufficient kinetic energy 
for effective use of external wire cutters had they been installed. 


AIR TRANSPORTATION 


3-2084 5/14/77 Nr. Enumclaw. WA Bell 47D1 No Injuries Substantial - $15,000 

NTSB Accident Cause ; 

Pilot Error: Failed to see and avoid obstructions 

Factors: Diverted attention from operation of aircraft. 

The Accident : An experienced flight instructor (5085 hrs) struck electrical 
power lines which were strung across a river at approximately 130 feet above 
ground. The pilot was engaged in an impromptu investigation of an overturned 
raft in the river, looking for possible survivors. Total time of flight was 
45 mi nutes - The pilot had no knowledge of wires until entanglement. 

The weather was scattered clouds at 3000 feet, with 7 miles visibility. 

At the time of the accident, 1015, the sun was high and not considered a con- 
tributing factor. 

Upon entanglement with the wires, from a near hover airspeed of approximately 
5 knots, the aircraft became uncontrollable and the pilot made an emergency land- 
ing. The resultant hard landing fractured the main right skid and caused the 
main rotor to shatter. Neither pilot nor passenger were injured. 

Conclusion : The pilot’s failure to see and avoid wires caused the crash. 

Recomnendatlon : A pilot warning device continuously identifying wire location 

when within harzardous distance would have been beneficial in wire avoidance. 

Identification of wire location in relation to known ground objects prior 
to flight would have aided the pilot in wire avoidance. 

The near hover approach speed (5 kts) in all probability would not have pro- 
vided sufficient energy for effective use of external wire cutters. 


AIR TRANSPORTATION 


3-2246 9/26/77 Carrollton. MI Hiller UH-12B No Injuries Destroyed - $18,000 

NTSB Accident Cause ; 

Pilot Error: Misjudged clearance 

Factors: Weather - gusty winds 

The Accident : A low time private pilot (310 hrs) struck two telephone lines 

strung across a field approximately 16 feet above ground. The pilot was engaged 
in providing individual sight-seeing trips to a group of about six people. 

Total time of flight was less than one minute. The pilot was well aware of 
wire location, since this was his fourth transit of the area. 

The weather was clear with 10 miles visibility. Surface wind was erratic 
with gusts varying between 8 and 20 knots. The pilot claimed the gusty wind 
caused the tail rotor to swing up from a hover and engage the telephone line. 

At the time of the accident, 0956, the sun was high and not considered a con- 
tributing factor. 

Upon tail rotor entanglement with the wires from about a 3 foot hover, 

the pilot lost control and made a hard landing. The impact was hard enough to 

drive the skids about 4" into the damp clay with some bending. Fire broke out 

after impact, but occupants exited the aircraft uninjured. 

Conclusion : The pilot’s failure to adequately Judge distance to the wires, 

accounting for varying wind conditions, caused the crash. 

Recommendation : A pilot warning device continuously identifying wire location 

when within hazardous distance would not have aided in wire avoidance. The 
pilot was aware of wire location, but failed to account for varying wind condi- 
tions. 

The hover airspeed would not have provided sufficient energy for effective 
use of external wire cutters; initial tail rotor wire engagement would have 
precluded use of wire cutters. 


AGRICULTURE 
AERIAL APPLICATION 


3-2258 9/6/77 Nr, Urbana, QH Hughes 269C One Serloua Destroyed - $ 66, QUO. 

NTSB Accident Cause ; 

Pilot Error: Failed Co see and avoid obstructions 

The Accident : An experienced agricultural pilot (2378 hrs/56 hrs-laat 10 

days) struck a 3/6" braided steel guy wire stretched across a bean field 
approximately 20 feet above the ground. The pilot was engaged in a swath run 
applying chemicals to a soybean field. Total time of flight was five hours, 
with intermittent fueling and chemical stops. The pilot had no knowledge of 
the wire until entanglement. 

The weather was overcast with 1200 foot ceiling, and 2 miles visibility. 

At the time of the accident, 1530, the sun was obscured by the overcast and 
not considered a contributing factor. 

Upon main rotor engagement with the guy wire at a forward speed of approx- 
imately 30 knots, the aircraft was immediately forced to the ground. All com- 
ponents were centered within 25 feet of the main wreckage. The aircraft was 
a total loss and the pilot received serious injury. 

Conclusion: The pilot's failure to see and avoid the cable caused the 

accident. 

Recommendation : A pilot warning device continuously identifying wire location 

when within hazardous distance would have been beneficial in wire avoidance. 

Identification of wire location in relation to known ground objects prior 
to flight would have aided the pilot in avoidance. 

Forward speed of approximately 30 knots should have provided sufficient 
kinetic energy for effective use of external wire cutters had they been installed. 
However, main rotor engagement of the wires rather than cockpit impact makes 
the value of wire cutters questionable. 


AGRICULTURE 
AERIAL APPLICATION 


3-2283 8/2/77 Nr. Waupaca, WI Hughes 269B One Serious ^ $j . 5 » fflQ 

NTSB Accident Cause ; 

Pilot Error: Misjudged clearance 

The Accident : A commercial agricultural pilot (926 hrs/50 in last 10 days) struck 

two 7000 volt high power electrical transmission lines strung across a field at 
approximately 20 feet above the ground. The pilot was engaged in his fourth 
swath run in the same field applying chemicals to a potato crop. Total time of 
flight was 20 minutes. The pilot was well aware of wire location since he had 
avoided same on three previous swath runs. 

The weather was clear with unlimited visibility. At the time of the acci- 
dent, 1730, the sun was relatively high and not considered a contributing factor. 

Upon skid entanglement with the wires at a forward speed of approximately 
25 knots, the aircraft nosed over out of control and crashed. The aircraft 
had substantial damage and the pilot received serious injury. 

Conclusion : The pilot’s failure to judge clearance from the power lines caused 

helicopter skid entanglement and the resulting crash. 

Recommendatio n: A pilot warning device continuously identifying wire location 

when within hazardous distance would have been beneficial in wire avoidance. 

Forward speed of 25 knots should have provided sufficient kinetic energy 
for effective use of external wire cutters had they been installed. 


k 


AGRICULTURE 
AERIAL APPLICATION 

3_ - _ 232Q 3/25/77 Nr. Ken eland, IN Bell 47G2 Mi nor Injury Substantial - $2Q r QOO 
NTSB Accident Canae ; 

Pilot Error: Failed to ago and avoid obstructions 

T he Accident : A low time commercial agricultural pilot (480 hrs/15 hrs, last 10 

days) struck two rural electric power lines which were parallel to a four lane 
highway, approximately 20 feet above ground. The pilot was engaged in applying 
soil conditioner to a field and struck the wires during his third swath run. 

Total time of flight was 10 minutes. The pilot had no prior knowledge of wire 
location. 

The weather was clear with 15 miles visibility. At the time of the accident, 
1455, the sun was high and was not considered a contributing factor. 

,r hen the helicopter struck the wires, at a forward speed of approximately 30 
knots, the pilot lost control and crashed approximately 120 feet from initial 
wire strike. The wires struck the bottom of the cabin section and top of skid 
attachment. Both wires broke cleanly and did not entangle the helicopter. 

C onclusi on: The pilot’s failure to see and avoid the wires caused the crash. 

Recommendation : A pilot warning device continuously identifying wire location 

when within hazardous distance would have been beneficial in wire avoidance. 

Identification of wire location in relation to known ground objects prior 
to flight would have aided the pilot in avoidance. 

Forward speed of 30 knots provided sufficient kinetic energy to break the 
wires, and external wire cutters would have been effective in accident prevention. 
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AGRICULTURE 
A ERIAL APPLICATION 


3-2435 6/25/77 Oswego. S.C . BeUjLLD Mo Injury Su bstantial ~ * U - 001 ^ 

NTSB Accident Cause ; 

Pilot Errors Failed to see and avoid obstructions 
W. A high time experienced agricultural pilot (6051 hra/30-last 

10 daya) struck one strand of electric power line strung across a field at 
approximately 15 feet elevation. The pilot was engaged in applying Insecticide 
to a cotton field. Total time of flight was 15 minutes. The pilot was well 
aware of wire location. Inasmuch as he had made previous swath runs under the 

same wire. 

The weather was clear with over 10 miles visibility. At the time of the 
accident, 1230. the sun near senlth and not considered a contrihuting factor. 

The tail rotor struck the wire at a forward speed of about 30 knots, where- 
upon the pilot lost control and was forced to execute an emergency landing. 

The single wire that was struck broke cleanly and did not further foul the hell- 

copter. 

Conclusion ! The error in estimating distance to the wire caused the tall rotor 
strike and ultimate loss of aircraft control, causing the crash. 

Recommendation ! A pilot warning device would not have been an aid In wire 
avoidance in this case. 

Use of external wire cutters would not have possible since the tail rotor 
made intial contact with the wire. 

Pilot's Recommendation: "Do not fly under wires. 


AGRICULTURE 


AERIAL APPLICATION 

3-2456 8/23/77 Nr. Denison, IA Bell 47G5 One Serious Destroyed - $60,000 

NTSB Accident Cause ; 

Pilot Error: Failed to see and avoid obstructions. 

The Accident : A high time experienced agricultural pilot (2980 hrs) struck two 

strands of rural electrical power line strung across a field approximately 20 feet 
above ground. The pilot was engaged in applying chemicals to a corn crop. Total 
time of flight was 10 minutes. The pilot had no knowledge of wires until con- 
tact. 

The weather was clear with unlimited visibility. At the time of the accident, 
1945, the sun was relatively low, but not considered a contributing factor. 

The aircraft rotor mast assembly struck the lower power line, breaking the 
rotor blade pitch control linkage, which caused loss of helicopter control. The 
wire broke and did not remain with the aircraft. 

Conclusion : The pilot's failure to see and avoid the wires caused the crash. 

Recommendation : A pilot warning device continuously identifying wire location 

when within hazardous distance would have been beneficial in wire avoidance. 

Identification of wire location in relation to known ground objects prior 
to flight would have aided the pilot in wire avoidance. 

Forward speed of estimated 30 knots did provide sufficient kinetic energy 
for wire breakage. External wire cutters would have been beneficial if they 
had been installed. 


AGRICULTURE 


AF. RIAI. AlM’LHIATn)^ 

3- 2521 6/30/ 7 / Ashford, NY Hughes 2hUC No inju ry Destroyed - $ Oh, 000 

NTSR Accident Caus e : 

Mechanical failure: Engine failure, or malfunction 

Factors: Personnel - inadequate maintenance and inspection 

Terrain - High obstructions 

The Accident : A high time experience agricultural pilot (4832 hrs. /28.6-last 

10 days) struck rural electrical power lines which were parallel to a road, 
approximately 20 feet above ground. The pilot was forced into an emergency 
autorotation following engine failure. Total time of flight was 14 minutes. 

The pilot was well aware of wire location since he had made repeated swath 
runs over the same wires. 

The weather was clear with unlimited visibility. At the time of the acci- 
dent, 135d, the sun was high and not considered a contributing factor. 

The pilot struck the power line as a result of emergency autorotation, 
following the engine failure. The landing skids were first to contact the wire. 

Conclusion: Total engine failure was the cause of the crash, and the wire strik 

was incidental to the Incident. 

Recommendation : A pilot warning device or detailed knowledge of wire location 

would not have aided the pilot in this emergency. 

Forward speed of approximately 40 knots would have provided sufficient 
kinetic energy for effective use of wire cutters, had they been installed. 


U',B I CULTURE 
AERIAL APPLICATION 


3-2609 9/1/77 Nr. Monrovia. IN TomCa t MK5A IV •JIV'V, 

NTSB Accident Cause : 

Eliot Error: Failed to see and avoid obstructions 

Factors: Terrain - High obstructions 

T he Accident : A high time experienced agricultural pilot (3377 hrs./ 25-last 10 

days) struck two strands of rural electrical power line strung across a field 
at approximately 20 feet above ground. The pilot was engaged in applying chemicals 
to a bean field. This was his first swath run. Total time of flight was 6 minutes 
The pilot had no knowledge of wires until entanglement. 

The weather was clear with over 10 miles visibility. At the time of the 
accident, 1121, the sun was high and not considered a contributing factor. 

Following an initial windscreen and main rotor blade strike of the wires 
at a forward speed of approximately 40 knots, the tail rotor sheared and control 
was lost. The pilot executed a semi -controlled crash whereby the helicopter was 
destroyed. The pilot received only minor injury. 

Conclusion : The pilot's failure to see and avoid obstructions caused the crash. 

Recommendation : A pilot warning device continuously identifying wire location 
when within hazardous distance would have been beneficial in wire avoidance. 

Identification of wire location in relation to known ground objects prior to 
flight would have aided the pilot in avoidance. 

Forward speed of approximately 40 knots should have provided sufficient 
kinetic energy for effective use of external wires cutters had they been installed 
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AGRICULTURE 
AERIAL Al 1 RI.I CAT ION 


10/3/77 C rossvllle, IL Bell 47C4 No Injury Destroyed - $5*3, 4QQ 
NTSB Accident Cause : 

Pilot Error: Failed to see and avoid obstructions 

lh* Accident: A high time experienced agricultural oilot (6960 hrs. /50-last 10 

days) struck two temporary rural electric power lines which were strung across 
a bean field at approximately 15 feet above ground. The pilot was engaged in 
applying chemicals to the field. Total time of flight was 10 minutes. The pilot 
had no knowledge of wires until entanglement. 

The weather was clear with 10 miles visibility. At the time of the accident, 
1720, the sun was relatively high and not considered a contributing factor. 

Upon contact with the initial wires at a forward speed of approximately 40 
knots, the canopy bubble shattered, the pilot lost forward visibility, and flew 
into a second set of wires and a light pole. The heliconter was destroyed by 
fire following impact. There were no injuries to the pilot. 

Cone lusion : The pilot’s failure to see and avoid the wires caused the crash. 

— communc l a £ *£. n : A pilot warning device continuously identifying wire location 

when within hazardous distance would have been beneficial in wire avoidance. 

Identification of wire location in relation to known ground objects prior 
to flight would have aided the pilot in wire avoidance. 

Forward speed of estimated 40 knots should have provided sufficient kinetic 
energy for effective use of external wire cutters had they been installed. 


AIR TRANSPORTATION 


3.-370S 9AI3/77. Fayetteville, NC Enstrom F-23A No Injuries Substantial - $44,000 

NTSB Accident Cause : 

Pilot Error: Failed to maintain adequate main rotor RPM 

Factors: Terrain - High obstructions 

Settled into wires 

The Accident : An experienced flight instructor (3098 hrs) struck a series of 

electric power lines in a residential district, while executing an emergency land- 
ing. The pilot had planned on a routine air transportation flight when he lost 
main rotor RPM on takeoff. Total time of flight was approximately 2 minutes. The 
pilot had no knowledge of wires until entanglement. 

The weather was clear with over 15 miles visibility. At the time of the 
accident, 1545, the sun was high and not considered a contributing factor. 

Upon Initial tail rotor entanglement with the power lines at a near hover 
airspeed, 10-15 knots, the aircraft continued to settle in an emergency auto- 
rotation into more power lines and ultimate main rotor contact with a light pole. 
There was no fire but the helicopter received substantial damage. Neither pilot 
nor passengers received any injuries. 

Conclusion : The pilot's failure to maintain main rotor RPM caused the crash. 

Wire strikes that occurred as a result of the emergency landing are not a cause 
factor and incidental to the accident. 

Kecom mendat Ion : A pilot warning device would not have been beneficial in wire 

avoidance . 

Identification of wires prior to flight would not have aided in avoidance. 

Forward speed of 10 to 15 knots would not have provided sufficient kinetic 
energy lor effective use of wire cutters. Initial tail rotor engagement of the 
wires would have rendered their use ineffective also. 


AGRICULTURE 
AERIAL APPLICATION 


3-2773 7/26/77 Malta, ID Hughes 269C N o Injury Destroyed - $65,000 

NTSB Accident Cause ; 

Pilot Error: Failed to see and avoid obstructions 

Factors: Terrain - High obstructions 

The Accident : A experienced agricultural pilot (3154 hrs) struck two strands 

of rural electric power line strung across a field approximately 20 feet above 
the ground. The pilot was engaged in applying chemicals to a hayfield. Total 
time of flight was 10 minutes. The pilot had known of wire location, but forgot 
until impact. 

The weather was clear with over 30 miles visibility. At the time of the 
accident, 0920, the sun was high and not considered a contributing factor. 

Upon initial main rotor mast contact with wires, all control rods were 
severed, causing immediate loss of control of the aircraft. Impact speed is 
estimated at over 40 knots. The aircraft was destroyed upon ground impact. 

There was no injury to the pilot. 

Conclusion : The pilot’s failure to see and avoid wires caused the crash. 

Recommendation : A pilot warning device continuously identifying wire location 

when within hazardous distance would have been beneficial in wire avoidance. 

Identification of wire location in relation to known ground objects prior 
to flight would have aided the pilot in avoidance. 

Forward speed of estimated 50 knots should have provided sufficient kinetic 
energy for effective use of external wire cutters had they been installed. 

Pilot's Recommendation : "Pilot had made recon of field prior to spraying the 
field. It was completed except for the clean up passes on east end. Pilot 
knew of wires, but foigot. Possible preoccupation of other matters on pilot's 
mind . " 


AGRICULTURE 
AERIAL APPLICATION 


3-2889 7/9/77 American Falls. ID Hughes 369 HS Fata l Destroyed - $235,000 

NTSB Accident Cause : 

Pilot Error: Misjudged clearance 

The Accident ; An experienced agricultural pilot (2500 hrs, 10-last 10 days) 
struck one strand and pole of a high power electrical transmission line (138,000 
volts) 70 feet above the ground, at the end of a field. The pilot was engaged 
in applying chemicals to a potato field. Total time of flight was 1 1/2 hours. 

The pilot was aware of high power transmission line location since he had 
made repeated turns over the same lines. 

The weather was clear with unlimited visibility. At the time of the accident, 
2009, the sun was lowering, but the pilot was making pull ups away from the sun 
and therefore it could not be considered a contributing factor. 

The helicopter struck one high power transmission line, and the 70 foot 
pole simultaneously, became totally uncontrollable and crashed 120 yards from 
initial impact. The crash was fatal to the pilot and the helicopter was totally 
destroyed. 

Conclusion : The pilot's failure to judge range to the high power transmission 

line caused the crash. 

Recommendation : A pilot warning device would not have aided in wire avoidance. 

Further identification of wire location would not have aided, and external 
wire cutters would have been ineffective in avoiding this crash. 


r 


AGRICULTURE 
AF.RL AL APPLICATION 

3-4159 6/27/77 Nr. Woodstock, Ih Mies M S ubstantial - 

NTSB Accident Cause : 

Pilot Error: Failed to maintain adequate rotor RPM 

Factors: Failed to compensate for wind 

The Accident: A low cine beginning agricultural pilot (266 hrs/4-last 10 

8truck . rural electrical power line paralleling a road at approximately IS feet 
above ground. The pilot was engaged in applying fertiliser to a nearby corn 
field. Total tine of flight was one nlnute. The pilot had knowledge of wires 
since he had covered the same flight path on two previous flights. 

The weather was scattered clouds at 4000 feet with 5 niles visibility. At 
the tin: of the accident, ISIS, the sun was still relatively high and not con- 
sidered a contributing factor. 

The aircraft waa operating at maximum gross weight on a hot day DID. 

After initial takeoff, the aircraft waa forced into an unplanned touch down and 
the pilot literally attempted a bounce to clear the oncoming power linos. The 
spray boom engaged the power lines, forcing the helicopter back to the ground. 

The helicopter received substantial damage. There were minor injuries to t « 

pilot. 

conclusion : The pilot’s failure to maintain adequate main rotor KIP caused 

the crash. 

kecommendation : A pilot warning device identifying wire location would not have 

aided in wire avoidance. 

Identification of wire location would not have aided in avoidance. 

forward speed of approximately 20 knots might have provided sufficient 
kinetic energy had wire cutters been Installed. However, initial wire engagemm 
with spray boom makes use of external wire cutters questionable. 


r 




AIR TRAN SPORT AT ION 


— - QQ8 ^ Nr. Por tol a, C A Bell 47G-3B1 No Injuries S ubstantial -• $ 34.QQQ 

NTSB Accident Cause ; 

Pilot Error: Failed to see and avoid obstructions 

Factors: High obstructions 

Th^ccidiyit: An experienced commercial pilot (2680 hrs) struck a rural electric 

power line. The pilot was engaged in a photo mapping operation. Time of flight 
is unknown. Pilot's knowledge of wires is not known. 

Weather is unknown. At the time of accident, 1515, the sun was high and 
not considered a contributing factor. 

The pilot hooked a powerline with his skids, lost directional control and 
autorotated to the ground. The aircraft received substantial damage. There were 
no injuries to either pilot or passenger. 

Co fl£! u8ion ,g,i The pilot's failure to see and avoid the wires caused the crash. 

Recommendat ions : A pilot warning device continuously identifying wire location 

when within hazardous distance would have been beneficial in wire avoidance. 

Identification of wire location in relation to known ground objects prior 
to flight would have aided the pilot in wire avoidance. 

External wire cutters would have been effective in avoiding this accident. 


AIR TRANSPORTATION 


3-0399 3/30/78 Puyallup , WA Hughes 269B No .injury Substantial ".12^000 


NTSB Accident Cause : 

Pilot Errors Failed to see and avoid obstructions 
Factors; Weather - obstructions to vision 

The Accident ; An extremely experienced airline captain (24,700 hrs/700 in type) 
struch two high power electrical transmission lines paralleling an airport, approx- 
imately 50 feet above ground. The pilot was engaged in local pleasure flight. 

Total time of flight was less than one minute. The pilot had no knowledge of wires 


until entanglement. 

The weather was 2300 foot overcast with 15 miles visibility. The pilot 
reported that: due to the long span between poles it was virtually impossible to 
see the wires against the overcast lackground. At the time of the accident, 1143, 
the sun was high, obscured by the overcast and not considered a contributing 

factor. 

Upon entanglement with the wires from a slow speed liftoff, the controls 
were jammed, making autorotation impossible. The pilot cut the engine with the 
FUEL SHUT off switch and attempted an adjacent to runway landing. After 100 feet 
of roll, the helicopter rolled to the right, causing substantial damage. The 

pilot was not injured. 

Co nclusion : The pilot’s failure to see the wires against the overcast caused 

the crash. 

Recommendation : A pilot warning device identifying wire location when within 

hazardous distance would have been beneficial in wire avoidance. 


Identification of wire location in relation to known ground objects prior 
to flight would have aided the pilot in avoidance. 


i no i o 

.'ClOUt 


slow spoon on takeoff would not have been ample 
energy tor effective use of external wire cutters 
with main rotor would further preclude effective 


to develop sufficient 
. Initial wire ontan- 
uso of wire cutters. 


AIR TRANSPORTATION 


3-0668 5/8/78 Nr. Brownsville. TX Hushes 369HS Fatal Destroyed - $136,000 

NTSB Accident Cause: 

Pilot Error; Improper in-flight decision or planning 

Factors: Local whirlwind 

Terrain: High obstructions 

The Accide nt: A high time commercial pilot (5500 hrs) struck high power electri- 

cal transmission wires strung across a field at aporoxlmately 40 feet above ground. 
The pilot was ferrying the helicopter to home base. Total time of flight was 
approximately 2 minutes. The pilot was aware of wires and was attempting to avoid 
entanglement . 

The weather was clear with over 20 miles visibility. At the time of the acci- 
dent, 1620, the sun was relatively high and not considered a factor. A witness 
stated the helicopter ran into a whirlwind and was forced into the wires. 

Upon tail rotor entanglement, from a near hover airspeed, the aircraft crashed 
within 30 feet of intial point of contact. Approximately 15 feet of 1/2 inch wire 
cable was found wrapped around the tail rotor shaft. Ti;e crash was fatal to the 
pilot and the aircraft was destroyed. 

Con c lusion : The pilot's failure to properly react to erratic atmospheric condi- 

tions, i.e., whirlwind, caused the crash. 

Recommendation : A pilot warning device would have been of no use in this instance, 

as the location of wires was known. 

Near hover airspeed and initial tail rotor wire engagement would have precluded 
effective use of external wire cutters. 


AGRICULTURE 
AERIAL APPLICATION 


3^1204 7/7/ 7 8 Hannibal. MQ Hughes 269A Minor Destroyed - $3 7 ,QQQ 

NTSU Accident Cause ; 

Pilot Error: Failed to aee and avoid obstructions 

The. Accide nt: An experienced agricultural pilot (958 hrs/12 hrs-last 10 days) 

struck two telephone lines strung across a field approximately 20 feet above 
ground. The pilot was engaged in applying chemicals to a cornfield. Total 
time of flight was 10 minutes. The pilot had no knowledge of wires until entan- 
glement . 

The weather was clear with greater than 10 miles viaibility. At the time 
of the accident, 1205, the sun was at zenith and not considered a contributing 
factor. 

Upon entanglement with the wires at a forward speed of approximately 40 knots, 
the aircraft was dragged toward the ground. The Dilot pushed the collective for- 
ward, the lines broke and the aircraft crashed into the ground on its port skid. 
With ground impact, the aircraft started to roll and ultimately was destroyed. 

The pilot received minor injuries. 

Conclusion: The pilot’s failure to locate wire relative to known ground objects 

caused the crash. 

Re commenda t ion : A pilot warning device identifying wire location when within 

hazardous distance would have been beneficial in wire avoidance. 

Identification of wire location in relation to known ground objects prior to 
flight would have aided the pilot in wire avoidance. 

Forward speed of estimated 40 knots should have provided sufficient kinetic 
energy for wire cutters to be effective. Initial landing skid engagement would 
have been suited to use of wire cutters. 


AGRICULTURE 
AERIALAPPL ICAT TOM 


■2- -J-2Q5 6/14/78 Naylor, MQ Ball 47G-? No Injury . Substantial - $ 6.000 

NTSB Accident Cause : 

Pilot Error: Failed to see and avoid obstructions 

! h -g. Accident: A high time experienced agricultural pilot (5202 hr s/40 hr s- last 

10 dayo) struck an electrical power line strung across a field approximately 20 
feet above ground. The pilot was engaged in applying chemicals to a riee crop. 
Total time of flight was five minutes. The pilot was aware of main power lines, 
but struck a smaller branch wire. 

The weather was clear with over 15 miles visibility. At the time of the 

accident, 1300, the sun was relatively high and not considered a contributing 
factor. 

Upon initial tail rotor wire entanglement at a speed of 40 knots, the air- 
craft was forced to the ground, where it received substantial damage. The pilot 
was not injured. 

Conclusion: The pilot's failure to see and avoid the wires caused the crash. 

Recommendation; A pilot warning device identifying wire location when within 
hazardous distance would have been beneficial in wire avoidance. 

Identification of wire location in relation to known ground objects prior 
to flight would have aided the pilot in avoidance. 

Forward speed of 40 knots should have provided sufficient kinetic energy 
for effective use of wire cutters. However, initial tail rotor engagement of 
wires makes use of external wire cutters questionable. 


AIR TKAMHPOKTAT ION 


One Serious 

I- 1230 5/ 10/ 73 Veto Beach, FL Hughes 2h ( )A One No Inj ur y bes t t oye d - $70,000 

NTSB Accident. Cause : 

Pilot Krror: Failed to see and avoid obstructions 

The Accident: A high time experienced flight instructor (10525 hrs) struck two 

strands of (7600 volt) electrical transmission wire strung across a field approxi- 
mately 40 ft above ground. The pilot was engaged in demonstrating an emergency 
landing (autorotation). Total time of flight was 55 minutes. The pilot had no 
knowledge of wires until entanglement. 

The weather was 4000 foot overcast with 5 miles visibility. At the time of 
the accident, 16L5, the sun was relatively high and not considered a contributing 
factor. 

Upon tail rotor wire engagement while in a demonstrated autorotation, the 
aircraft became uncontrollable and a forced landing resulted. The aircraft was 
destroyed and the instructor received serious injuries. 

Conclusion ; The pilot's failure to locate wires relative to ground objects caused 
the crash. 

Recommendation s : A pilot warning device identifying wire location when within 

hazardous distance would have been beneficial in wire avoidance. 

Identification of wire location in relation to known ground objects prior 
to flight would have aided the pilot in avoidance. 

Pull up from autorotation and initial tail rotor wire engagement would not 
have been conducive to effective use of external wire cutters. 


AIK TRANSl’OUTATlON 


* il/i.A/78 Aclaiu,i, }.A Mugjios . ~.b9U <hi^Syt4ous, Ono^ K.uaJ Destroyed - $7h t r >00 

NT SB Accide nt Uanse : 

Pi lot hrror: 1. Misjudged clearance 

-• Spout neous , improper action 

— ~ A - An «->xper lone oil commercial pilot Cb29 hrs) inadvertently caught 
Hie hoist line of a mechanism used to raise a bucket to the top of a b5 foot 
pole. The pilot was engaged in retrieving banking transactions from the trans- 
ter device which was located on the roof of a hank. Total time of flight was 
2 hours, ” minutes. The pilot was familiar with the bank hoisting rig. 

The weather was clear with unlimited visibility. At the time of the acci- 
dent, lf.32, the sun was relatively high and not considered a contributing factor. 

Upon right skid entanglement with the transfer device hoisting line, at a 
hover speed, the pilot at t emoted a pull away that caused the helicopter to pitch 
over inverted on the hank roof. The heliconcer was destroyed, the passenger 
killed and the pilot received serious injuries. 

inclusion; I'i.e pilot’s tailure to avoid hoisting rig entanglement and subsequent 
noor judgment on attempting to break loose, caused the crash. 

Keco'nmendations: Mono . This accident is not regarded as a valid wire strike 

sampling. 


AGRICULTURE 


AE RIAL APP L ICATION 

3~ 1600 5 / 2 8/ 7 8 R ed Li c k, MS Bull 47G3B Serious Injury Destroyed — $S2 I 30() 

NTSB Ac cid ent Cause : 

Pilot Errors Failed to see and avoid obstructions 

The Accident : A commercial agricultural pilot (980 hrs) struck an electrical 

power line strung across a field approximately 20 feet above the ground. The 
pilot was engaged in applying chemicals to a bean field. Total time of flight 
was 15 minutes. The pilot had no knowledge of wires until entanglement. 

The weather was clear, with 15 miles visibility. At the time of the acci- 
dent, 1515, the sun was high and not considered a contributing factor. 

The main rotor mast of the aircraft struck the wires and subsequently 
the wires entangled in the tail rotor, causing its separation from the air- 
craft. The helicopter became uncontrollable, pitched up, rolled and crashed. 

The aircraft was destroyed by fire and the pilot received serious injuries. 

Conclusion: The pilot's failure to locate wires relative to known ground objects 
caused the crash. 

Recommendations : A pilot warning device identifying wire Jocation when within 
hazardous distance would have been beneficial in wire avoidance. 

Identification of wire location in relation to known ground objects prior 
to flight would have aided the pilot in avoidance. 

Forward speed of estimated 45 knots should have provided sufficient kinetic 
energy for effective use of external wire cutters. Initial main rotor mast engage- 
ment indicates an external wire cutter would have been most beneficial in avoid- 
ing this accident. 


A I it T KAN Si ’OUTAT IQS 

3-1024 UjJ2$ ' Nr. (lion Ellen, PA Ba ll 47(3 No Inj ury Substantial - 56.300 
NTSB Accident Cause : 

Pilot Error: Failed to sue and avoid obstructions 

I.he Accident: A commercial agricultural pilot (S26 hrs) struck a power line 

strung across a field approximately 20 feet above ground. The pilot was engaged 
in conducting an aerial survey of fields to be chemically treated. Total time 
of flight was 5 minutes. The pilot had no knowledge of wires until entanglement. 

The weather was clear with 20 miles visibility. At the time of the accident, 
0930, the sun was high and not considered a contributing factor. 

Upon initial wire entanglement with the skids, the pilot continued his 
approach to landing. Forty feet from touchdown, tail rotor control was lost and 
the aircraft was forced to the ground. The main rotor sheared off the tail boom 
and rotor. The aircraft received substantial, carnage but neither pilot nor pas- 
senger were injured. 

Conclusion: The pilot's failure to locate wires relative to known ground objects 

and continuation of the landing approach when entangled with wires, caused the 
accident. 

Reconmiendations _: A pilot warning device identifying wire location when within 

hazardous distance would have been beneficial in wire avoidance. 

Identification of wire location in relation to known ground objects prior 
to flight would have aided the pilot in avoidance. 

Forward speed of less than 15 knots during landing approach nrobably would 
not have provided sufficient kinetic energy for effective use of wire cutters. 
However, initial skid engagement would have been suited to use of wire cutters. 


AIR TRANSPORTATION 


3-1711 6/ 15/78 Charlotte, NC Hushes 269C One Fata l Destroyed - $77,000 

NTSB A ccident Cause : 

Pilot Error; 1. Failed to see and avoid obstructions 

2. Inadequate preflight preparation and/or planning 

The Accident ; An experienced commercial pilot (4571 hrs) struck two electrical 
transmission lines strung across a field approximately 20 feet above ground. 

The pilot was engaged in an approach to landing. Total time of flight was 5 
minutes. The pilot had no knowledge of the wires until entanglement. 

The weather was clear with greater than 5 miles visibility. At the time 
of the accident, 1500, the sun was high and not considered a contributing factor. 

Upon main rotor entanglement with the wires at an approach speed of less 
than 10 knots, the aircraft became uncontrollable and crashed. The aircraft 
was destroyed by fire and the pilot received fatal injuries. 

Conclusion ; The pilot's failure to locate wires relative to known ground objects 
prior to attempting a landing caused the crash. 

Recommendations ; A pilot warning device identifying wire location when within 
hazardous distance would have been beneficial in wire avoidance. 

Identification of wire location in relation to known ground objects prior 
to flight would have aided the pilot in avoidance. 

Forward speed of less than 10 knots probably would not have provided suf- 
ficient kinetic energy for effective use of wire cutters. Initial main rotor 
wire engagement would have also precluded effective use of wire cutters. 


AGRICULTURE 


AERIAL APPLICATION 


3-1737 7 / 30/ 78 Buena V ista, GA Hughes 2b9C One Serious Destroyed - $76,500 

NT SB Accident Cause : 

Pilot Error: Failed to see and avoid obstructions 

The Accident : A high time experienced agricultural pilot (10,252 hrs) struck 

a telephone wire strung across a field approximately 20 feet above ground. The 
pilot was engaged in applying chemicals to a peanut field. Total time of flight 
was 5 minutes. The pilot was aware of wire location. 

The weather was scattered clouds with 20 miles visibility. At the time of 
the accident, 1400, the sun was high and not considered a contributing factor. 

Upon entanglement at a forward speed of approximately 40 knots, the aircraft 
became uncontrollable and crashed. The aircraft was destroyed and the pilot 
seriously injured. 

Conclusion : The pilot’s failure to see and avoid wires caused the crash. 

Recommendations ; Use of a pilot warning device would have been of questionable 
value since the telephone lines were beneath power lines. 

Closer identification of telephone line location with power lines would 
have aided in wire avoidance. 

Forward speed of 40 knots should have provided sufficient kinetic energy 
for effective use of external wire cutters had they been installed. 


MISCELLANEOUS 

CONSTRUCTION 


lri . 884 . kL 2 ?Jj8 Harrisburg. PA Sikorsky S58DI' One Serious Destroyed - $850.000 
NTSB Accident Cause : 

Pilot Errors 1. Failed to follow approved procedures/directivea 
2. Misjudged clearance 

The Accident; A highly experienced airline transport pilot (11,240 hrs) struck 
an 80 foot tali athletic field lighting tower with the tail rotor of a con- 
struction helicopter. The pilot was engaged in the operation of removing the 
lighting towers from the athletic field. Total time of flight was 5 minutes. 

The pilot was well aware of the lighting tower hazards to his operation. 

The weather was clear with over 10 miles visibility. At the time of the 
accident, 0950, the sun was high and not considered a contributing factor. 

There were no wires involved in this accident. The tail rotor struck one of 
the lighting towers still standing and disintegrated upon impact. With the 
helicopter uncontrollable, the pilot dropped the tower load being carried and 
crash landed in the athletic field. The pilot was seriously injured and the 
helicopter destroyed. 

Conclusion: The pilot's failure to judge distance was the cause of the acci- 

dent . 

Recommendations : This helicopter accident was not a valid wire strike for 

the NASA study and recommendations are not pertinent. 


AGRICULTURE 
AERIAL APPLICATION 


&W* Nr. Salinas, r .\ Bell H-11R «« 

UU3B 

PUoc Error, Failed to 3ee a „ d av „ ld 

aSJtecldffit, A „ eaperlenced agricultural pilot ( 2 , 50 hru,! , 

three ecrands of electrical power n„« «, d/3-laat .0 days) struck 

ground. The pilot was m. tUn8 aCross a fl,i ld 20 feet above 

tl.e of flight was 10 alnutH i^plf '’V h ' ! '' ,i ' :alS " “ P ° CaCO Cr ° p - To ' al 
Strike. The Pil0t W ° f location prior to wire 

The weather was clear with 8 miles visiMi-^ 

dent, 0915, the sun was hieh a a ‘ P ' At the tlni e ot the acci- 

hlgh and not considered a contributing factor 

a carni r:;:":!';:: r ma * ntansied in *- — -» ™ 6 

injury and the aircraft was destroyed" 8r ° Um1 ' r<!C “ ived minor 

?***' PI10t ' S ^ — e to the wires caused the crash 

^^:cer;rtv: vi \v dentifyi " e - — - — ' 

have been beneficial in wire avoidance 

~ r:::;:: r, ““ ~ ~ -•••“•■ »• ~ .... 
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cutters. P effectiveness or external wire 


A IR TRANSPOKTAT I ON 


j rjJ-33 5/21/78 Nr_. Blrchwood, WI Hughes 269 No Injury Substantial - $15 ,000 

NTSB Accident Cause : 

Fllot Errors Failed to see and avoid obstructions 

The Accident: An experienced commercial pilot (4742 hrs) struck two strands of 

long abandoned telephone wire (12 yrs) strung approximately 50 to 60 feet above 
the water of a remote lake. The pilot was engaged in conducting a geological 
survey of the area. Total time of flight is unknown. The accident occurred 5 
hours and 30 minutes after initial takeoff. The pilot had no knowledge of the 
wires until entanglement. 

The weather was clear with over 20 miles visibility, at the time of the 
accident, 1330, the sun was high and not considered a contributing factor. 

The aircraft struck the lower wire of two, separated by approximately 3 feet, 
at canopy level, which shattered the plexiglass. The upper wire missed the main 
rotor, but wrapped around the tail rotor, causing the tail doom to be sheared off. 
The aircraft was forced down into the water. 

Conclusion: The pilot's failure to see and avoid wires caused the crash. 

Recommendations: A pilot warning device identifying wire location would have 

been beneficial in wire avoidance. 

Identification of wire location with known objects would not have been feas- 
ible, since the flight hazard had been created and abandoned 12 years prior to 
the accident. 

forward speed of 50 knots provided sufficient kinetic energy for effective 
use of wire cutters; however, initial tail rotor entanglement would have made 
their use ineffective. 

Pi lot's Recommend of ion : "Maximum performance takeoffs should he executed no 

matter how large and unconfining the takeoff area is." 


AIK TRANSPORTATION 

^~‘ 3;23 1 -^ 7 - — N r. (-1uv1h,_CA Hughes 369D No Injury Substantial - $15a ,hU0 

NTSK Accident Cause : 

Pilot Error: Failed to see and avoid obstructions 

The Accident : An experienced commercial pilot (4155 hours) struck two strands 

of electrical cable strung between two lulls, approximately 200-J0U feet above 

ground. The pilot was engaged in a sightseeing flight of the hills. Total time 

of flight was 50 minutes. The pilot had no knowleuge of the wires until entan- 
glement. 

TIk weather wee clear with 10 mllee visibility. At the time of the acci- 
dent, 1530, the sun was high and not considered a contributing factor. 

Upon impact with the wires at a forward speed of approximately bO knots, 
the windscreen was shattered and the main/tadl rotors were damaged. Neither 
pilot nor passenger received any injury. 

— n - C - ^ 8l0n ; The P ilot ' 8 fa ““re to see and avoid wires caused the accident. 

Re commendations : A pilot warning device identifying wire location when within 

hazardous distance would have been beneficial in wire avoidance. 

Identification of wire location in relation to known ground objects prior 
to flight would have aided the pilot in avoidance. 

Forward speed of approximately 60 knots provided sufficient kinetic energy 
for effective use of external wire cutters, had they been installed. 


AIR TRANSPORTATION 


One Serious 

3-3111 9/24/ 7 3 Nr. K1 unman. A2 lustrum 28QC O ne Minor Destroyed - S 90,000 
NTSB Accident Cause : 

Pilot Error: l. Failed to see and avoid obstructions 

2. Diverted attention from operation of aircraft 

The Accident : An experienced commercial pilot (2416 hours) struck five strands 

of electrical transmission wire (24,900 volts) strung across a freeway approxi- 
mately 20 feet above ground. The pilot was engaged in conducting an aerial sur- 
vey, Total time of flight was 30 minutes. The pilot had no knowledge of wires 
until entanglement. 

The weather was 8000 foot scattered with unlimited visibility. At the time 
of the accident, 0900, the sun was high and not considered a contributing factor 

At an airspeed of 68 knots, the aircraft initially struck the wires at cock- 
pit level, with wires deflecting up to the rotor mast. The ensuing wire entan- 
glement caused shearing of the tail rotor and subsequent loss of control. The 
aircraft crashed very close to the power lines, with injury to the passenger and 
total loss of the helicopter. 

Conclusion : The pilot's failure to see and avoid wires was the cause of this 

accident. 

Recommendations : A pilot warning device identifying wire location when within 

hazardous distance would have been beneficial in wire avoidance. 

Identification of wire location in relation to known ground objects prior to 
flight would have aided in avoidance. 

Forward speed of 68 knots would have provided sufficient kinetic energy for 
effective use of external wire cutters. Initial wire impact in this accident 
would have been most conducive to use of wire cutters. 

P 1 It t ' s Reoommenda , tions : Change Federal Air Regulations (FAR 91.79d and 135.91b) 

to require helicopter pilots to fly no lower than 300 feet ACL, except when tak- 
ing off and landing, or when conducting operations that require flight at lower 
altitudes. 

Revise the FAA "Basic Helicopter Handbook" to include a special section on 
hazards and pilot techniques for ensuring flight safety at near ground altitudes. 


AGRICULTURE 
AERIAL APPLICATION 


il31U 10/14/78 (te am Creek, . gg Hlllg.jjfr.12g One Minor hescroved - S l04.00n 
NTSB Accident: Cause : 

Pilot Error: Failud to see and avoid obstructions 

Ih g, Accid ent, A high time experienced agricultural pilot (15,000 hrs/40 last 10 
ays) struck power lines strung across a field approximately 20 feet above ground. 

e pilot was attempting his first swath run to apply chemicals to a cotton field 
Total time of flight was one minute. T h e pllot had „„ kno „ U dg e o( wlres 
entanglement. 

The weather was clear with 30 miles visibility. At the time of the accident, 
0715, the sun was relatively high and not considered a contributing factor. 

Upon skid entanglement with Che wires at a speed of approximately 40 knots 
Che nos, of ch. aircraft pitched down, causing the main rotors to strike Che 
ground, and resulting in loss of the aircraft. 

— ClU3l ° n ; Th “ pUot ' S to see and avoid wires caused the accident. 

Rec ommendations ! A pllot warning device Identifying wire location when within 
hazardous distance would have been ben-flclal in wire avoidance. 

Identification of wire location In relation to known ground objects prior 
to flight would have aided the pllot In avoidance. 

Foward speed of 40 knots should have provided sufficient kinetic energy for 
effective use of external wire cutters. Initial skid engagement with wires 
would also have been conducive to their use. 


AGRICULTURE 


AIR V AT, APPLICATION 

3-3264 12 /8/78 Nr. Wanting, CA HlU er U1U2K No Injurie s S ub 

N TSB Accident Cau se : 

Pilot Error: Failed to sue and avoid obstructions 

The Acciden t: An agricultural pilot (858 hours) struck three stands of elec- 

trical transmission wire strung across a field approximately 20 fee); above 
ground. The pilot was engaged In making a temperature survey over an orange 
orchard in pre-dawn darkness. The pilot had knowledge of wire location. 

The weather was clear with 20 miles visibility. At the time of the acci- 
dent, 0400, the pilot's visibility was restricted by darkness. 

Wire entanglement occurred when the pilot was in a shallow turn 3rd his 
attention was distracted by making observations of orange g^ove temperatures. 

Conclusion : The pilot's failure to concentrate on flight, and being d: * tracteu 

by temperature observations caused the accident. 

Recommendations : A pilot warning device identifying wire vocation w^.en w thin 

hazardous distance would have been ueneficic 1 in wire avoidance. 

Slow turning speed at time of wire impact would not, have provided nuificient 
kinetic energy for effective use o f external wire cut:ei:s. 


AIR TRANSPORTATION 


OIL SUPPORT 

3-3451 11/25/78 Luteher, LA Bell 2Q6B Two Minor Substantial - $175 ,,000 

NTSB Accident Cause : 

Pilot Error: Failed to see and avoid obstructions 

The Accident : A commercial pilot (2944 hours) struck a steel guy wire 

which was strung across a levee 20-25 feet above ground. The pilot was 
engaged In air taxi operations to a pipeline oil spill. This was his 
second landing on the levee. Total time of flight was 65 minutes. The 
pilot had no knowledge of the guy wire until entanglement. 

The weather was 4000 foot overcast with 7 miles visibility. At the 
time of the accident, 0820, the sun was relatively high, obscured by the 
overcast and not considered a factor. 

Upon entanglement with the guy wire at a near hover landing speed, 
the main rotor blades were lost and the aircraft crashed, inflicting 
minor injury to the pilot and one crewman. 

Conclusion : Ine pilot's failure to locate wires relative to the landing 

site and visual blendit.£ of the wires with the environment caused the 
crash. 

Recommendations : A pilot warning device identifying wire location when 

within hazardous distance would have been beneficial in wire avoidance. 

Identification of wire location in relation to known ground objec* * 
prior to flight would have aided the pilot in avoidance. 

Near hover landing speed, less than 10 knots, would not have provided 
sufficient kinetic energy for effective use of wire cutters. 


AliRICUl.TUKE 
AERIAL APPLICATION 


3-3476 9/23/78 Wav eland, IN Bell 47C2 One Minor Substantia l - $ 28,500 — 

NTSB Accident Cause ; 

Pilot Error: Failed to see and avoid obstructions 

The Accident : A high time experienced agricultural pilot <6444 hrs/2-last 10 

days^ struck a power line strung across a field approximately 20 feet above 
ground. The pilot was engaged in applying chemicals to a bean field. Total 
time of flight was less than one minute. The pilot had no knowledge of wires 
until entanglement. 

The weather was clear with IS miles visibility. At the time of the acci- 
dent, 1150, the sun was near zenith and not considered a contributing factor. 

The main rotor mast struck the wires at a forward soeed of approximately 
30 knots. The wires further fouled the main rotor control rods causing the 
pilot to lose control and crash. The wires remained entangled with the main 
rotor. The pilot received minor injuries and the aircraft substantial damage. 

Conclusion : The pilot's failure to see and avc-id the wires caused the crash. 

Recomnendations : A pilot warning device identifying wire location when within 

hazardous distance would have been beneficial in wire avoidance. 

Identification of wire location in relation to known ground objects prior 
to flight would have aided in wire avoidance. 

Forward speed of approximately 30 knots should have provided sufficient 
kinetic energy for effective use of external wire cutters. Initial wire engage- 
ment with main rotor mast would have been conducive to use of the wire cutters. 


acrioui.turk 

AKR LAI. AIM*!. If AT ION 

JL Usl lA Xf. C aa t ruvl 11 t» f CA Bell 47C Minor I njuries Substan tial - $11,000 
NTSB Accident Cause ; 

Pilot Error: Misjudged distance 

Bl e _ Air'^A^lP. 5 A high time experienced agricultural pilot <47b5 hrs/30-last 10 days) 
struck a power line strung across a field approximately 20 feet above ground. 

The pilot was engaged in applying chemicals to a artichoke field. Total time of 
flight was two minutes. The pilot was well aware of power line location. 

The weather was clear with 6 miles visibility. At the time of the accident, 

0830, the sun was relatively high and not considered a contributing factor. 

Upon tail rotor entanglement with the wires due ton late pull up from a swath 
run, the pilot lost control and the aircraft crashed, causing minor pilot injuries. 

Conclusion ; The pilot's failure to determine range to wires on a swath run pull 
up caused the crash. 

Recommendations: Effective use of a pilot warning device is questionable in 

that the pilot was aware of wire location; he just misjudged swath run pull up. 

Further wire location identification is questionable in that the pilot was 
well aware of wires. 

Pull up airspeed of approximately 4(1 knots should have provided sufficient 
kinetic energy i r effective use of external wire cutters. However, initial 
tail rotor wire engagement on swath run turn around makes use of wire cutters 
of questionable value. 


MISCELLANEOUS 
COMMERCIAL CONSTRUCTION 


'3— 3817 7/28/73 Sauk Centre. MN Hughes 369HS One Serious Destroyed - $ 183, 000 

NTSB Accident Cause ; 

Miscellaneous - Undetermined 

The Accider t: A high time commercial pilot (5300 hours), discharging a workman 

atop a 140 ft. tower, struck the cower am with main rotor blades. The aircraft 
fell to the ground and was destroyed by fire. Total time of flight was 12 hrs., 
30 min. Pilot had knowledge of location of tower am. 

The weather was clear with 20 miles visibility. At the time of the acci~ 
dent, 1935, the sun was low but not considered a factor in the accident. 

The pilot had been Involved in an helicopter accident on 7/13/78, received 
head injuries which caused dizziness. This was his first day back at work 
since the previous accident. The pilot had made 12 to 15 tower landings on 
7/23/78. 

Conclusion ? Cause of the accident is undetermined. 

Recommendations: None. Pilot was within hazardous distance limits of tower 


arm at time of accident. 


A IK TRANSPORTATION 


Two serious 

J-4102 12/21/78 Pho enix. AZ IQ* i)SSJ BiS2L_ 

NT SB _Ac cldent Cause : 

Mine. - Powerline tower static cable fell on aircraft. 

The Accident: A conoerclal pilot (2205 hoot.) waa hovering near a electrical 

tranamiaaion tower -hen It collapaed and a powerllne atatlc cable ..11 on the 
aircraft. The pilot wa. engaged In conducting a atom damage aaaeaament of 
the electrical power line. Total time of flight waa 42 minutea. Pilot know- 
ledge of wire location wa. not pertinent to the accident. The wire te 1 on 

the helicopter. 

The weather waa clear with 25 mile, vlalbillty. At the time of the acci- 
dent. 0812, the son waa high and not conaldered a contributing factor. 

HI, an the aupnort towe collapaed, the wire fell upon the helicopter, foul- 
ing the main rotor and canning loaa of control that reanlted in a craah. 

Cone lua Ion : Material failure of the electri.al aupport tower canned the atatlc 

wire to fall upon the helicopter and caused the crash. 

Recommendation: Mona: thin accident la not a valid NASA wire atrlke data aamp- 

ling. 


1 . 
4 


AIR T RANSPORTATION 

1-4177 uytj/rrt Sr. Rockvil l e, I N Be U 20h ^JnJiirJioH Sub stan tial - $10,000 
XTSB Ace idenj^ Pause i 

Pilot Error: Failed to see and avoid obstructions 

Emergency Circumstance: Precaut ionarv landing off airport with suspected 

or known aircraft damage 

The Accident : An airline transport pilot (5V$2 hours) struck one strand of 

electrical power line strung across a field approximately 20 feet above ground. 
The pilot was engaged in evaluating engine recovery characteristics from auto- 
rotations in an unsurveyed field. Total time of flight was two hours. The 
pilot had no knowledge of wires until entanglement. 

The weather was clear with over 20 miles visibility. At the time of the 
accident, 1400, the sun was high and not considered a contributing factor, 

l T pon entanglement with the wire at a climb speed of 100 knots, the aircraft 
developed vibrations that prompted the pilot to execute an emergency autorotation 
into the field. All aircraft damage resulted from the initial wire strike and 
not subsequent flight. Post-flight investigation revealed a 4 foot length of 
power cable wrapped around both tail rotor blades at the hub. 

The pilot's failure to locate wires relative to intended area of 
autorotation evaluation, and failure to see and avoid the wires caused the 
crash. 

Recommen dat tons : A pilot warning device identifying wire location when within 

hazardous distance would have been beneficial In wire avoidance. 

Idcntlf teat Ion of wire location in relation to known ground objects prior 
to flight would have aided the pilot in wire avoidance. 

Forward speed of 100 knots provided sufficient kinetic energy for effective 


use ot wire cutters. 


1979 
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AUKiaUTKK 
Aerial Application 

, u.ti.»r t*Hl ’h No Injuries Suhstant la 1 " A-dliilLli' 

J-0285 2/25/79 Brentwood, tA LJJiAnE " L ' 

NTSB Accident Cause : 

Net available 

t i <1105 hours) struck three power wires approximately 

The Accidents A commercial pilot {IW> mmrsj t „ 

35 feet above ground after making a spray pass and the aircratt was in an turn. 

Th. engine developed roughness and loss at power. It f.ll through the -ire 

landed on its right side. 

i ». i vin rhe skv was scattered at >+000 feet with 
At Che time of the accident, 1230, the sk> was sca tt 

visibility of id miles. Th. sun was high. Tho woath.r was not a motor. 

Tho main rotor blados initially Impactod with tho wlros. TUo wlros worn broken 
as th aircraft crashed to the ground with substantial damage. Tho pilot was unin- 
jured. Maintenance inspection showed load deposits on all spark ^gst more pre a- 
lent u the two plugs removed from the cylinder and the tront plug Tom the 
cylinder. The aircraft was carrying liquid toxic chemicals. Tho P 

affected. 

Conclusion . Momentary loss of power while in an Ag turn caused the aircraft to 
lose altitude and hit wires. 

Recommendation . Mono, the -ire strike was the result of engine power loss in 
flight and was unavoidable. 


AGRICULTURE 
Aerial Application 


3-Q57Q 3/24/79 Friend, OR Hiller UH12E No Injuries Substantial - S35.00Q 

NTSB Accident Cause ; 

Not available 

The Accident ; A very experienced pilot (13,761 hours) hit two power lines while on 
a swath run spraying weeds in a wheat field. The pilot had flown three hours the 
same day. The power line, which crossed the field 90® to the line of flight, was 
observed by the pilot before taking off with the spray load. 

At the time of the accident, 1000, the sky was clear with unlimited visibility. 

The sun was relatively high and not a factor. 

The part of the aircraft initially impacting with wires was not reported. The 
aircraft was substantially damaged; the pilot was not injured. The aircraft was 
carrying non-toxic chemicals. 

Conclusion : The pilot's failure to see and avoid the wire across the field caused 

the accident. 

Recommendations : A pilot warning device identifying wire location when within hazard- 

out distance would have been beneficial in wire avoidance. 

Identification of wire location would not have aided in this case as the pilot 
had observed the wire. 

Forward speed of the helicopter, estimated about 30 knots dui ag a spray run, had 
sufficient kinetic energy for wire cutters to be effective, had they been installed. 


AGRICULTURE 
Aerial Application 


3-0576 4/27/79 Guatlne. CA Hiller 11H 12K One Minor Substantial - $70,000 

NTSB Accident Cause : 

Not available 

The Accident : 

A very experienced commercial pilot (5750 hours) struck two power wires 
approximately 35 feet above ground while on a pull up from a swath run. The 
pilot was spraying a walnut orchard. The pilot had flown 2 1/2 hours that day. 

The pilot was flying into the sun. The aircraft was on the second pass of the 
fourth load. 

At the time of the accident, 1800, the sky was clear with visibility of 10 
miles. The sun was low and sunglare was a factor. 

The part of the aircraft impacting initially with tne wires was not reported. 

The pilot, seeing that he was dragging cable, went into a quick stop and auto- 
rotation. On landing, the aircraft main rotor hit a tree at the edge of the orchard. 
The pilot received minor injuries. The aircraft was substantially damaged. Liquid 
toxic chemicals were being carried. The pilot was not affected. 

Conclusion ; The pilot's misjudgment of the altitude and distance to the power 
lines caused the accident. 

Recommendations ; A pilot's warning device identifying wire location when within 
hazardous distance would have been beneficial in wire avoidance. 

Forward speed of the aircraft of over 30 knots had sufficient kinetic energy 
for wire cutters to be effective had they been Installed. 


AGRICULTURE 
Aer i al Applicati on 


3-0b45 5/15/79 Musea lake. MA Bell Tomcat MR 5 A No Injuries De a t r aved ^ 14 0^000 

NTSB Accident Cause : 

Not available 

The Accident : An experienced commercial pilot (3695 hours) struck a power pole while 

on a swath run spraying a wheat field. The pilot was spraying along a pole line 
flying from west to east. The pilot had flown eight hours in the last 24. The 
flight originated at Che field site being sprayed, moments before the accident. 

At the time of the accident, 0600, the sky was clear with unlimited visibility. 
The angle of the sun was low and could have been a factor. 

The main rotor blades hit the pole and the aircraft was thrown to the ground 
and destroyed. The pilot was not injured. Liquid nontoxic chemicals were being 
carried on the aircraft. 

Conclusion : Pilot misjudgment of the distance to power poles near the flight path 

caused the accident. 

Recommendation ; A pilot's warning device indicating close proximity to a hazard 
would have been beneficial. 
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AIR TRANSPORTATION 


3-06H2 5/6/79 Weatherly, PA Hell 470 Three Minor Injuries Destroyed - S 16, 500 

MTSB Accident Cause : 

Not available 

The Accident : A commercial pilot (2147 hours) struck a guy wire about 75 feet high 
which was strung across a river. The wire was supported by a pole on one embank- 
ment of the river and at ground level at the opposite side. The pilot was carry- 
ing forest rangers on a fire control reconnaissance over the river. Total time 
of the flight was 15 minutes. The pilot had been flying at the height of mountain 
ridges and descended lower to make contact with a ground party, when the aircraft 
hit the guy wire. 

At the time of the accident, 1145, the weather was clear with visibility of 
15 miles. The sun was high and not a factor. 

The aircraft impacted with the wire at 50 mph, flipped and crashed into the 
river and was destroyed. The pilot and passengers received minor injuries. 

Conclusion : The pilot's failure to see and avoid the guy wire strung across the 

river caused the accident. 

Recommendations : A pilot's warning device identifying wire location when within 

hazardous distance would have been beneficial in wire avoidance. 

Identification of wire location in relation to known ground objects prior 
to flight would have aided the pilot in avoidance. 

Forward speed of aircraft of approximately 50 knots had sufficient kinetic 
energy for wire cutters to be effective had they been installed. 

Pilot's Recommendation ; "Masking of wires with aircraft orange balls" 

"Prominent notices of wire locations at heliports/airports in local area" 


agriculture 
A erial Application 


3-1031 5/1/79 Nr. Drew, MS Hiller UU12D I Minor Su bstantia l - $27,000 

NT SB Accident Cause : 

Pilot Errors Failed to see and avoid objects or obstructions 

The Accident : A commercial pilot (1668 hours) struck a wire approximately 

20 feet above ground while on a swath run spraying cotton. The pilot had flown 
1,5 hours between midnight and the time of the accident. The pilot stated to 
the inspector making the investigation that he was dispensing herbicide on this 
field, working under the wires. He stated that after several swath runs be f.’fi'v 
into the wires, thinking he had passed over them. 

The weather at the time of the accident, 1730, was estimated as 3000 fevt. 
broken, with unlimited visibility. The sun was relatively high and i .t a factor. 

The part of the aircraft impacting with the wire vas reported. The air- 
craft was substantially damaged; the pilot received minor injuries. The air- 
craft was carrying liquid non-toxic chemicals. 

Conclusion : The pilot's failure to see and avoid the wire caused the accident. 

Recommendations : A pilot warning device identifying wire location when within 

hazardous distance would have been beneficial in wire avoidance. 

Forward speed of the aircraft of approximately 60 knots provided sufficient 
kinetic energy for wire cutter effectiveness had they been installed. 

Pilot's Recommendation: "If wires were better marked around trees and houses 


(the accident might have been avoided). 


AIR TRANSPORTATION 


3-1039 3/9/79 Angleton, TX Hushes 369D 2 Fatal Destroyed - $76,500 

NT SB Accident Caus e: 

Pilot Error: Failed to see and avoid objects or obstructions 

Factor: Unwarranted low flying 

The Accident : An experienced commercial pilot (6150 hours) struck 2 long span 

power wires 60 feet above ground while carrying a passenger from Brazoria County 
Airport, Texas to Columbia Lakes, Texas. Total time of the flight was 5 minutes. 
It is not known if the pilot or passenger were aware of the wire strike. Photos 
show wires are long span power lines. 

At the time of the accident, 1320, weather was clear with visibility of 
10 miles. The sun was high and not a factor. 

Apparently, the bubble and main rotor blade initially impacted with the 
wires. Plexiglass and plastic fragments were found below the impact point and 
there were steel power wire imprints on a main rotor blade. The aircraft 
crashed to the ground and caught fire after the pilot and passenger were pulled 
from the wreckage. Apparently the pilot and passenger died in the crash. The 
aircraft burned and was destroyed. 

Conclusion : The pilot's failure to see and avoid the long span power wires 

caused the accident. 

Recommenda t ions : A pilot's warning device identifying wire location when within 

hazardous distance would have been beneficial in wire avoidance. 

Identification of wire location in relation to ground objects prior to flight 
would have aided the pilot in avoidance. 

Forward speed of the aircraft of around 80 knots would have provided suf- 
ficient kinetic energy for wire cutters to be effective; however, effectiveness 
is questionable as main rotor blade impact in this case was a primary factor. 


Aim i an . turk 

Aerial Application 


Nr. Nana. CA Bell OU-IJU l Minor Injury Destroyed - $70,000 
NTSB Accident Cause : 

Pilot Error: Fulled to see and avoid objects or obstructions 

Factor: Sunglnre 

The Accident : An experienced commercial pilot (3900 hours) struck two power 

lines approximately 25 feet above ground while on a swath run. The pilot was 
dusting grapes in mountainous terrain. The pilot had flown 3 hours from mid- 
night to the time of the accident. Time of the flight was 5 minutes. The pilot 
stated that lines blended In with mountainous terrain and apparently he was 
unaware of the location of the wires. 

The sky was clear at the time of the accident, 0820, with visibility of 
20 miles. The pilot was flying In a NE direction with the sun In his eyes. 

The aircraft crashed and burned after wire Impact. Dry non-toxic chemicals 
were being carried. The pilot suffered minor lacerations and bruises. 

Conclusion: The pilot's failure to see and avoid the wire while flying with the 

sun in his eyes caused the accident. 

Recommendations: A pilot warning device identifying wire location when within 

hazardous distance would have been beneficial in wire avoidance. 

Identification of wire location in relation to known ground objects prior 
to flight would have aided the pilot in wire avoidance. 

Forward speed of the aircraft of approximately 60 knots provided sufficient 
kinetic energy for wire cutter effectiveness had they been installed. 

Pilot's Ree ommonda t ion: "Don't fly with sun in eyes." 


ACK1CULTURK 


Aerial Application 

3-1077 6/23/79 Nr. Lihue. HI Hiller UH12F. No Injuries Substantial - $67,0 00 

NTSB Ace Ident Cause ; 

Pilot Error: Failed to see and avoid objects or obstructions 

Factor: High obstructions 

The Accident : An experienced commercial pilot (5649 hours) struck 3 power wires 

about 75 feet above ground. The pilot was dusting sugar cane and was in flight 
to reload. After completing a snrav run prior to reloading the pilot stated he 
momentarily forgot about the power line and pulled up too late to avoid it. 

The pilot had flown 1.4 hours between midnight and the time of the accident. 

The weather was clear at the time of the accident, 1400, with visibility 
of 10 miles. The sun was high and not a factor. 

Initial wire impact was with the main rotor mast and tail rotor driveshaft. 
The aircraft lost directional control and sustained further damage on landing. 
There were no injuries. The aircraft was carrying liquid non-toxic chemicals. 

Cone Ins ion : The accident was caused by the pilot momentarily forgetting about 

the power line location and failing to see and avoid it on his pull up from 
a swath run. 

Recommendations : A pilot warning device identifying wire location when within 

hazardous distance would have been beneficial in wire avoidance. 

Forward speed of the aircraft of approximately 60 knots had sufficient 
kinetic energy for wire cutter effectiveness had they been installed. 

Pilot *s Recommendation : "Would help to have lines marked with balls that are 

presently available for this specific purpose. Would probably have seen line 
earlier." 


Actueui.iuKi: 

Aortal Appl teat ton 


J- 1207 5/18/79 Island C ity, OK Boll 20bB Ono Min or Injury U c^ rovj id_ ~ J\r. ^ ->-^1° 

N'l'SB Accident Cause : 

Not aval Lablo 

T he Accident : An experienced commercial pilot 14521 hours) struck two power wires 

about 20 feet above ground while on a swath run, spraying a wheat field. Total 
time of flight that day was 24 minutes. The pilot stated he had Just looked at 
his boom pressure gauge when he hit the power line at the edge of the field. 

At the time of the accident, 0545, the sky was scattered at 8-10 thousand 
feet. There were no restrictions to visibility. 

One wire impacted with the aircraft windshield and the other with the main 
rotor blades. The aircraft made a right turn, crashed, caught fire and was des- 
troyed. The pilot received minor injuries. The aircraft was carrying liquid 

nontox i c chemicals • 

Conclusion : The pilot’s momentary diversion of attention t rom the flight path 

during a swath run caused the accident. 

Recommendations : A pilot’s warning device identifying wive location when within 

hazardous distance would have been beneficial In wire avoidance. 

Identification of wire location in relation to known ground objects prior to 
1 light might have aided the pilot in avoidance. 

Forward speed of the aircraft estimated around in) knots would have suit Idem 
kinetic energy for wire cutters to be effective, except effectiveness is doubtful 
when wire becomes entangled with the main rotoi blades. 
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AGRICULTURE 
Aortal Application 


milll lularosa, NM Ulller UH 12J3 One Minor Destroyed - S18b t nn n 
N'l’SB Accident Cause : 

Not available 

Th e Acciden t: An experienced commercial pilot (3839 hours) struck the second of 

two sets of two power lines approximately 35 feet above ground, on a pull up from 
a swath run of an alfalfa field. The pilot stated the flagman had reported wires 
at the end of his pass, but he had indicated there was only one row of lines. 

At the time of the accident, 1300, the sky was clear with visibility of 50 mile 
The sun was high and not a factor. 

Initial wire impact was with the tail rotor. The aircraft descended and 
landed on the pavement with left skid, then bounced onto the left side. The air- 
craft was destroyed. There was no fire. The pilot received minor injuries. The 

aircraft was carrying liquid toxic chemicals. The pilot’s exposure was 15 minutes 
or less, with no effect. 

C onclusion ; The pilot's failure to see and avoid wires at the end of the swath run 
caused the accident. 


R ecommendations : A pilot’s warning device might have been beneficial in avoidance. 

Identification of the two sets of wires prior to flight would have aided the 
pilot in avoidance. 


Forward speed of aircraft of over 30 knots had sufficient 
wire cutters to be effective had they been installed. 


kinetic energy for 


Pilo t 1 s Re com mend at ion : 
field check." 


"Less reliance on flagman to mark wires and a more thorough 


AIR TRANSPORTATION 


Three Minor Injuries 

b/ ~* /79 . Find lay, Ohio Hughes 269 B One No Injury .Substantial - $25.000 

NTS II Accident Cause : 

Not available 


IL ^ .. Accident ; A very experienced commercial pilot (16,113 hours) struck a power line 
approximately 35 to 40 feet above ground while landing in a parking lot. The pilot 
was carrying passengers on local helicopter rides. Total time of flights were 
three hours. A very strong wind from the left drifted the hovering helicopter 
rapidly toward the power lines on the right. The pilot attempted to pull up and 
over but engaged the skid on the top power line. 


At the time of the accident, 1515, the weather was clear with visibility of 
30 miles. Wind velocity was 15-18 knots. The pilot had made the same approach to 
landing before, but this time was caught by the wind as he was hovering. 


Initial impact with the wires was with the landing gear skid. The helicopter 
continued to turn another 120® to the right and crashed 50 yards south of the 
intended landing area. The passengers received minor bruises and scratches; the 
pilot was uninjured. The aircraft was substantially damaged. The pilot stated a 
passenger may have had a foot on the lower section of the dual control column where 
the control had been removed, thereby restricting movement of controls in attempting 
the avoidance maneuver. 


Conclusion: The pilot's attempt to climb out of a confined landing area after 

attempting to land with an unfavorable wind, caused the accident. 


Re commend at ions : Identification of wires in area may have aided the pilot 

ing a landing area more suitable for passenger operation. 


in select- 


Climb out speed of aircraft of around 20-30 knots might have provided sufficient 
kinetic energy lor wire cutters to be effective had they been installed. 


AGRICULTURE 
Aerial Applicati on 

3-1772 8/16/79 Hart, MI Bell 47G2 No Injuries Substantial - $28,000 

NTSB Accident Cause ; 

Not available 

The Accldenc ; A very experienced commercial pilot (5688 hours) struck a power 
wire about 30 feet above ground while on an approach to spray a field. The pilot 
had completed spraying the north-south leg of the field and in starting the east- 
west leg, he had to approach over wires on the west side of the field. Total time 
of the flight was three hcurs in that day. The pilot was aware of the location of 
the wires but did not see them on his approach. 

At the time of the accident, 1120, the sky was clear with visibility of 20 
miles. The sun was high and not a factor. 

Wire impact was with right skid. The aircraft crashed to the ground with sub- 
stantial damage. The pilot was not injured. The aircraft was carrying nontoxic 
liquid spray. 

Conclusion : The pilot's failure to see and avoid power wire on his approach to a 

spray run caused the accident. 

Recommendations : A pilot's warning device identifying wire location when within 

hazardous distance would have been beneficial in wire avoidance. 

Forward speed of the aircraft, estimated at over 30 knots, knd sufficient kine- 
tic energy for wire cutters to be effective had they been installed. 

Pilot's Recommendation : "Have utility companies mark wires in areas where low flying 


aircraft operate," 


AGRICULTURE 
Aerial Application 

3-1791 8/2/79 Salinas, CA Bell 47G2 No Injur lea Substantial - $950 (Pilot’s estimate) 

NTSB Accident Cause : 

Not available 

The Accident : A experienced commercial pilot (9730 hours) struck a telephone line 

approximately 20 feet above ground parallel to the line of flight, while spraying 
a lettuce field. The pilot had flown 35 minu.es that day. The pilot stated that 
the tail rotor hit a parallel telephone line at the west end of the field being 
sprayed. 

At the time of the accident, 0610, the sky was overcast, ceiling was 300 feet, 
with visibility of 1/2 mile. There was light drizzle and fog. It was dawn. 

The tall rotor initially impacted with and snagged telephone wire. Directional 
control was lost and the aircraft crashed to the ground with substantial damage. 

The pilot was not injured. The report did not state the type of Insecticide was 
being used for spraying. The pilot was not affected. 

Conclusion ; The mlsjudgment of the distance to the wires by the pilot caused the 
accident. 

Recommendation : The aircraft forward speed of approximately 40 knots on the swath 

run had sufficient kinetic energy for wire cutters to be effective had they been 
installed. 


AGRICULTURE 


AERIAL APPLICATION 

3-1816 7/23/79 Flanagan, IL Brantley B2B No Injuries Substantial - $23,000 

NTSB Accident Cause : 

Pilot Error: Failed to 3ee and avoid objects or obstructions 

The Accident : A commercial pilot (374 hours) was completing spraying end rows 

of a bean field and inadvertantly flew into a power line approximately 15 or 20 
feet above ground. Total time of flight that day was one hour. The pilot stated 
that the wire wire was strung from across a road to a farm house with no poles 
or markers in sight, and the wire was difficult to see. 

At the time of the accident, 1120, the sky was clear with visibility of 
three miles. There was haze. The sun was high and not a factor. 

The part of the aircraft impacting with the wire was not reported. The air- 
craft received substantial damage. The pilot was not injured. Aircraft was carry- 
ing liquid toxic chemicals. The pilot was not affected by exposure. 

Conclusion : The pilot's failure to see and avoid the wire caused the accident. 

Recommendations : A pilot warning device identifying wire location when within 

hazardous distance would have been beneficial in wire avoidance. 

Identification of wire location in relation to known ground objects prior 
to flight would have aided the pilot in avoidance. 

Forward speed of the aircraft, estimated around 60 knots, had sufficient 
kinetic energy for wire cutters to be effective had they been installed. 


AGRICULTURE 
AERIAL APPLICATION 

Destroyed — 

- 1 - 8 - 3 / - 7/30/7 9 Chilllcothe. OH Sikorsky S55C 1 Serious Injury $205,500 
NTSB Accident Cause : 

Pilot Error: Failed to see and avoid objects or obstructions 

The Accident : 

A helicopter pilot (2204 hours) struck a power cable 30 feet above the ground 
while on a swath run over a bean field. Total time of the flight was two hours 
that day. The pilot stated to a witness that he had previously made a couple 
of spraying passes and on the last one he had forgotten about the wire. 

At the time of the accident, 0950, the sky was clear with visibility of 
10 miles. The sun was relatively high and not a factor as the aircraft was 
/lying east to west. 

Wire im P®ct~was'oiT^ just under the blades. The wire cable 

wrapped around the rotor shaft after breaking. The aircraft crashed and burned. 
The pilot was seriously injured. The aircraft was carrying liquid non-toxic 
chemicals. 

Conclusion: The pilot's failure to see and avoid the power cable caused the 

crash. 

Recommendation s : A pilot's warning device identifying wire location when within 

hazardous distance would have been beneficial in wire avoidance. 

Identification of wire location in relation to known ground objects prior 
to flight might have aided in this case. 

Forward speed of the aircraft, estimated at 60 knots, had sufficient kinetic 
energy for wire cutters to be effective, had they been installed. 

Pilot's Recommendation: "This field has been sprayed by air several times over 

the past years. The wire situation is a bad one and if the electrical service 
company would have installed large red balls on these lines, the accident could 
have been prevented." 


AGRICULTURE 


AE RIAL APPLICATION 

3-1917 7/30/ 79 Bameaboro. PA Hughes 3QQC 1 Minor Injury Pea craved- $85, QOQ 

NT SB Accident Cause : 

Pilot Error: Failed to see and avoid objects or obstructions 

The Accident : An experienced commercial pilot (3,817 hours) struck, a power wire 

approximately 20 feet above ground while spraying a potato field. The pilot was 
starting his descent for a swath run and struck a branch line which he had 
not seen on his check of the area for obstructions. The pole supporting the 
wire was hidden by trees. Total time of the flight that day was 4 hours. 

At the time of the accident, 1930, the sky was clear with visibility unlim- 
ited. The sun was low, but not a factor. 

The part of the aircraft initially impacting with the wire was not stated. 
The pilot attempted to land, the aircraft rolled onto its side and was destroyed. 
There was no fire. The pilot received minor injuries. The aircraft was carry- 
ing non-toxic chemicals. 

Conclusion : The pilot's failure to see and avoid the wire where the supporting 

pole was hidden by trees caused the accident. 

Recommendations : A pilot's warning device identifying wire location when within 

hazardous distance would have been beneficial in wire avoidance. 

Identification of wire location in relation to known ground objects prior 
to flight would have aided the pilot in avoidance. 

Foward speed of the aircraft at approximately 60 knots provided sufficient 
kinetic energy for wire cutters to be effective had they been installed. 


AIK TRANSPORTATION 


3-2104 9/8/79 LaGrange, TX Bell 206B No Injuries Substantial - $100 ,000 

NTSB Accident Cause ; 

Pilot Error: Palled Co see and avoid objects or obstructions 

Factor: Unwarranted low flying 

The Accident : An experienced commercial pilot (3500 hours) struck a long span wire 

over a river while mapping limestone deposits near LaGrange, Texas. Total time of 
the flight was 30 minutes. The pilot stated he had not seen the wires; if he had, 
he would have flown over them. The report does not state if poles supporting the 
wires were visible to the pilot. 

At the time of the accident, 1330, the weather was clear with visibility of 15 
miles. The sun was high and not a factor. 

The main rotor blades initially impacted with the wire, causing the aircraft to 
crash to the ground and sustain substantial damage. The pilot was uninjured. There 
were no passengers. 

Conclusion : The pilot’s failure to see and avoid a long-span wire crossing a river 

caused the accident. 

Recommendations : A pilot's warning device identifying wire location when within 

hazardous distance would have been beneficial in wire avoidance. 

Identification of wire location in relation to known ground objects prior to 
flight would have aided the pilot in avoidance. 

Forward speed of the aircraft of 80 mph had sufficient kinetic energy for wire 
cutters to be effective; however, main rotors initially impacted with the wire so 
wire cutter effectiveness is questionable. 

Pilot’s Recommendation: "Marking on wires that cross rivei would help." 


AGRICULTURE 
Aerial Application 


3-22 78 6/3/79 Carrollton. Ohio Bell 47G2A One Serious De stroyed - 343,500 

NTSB Accident Cauae ; 

Pilot Error: Failed to see and avoid objects or obstructions. 

The Accident : An experienced commercial pilot (4227 hours) struck two power lines 

approximately 25 feet above ground while spraying corn. Photos show poles supporting 
wires were partially hidden by trees in the cornfield. The pilot had flown 6.6 hours 
in the last 24. The pilot stated that due to head injuries, he did not remember what 
happened in the accident. It is not known if the pilot was aware of the wire location. 

At the time of the accident, 1215, the ceiling was 10,000 feet with visibility 
of 10 miles. The sun was at its zenith and not a factor. 

The part of the aircraft initially impacting with wires was not given in the 
report. The aircraft crashed into a clump of trees and was destroyed. There was no 
fire. The pilot was seriously injured. The aircraft was carrying dry nontoxic 
chemicals. 

Conclusion : The pilot's failure to see and avoid power lines while spraying a corn- 

field caused the accident. 

Recommendations : A pilot's warning de.vice identifying wire location when within 

hazardous distance would have been beneficial in wire avoidance. 

Identification of wire location in relation to known ground objects prior to 
flight would have aided the pilot in avoidance. 

Forward speed of the aircraft, estimated to be 60 knots in a swath run, had 
sufficient kinetic energy for wire cutters to be effective had they been installed. 

Owner's Recommen dation : "Power companies should not obscure poles in wooded areas 

with wires camouflaged against trees." 


AIR TRANSPORTATION 


3-2552 8/18/79 Hou s ton, TX Boll 2068 No Injuries Substantial - $10.000 

NTSB Accident Cause : 

Not available 

The Accident ; A commercial pJ.lu', (2228 hours) struck a power line approximately 
35 feet above ground while hover taxiing to a takeoff. The pilot was carrying 
one passenger. Total time of the flight was 30 minutes. The pilot was attempt- 
ing to hover under the struck wire as he maneuvered to obtain a better takeoff 
position which would avoid higher wires. 

At the time of the accident, 1630, the weather was clear with visibility of 
7 miles. The sun was relatively high and not a factor. 

The tail rotor impacted with the wire as the pilot hovered the aircraft 
under the wire. The aircraft was landed without further damage. There were 
no injuries to the pilot or passenger. 

Conclusion : The pilot's mis judgment of clearance in hovering under a wire caused 

the accident. 

Recommendation ; Identification of wire location may have aided in selection of a 
more suitable area for a heliport. 

Pilot's Recommendation : "This accident could have been prevented by landing the 

helicopter in a larger field to the east of the power lines. This would have 
caused the customer more inconvenience and a longer distance to walk, but possibly 
this accident would not have happened had this other landing area been used," 


